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FOREWORD AND CONCLUSIONS
by

J.W.Slooff
National Aerospace Laboratory. NLR,

Amsterdam, Netherlands

In the past 10-20 years Computational Fluid Dynamics (CFD) has emerged as an indespensible tool in aircraft design.
Methods based on linearized theory (Panel Methods) and Full Potential theory with or without inclusion of viscous effects
are being used on a routine basis in industry and research establishments. Methods based on the Euler equations and
Reynolds Averaged Navier-Stokes equations, at least for simple configurations, are approaching this status. The status is
reflected in, a.o., the proceedings (ref. 1) on "Applications of Computational Fluid Dynamics in Aeronautics", held in Aix-
en-Provence, in the spring of 1986.

One of several observations made at the Aix-en-Provence meeting (ref. 2) was that the computation of drag was given
only secondary treatment in almost all of the papers presented. This in spite of the importance of drag for aircraft
performance. In the Round Table Discussion terminating the Aix meeting both the accuracy of drag prediction and ihe
breakdown of drag into its basic components (viscous, induced and wave drag) emerged as being very important but not
satisfactorily dealt with. It was concluded that the topic should receive more attention in the future.

In order to stimulate such attention the FDP decided to organize a Technical Status Review (TSR) on the topic of -Drag
Prediction and Analysis from Computational Fluid Dynamics".The primary objective was to obtain a survey of the state-of-
the-art in the NATO countries. The TSR was to take place in conjunction with the FDP Symposium on "Validation of
Computational Fluid Dynamics" to be held in the spring of 1988 in Lisbon because this symposium was expected to address
also the aspect of validation with respect to drag. Since the symposium was expected to draw a large audience it was decided
that the TSR would be of "open" character allowing all symposium participants to become aware of the current status of
CFD-based drag prediction. In this way attention to the subject would be stimulated within a large group of researchers.

Contributions to the TSR were made by:

JJ.Thibert (France)
W.Schmidt and P.Sacher (Germany)
K.Papailiou (Greece)
M.Borsi and G.Bucciantini (Italy)
J.van der Vooren (Netherlands)
P.Ashill (UK)
T.Holst (USA)
C.Boppe (USA)

In the opinion of the FDP the presentations contained very valuable information on the subject. For this reason the
authors were requested to provide written versions. These have been collected in the present volume.

At the meeting there was, unfortunately, very little time for discussion. However, the main conclusions can be
summarized as follows.

1. Accurate and consistent computation through CFD of (absolute) drag levels for complex configurations is, not
surprisingly, beyond reach for a considerable time to come. Pacing items are basically the same as those of CFD in
general (grid generation, turbulence modelling, grid resolution, speed and economics of computation). However, for
drag prediction purposes the importance of some factors, such as grid resolution and speed/economics of
computation, is amplified by one or several orders of magnitude.

2. For attached flow about simple configurations (2D airfoils, wings, wing-bodies. isot:ued bodies, isolated nacelles)
CFD drag prediction has met with some, though limited, success.

It appears that for 2D airfoils most but not all codes can now predict drag wI' , iracy of within about 5%. For 3D
wings this figure appears to be the order of It%, possibly somewhat less for 1t.. :t aircraft wings, probably higher
for combat aircraft.

3. For body or nacelle-type components there is little information but some can be found in the papers by Ashill. Boppe
and Schmidt & Sacher. The latter mention prediction of supersonic wave drag and afterbody drag as particularly
challenging topics.

4. Prediction through Euler codes of drag-due-to-lift for combat aircraft wings with leading-edge vortices has met with
some 3uccess (Schmidt & Sacher).

5. For separated flows inadequate turbulence modelling in combination with inappropriate grid clustering and
refinement are problem areas even in 2D airfoil flow.

6. Navier-Stokes codes typically do not (yet) involie drag prediction except for 2D airfoil flows. Even then the. do not
do a better job than zonal methods involving potential flow or Euler schemes coupled with boundary layers.
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7. The application for drag prediction purposes of the current generation of Euler codes, in particular in 3D, is hampered
by (over) sensitivity to grid density and quality through spurious (artificial) dissipation. For 3D wings and wing-bodies
with attached flow only full potential methods with or without boundary layers appear to have met with some success.

8. Most authors seem to agree that a "far-field" type of drag assessment based on application of the momentum theorem is
to be preferred over a "near-field" type of procedure (pressure and skin friction integration), both for reasons of
accuracy as well as for the purpose of identifying the viscous, induced (vortex) and shock-wave related components of
drag.

9. Identification and quantification through CFD of the viscous, induced and shock-wave components of drag seems to be
fairly well established for potential flow models (with or without boundary layers). For Euler flow models the principles
seem to be clear but not the technical/numerical code implementation. For (Reynolds-averaged) Navier-Stokes
methods the identification and quantification of the viscous, induced and wave drag components is as yet unclear and
might even be impossible without introducing certain assumptions with respect to the asymptotic structure of the flow
field.

10. There is no or insufficient experimental material available for validation of CFD procedures for predicting the viscous,
induced and shock-wave components of drag.

11. In spite of the limitations mentioned above CFD-based drag prediction has proven to be useful when embedded in an
increment/decrement procedure involving experimental (W/T) results for the complete configuration and CFD results
for simplified configurations, the latter even as far down as 2D. A symbolic algorithm for such a procedure might be
written as

- C + C --

Here Co"d' is to be obtained through W/T testing

and CD_m1 , (old and new) through CFD

It is recommended that the Fluid Dynamics Panel considers possibilities for further stimulation of progress in the field of
CFD-based drag prediction and analysis, in particular with respect to pts. 3,4,5,6,7, and 9 (Euler and Navier-Stokes codes)
and pt. 10. One possibility to be considered is a Working Group with the objective to collect and document suitable
experimental data (pt. 10). Another suggestion is to consider the possibility of organising a specialists' meeting within a 3 to 5
y~ars time frame.

References

1. "Applications of Computational Fluid Dynamics in Aeronautics".
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PREFACE ET CONCLUSIONS
par

J.W.Slooff
National Aerospace Laboratory (NLR)

Amsterdam
Pays-Bas

Au cours des 10 a20 dernieres annes Ic calcul en dynamiquc des fluides (CFD) s'est affirm6 comme un outil
indispensable darts la conception des aeronefs. Des methodes basdes sur la theorie linearisee (Les Methodes de Panel) ct sur
l'equation complete du potentiel avec ou sans incorporation des effets visqueux. sont couramment employees darn l'industrie
et dlans les; 6tablissements de recherche. Les mnthodes bass~es sur les t6quations d'Euler ci sur la moyenne des equations
Navier-Stokes 6tablie A partir des nombres de Reynolds, atteignent le mnme niveau d'acceptation. du momns pour les
configurations simples.

Cet 6tat de fait est confirme entre autres. par lc compte rendu de la conference sur -Les applications du calcul en
dynamnique des fluides dans le domaine dle l'a~ronautique" (ref. 1) tenue ii Aix en Provence au printemps de l'ann~e 1986.

L'un des participants ii la reunion d'Aix en Provence (ref. 2) a constate qu'il n'avait 6t6 accordee qu'une importance
secondaire au calcul de Ia train~e dans la quasi-totalit6 des communications presentees, et ceci en d~pit de son importance
pour [a determination des performances des aeronefs. Lors de la table ronde organisee en fin de seance ii Aix, l'exactitudc de
la prevision de la trainee et sa partition en 16ments de base (la trainee visqueuse, la trainee induite. la trainee d'onde) se sont
r~vel~s comme des sujets tr~s importants. Malheureusement ils nont et6 examines que partiellement ou pas du tout lors; de [a
reunion. L,, participants sont convenus qu'une plus grande attention devrait tre portwc sur ce sujet it Iavenir.

Le Panel FDP a decide de faire le point de ['6tat des techniques dans cc domaine. avec pour titre "Les techniques de
prevision et d'analyse de la trainee par Ie calcul en dynamique des fluides". Le Panel s'est fixe comme objectif principal de
faire Ie point de Iditat de l'art dans Ics pays mensbres de lOCTAN. Cette 6tude devait tre r~alis~e conjointcment avec Ie
symposium FDP sur -La validation du calcul en dynamiquc des fluides- privu au printemps de I'ann~e 1988 ii Lisbonne.
puisque cc symposium devait examiner aussi Ia question de la validation par rapport a Ia trainic.

Vu le fait qu'un grand nombre de participants etait annonce pour cc symposium. il a 6tei decide de communiquer les
r~sultats de cette etude aux participants afin de les informer sur Ic6tat actuel des connaissances dans Ie domaine de Ia
prevision de Ia trainee par le calcul en dynamnique des fluides. Le Panel a voulu ainsi promouvoir la recherche darts cc
domaine. aupr s d'un grand groupe de chercheurs.

Les personnalites ayant particip6 ii ces travaux sont:

JJ.Thibert (France)
W.Schmidt & P.Sacher (R~publique Federale d'Allemagne)
K.Papailiou (Gr~ce)
M.Borsi ct G.Bucciantini (Italic)
Ivan der Vooren (Pays-Bas)
P.Ashill (Grande Bretagne)
T.Holst (Etats-Unis)
C.Bopre (Etats-Unis)

De l'avis du FDP. Irs presentations comportaicnt des informations pr~cieuses sur cc sujet. Par consequent il a t
demande aux auteurs d'en fournir des versions ecrites pour les pr~senter dans ce recucil.

Malheureusement, il nest reste que tris peu de temps pour Ia table ronde en cl6ture de seance dont les principales
conclusions peuvent 6tre resumees comme suit:

I . Le calcul prdcis ci r~p~titif des niveaux absolus de train~e pour des configurations complexes au moycri du CDF. nWest
envisageable que darts un avenir relativement lointain. Lavancement dans cc domaine depend essentiellemeni des mes
elements quc pour Ie CDF en general soit: ([a generation des maillages, Ia modelisation de Ia turbulence, Ia resolution des
maillages, Ia vitesse et Ia rentabilite de calcul). Pourtant. darts Ie cas de Ia prevision de Ia traiii~e. 'importance dc certains
facteurs, tels que Ia resolution des maillages et la vitesse/rentabilitd de calcul. est ampliflee d'ur ou de plusicurs ordres; de
grandeur.

2. En cc qui concerne les ecoulements attaches autour dle configurations simples (profils bidimensionnes, voilures. corps
isoltis, nacelles isoles) Ia prevision de la trainee par CDF a eu un certain sucetis, dont l'impact a pourtant tt limitei. 11
semblerait que pour les profils bidimensionnels. Ia plupart des codes permettent desormais Ia prtiision de Ia trainee aver
une precision d'au momns 5%/. Pour les voilures tridimensionnelles cc chiffre serait de l'ordre de 10%/.: peut-etre un peu mains
pour les voilures des aeroncfs de transport et probablement un peu plus pour les aeronefs de combat.

3. Trtis pcu d'informations existent pour les elements de fuselage ou de nacelle ii part celles; qui figurent aux ctudes de
ASI-ILL. BOPPE, SCHMIDT & SACHER. Ces auteurs parlent de Ia prevision de Ia trainee dondes supersoniques et de Ia
trainee de l'arriere corps comme etant des sujets particuli~rement intdressants.



4. La prevision de [a trainee due it la portance par codes Euler pour lea voilures des aeronefs de combat presentant des
tourbillons du bord d'attaque a connu un certain succ~s (SCHMIDT & SACHER).

5. Darts lea cas des tcoulemcnt dicollds, des problmes se posent en raison des imperfections dans la modelisation de la
turbulence et de groupemnent et de l'puration peu appropries des maillages, mime en cc qui concemne les ecoulements
bidimenbionnels autour des profils a~rodynamiques.

6. En gin~ral, lea codes Navier-Stokes ne s'appliquent pas (encore) ii la, prevision de la, trainee, sauf pour les icoulements
bidimensionnels autour des profils a~rodynamiques. Dans ces cas, meme les rasultats obtenus ne sont guere mieux que ceux
faurnis par lea m~tlsodes zonales qui font appel ii N'coulement potentiel ou aux schemas d'Euler, combines aux couches
limites.

7. L'application de ]a pr~sente generation de codes Euler a Ia prevision de la trainee, et en tridimensionnel en particulier
est entravee par une sensibilite excessive a Ia densite et A Ia qualite du maillage occasionnee par de fausses pertes
(artificielles).

Pour ce qui eat des voilures tridimensionnelles et des configurations voilure-fuselage avec ecoulements attaches, seules
lea nsethodes i potentiel entier, avee ou sans couches limnites; ont eu du succ~s.

8. La majorite des auteurs sont de l'avis que la prevision de la trainee du type "champ lointain", base sur 1'application du
thiorime des moments eat pr~firable A l'approehe 'vtmp proche" (integration deIa pression et dufrottement superficiel)
tant pour des raisonts de precision que pour permettre l'identification des raisons; de precision que pour permetre
l'identification des elements constitutifs de la traineie ayant rapport aux ondes de choc et aux phenomenes visqueux. induits
(tourbillons).

9. f1 semble que l'identification et [a quantification de ces 616ments constitutifa par l'interm~diaire des techniques du CDF
soient acquises pour la modelisation de lecoulement potentiel (avec ou sans couches limites). Pour les modeles Euler les
principes semblent assez clair, cc qui nWest pas le cas pour Ia misc en oeuvre des codes techniques/numeriques. Pour les
m~tlsodes Navier-Stokes (Moyenne des nombres de Reynolds) l'identification et Ia quantification des &Iments visqucux,
induits; et de trainee d'onde ne sont pas encore bien d~finies et pourraient m~me s'averer impossibles sans introduire
certaines hypoth~ses ayant trait i la structure asymptotique de le6coulement.

10. Sclon le cas. il existe peu ou. pas de materiel, experimesntal pour lav'alidafion dies prociduies CDF en vue die ls prevision
des elements constitutifa de la trainie visqueuse induite et d'onde de choc.

11. Malgr6 les contraintes indiquees plus haut, la prevision de Ia trainee par CDF s'eat averee tres efficace, a condition
d'itre int~gr&e dans une procddure d'incr~ment/decrssent faisant appel A des resultats experimentaux (en soufflerie) pour
I'ensemble de Is configuration et des r~sultats CDF pour les configurations simplifi~es, allant mnme jusqu'au bidimensionnel.
Un algorithme symbolique pour une telle procddure pourrait s'6crire:

CD.P-- CD("p"' + CD. - CD

ou C0
1 " ea efnrpaensi e offe

Dc' st d'. a e esi nsufei

et CD,.. (ancien et nouveau) par CDF

11 eat recommand6 au Panel AGARD de la Dynamique des Fluides de refiechir aux moyens qui existent pour faire
avancer lea travaux dans le domaine de [a prevision et l'analyse de Ia trainee par CDF, et en particulier lea points 3,4,5,6.7 et
9 (Codes Euler et Navier-Stokes) et Ie point 10. L'une des possibilites consisterait a envisager Ia formation d'un groupe de
travail qwi aurait pour mission de recucillir et de classer les donnees experimentales appropriees (point 10).

Le Panel pourrait 6galement envisager l'organisation d'une reunion de specialistes sur cc sujet. d'ici 3 a 5 ant.

Riferences:

I. "Applications of Computational Fluid Dynamics in Aeronautics" AGARD-CP-41 2, 1986

2. WJ.McCroskey "Technical Evaluation Report on the Fluid Dynamics Panel Symposium on Applications of
Computational Fluid Dynam-ics in Aeronautics' AGARD-AR-240, 1987
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PRIT18IOU Ds LA TRAZIN
a PARIN 032 ANTIODII DI CALCUL.

"AT DI LIARY a MAKE
(Drag Prediction and Analysis From Computational

Fluid Dynantics.State of the Art in FRANC!
par
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com~ltos o qu Got actuellementimosbe peitoofagvn rjc.Toheistae
uniuemnti Vid de athodes do calcul the knowledge of the absolute value of the drag is

ozisants. ot ncesaryand nlythedifferences in drag
predctin b CF ar taen ntoaccount.

Copedantdespr~vsion dotrainde doivent 6tre
effct~essot a cursdoIs phase do ddfinition For the second case drag prediction techniques are

d'n roet por choisir entre diffdrentes based on the kaowledge in wind tunnel and in
soltins sitpour 6valuer la trainde d'un flight of the drag of a given aircraft which is

proet oan. ansle reiercaslaconnaissance taken as a reference. The drag of a new project is
du ivauabsludoIstrainde West pas ndces- then estimated in term of difference with the
sar tlachoix soot effectuds en comparant lea reference aircraft using CFD and wind tunnel data.

tri~scalculdes. Dans is second cas los However differences in CFD codes as well as in the
mtoedoprdvision utilixdes soot bastes aur la way they are used for drag prediction appear
cna:snode la trainde en soufflerie et en vol between civil or military aircraft manufacturers.
du onpria come rifdrence. La trainde du

nouveau projet eat alors estiade en terse Much effort has been devoted these last years in
d'6cart par rapport i l'avion do rdfdrence en the research institutes in order to determine for
utilisant lea rdsultats d'essais en soufflerie at each type of theoretical modeling the best way to
lea calculs. compute drag taking into account the assuaptions

included in the models.
11 existe cepandant des diffdrences au nivean du
type des mdthodes de calcul sinai que dans leur These approaches have been checked by comparisons
soda d'utilisation entre les constructeurs civils with expa~riments carried out on simple configura-
ou militaires. tion like airfoils or wings.

Des efforts importants ont 6t# consacrds ces Some examples of drag component analysis for
dornitros sunde dana les inatituts de recher he inviscid flow methods solving the potential
et en particulier & lONERA dana le but de equation or the Euler equations are presented. For
diterainer pour chaque type de sithode de calcul the viscous methods comparisons of drag prediction
le meilleur procesaus de calcul do is triln6e. Ces with experimental data show that the potential
ditfirentes approches ont 6t6 validden A laide de codes which are currently used for performance
comparaisons avec des essais of foctuda our des prediction give an accuracy of the drag within a
configurations giomitriques simples telles quo des few percent. Much effort has to be done in the
profils ou des silos, next future in order to obtain with the new

viscous Euler codes or Navier-Stokes codes under
Quolques examples d'analyso des diffirenta torsos development the same or even a better degree of
do trainies issus des adthodes fluids parfait accuracy.
bidimensionnolles et tridimensionnelles risolvant
liquation du potential ou lea 6quations d'guler The necessary improvement of the different drag
mont prisontia. Pour les mithodes couplies des component prediction which still has to be made
cosparaimons avoc lea essais montront quo lea needs detailed experiments which ace not yet
mithodes potontiellos utilis6*s habituellosont available for 3D configurations.
pour lea applications permettent d'atteindre des
nivoauz do pricision on 2D at 3D do quolquos pour
cent. Deaucoup do*fforts restent i faire en ce qui
concern* les nouwelles mithodes do calcul come I - ITOUTO
lea mithodes Euler couplies ou Navier-Stokes pour
obtenir, voiro andlioror ce nivemu do pricision. Le divoloppement do is puissance des ordinateurs

associd aux progria rialisis en analyse nuadrique
L'amilioration encore nicossairo do Is pricision ont permis lidlaboration ces dernidres annies do
do Ia privision des diffirents terms do train&@ programmes do calcul porformants, risolvant des
nicessite dos risultata dessais ditaillis et systimes diguationa do plus en plus complexes at
pricis qui me mont pas disponibles en 3D et un permettant lidtude thiorique do configurations
effort devrait Wtroeffectu4 on co sons. pour losquelles jusqu'alors soul@ une 6tude

oxpirimontalo dtait envisageable. Maigr6 ces
progria il fat bion reconnoitre quo pour ce qui
eat do Is privision do Is tralnie ia situation
actuolle nett pas satisfaisante. Il est en effet
plus facile d'obtonir do bonnos corrilations entre

The industry and the research institutos appro- lem calculi at los essais en ce qui concerns lee
aches for drag prediction based on CFD are ripartitiona de pression ou 1e ddweloppement des
different. couches limites aur une voilure par example quo do



pridizo Is trainde avec une pr~cision suffisante C. minimu"
p, uno estimation correcte dos performances. Leos C. compressihilitt

constructeurs, pour V'tvaluation do I& trainde .c. induit
d'un nouvel appareil civil ou militairo utilisont
donc encore largaent les essais en soufflerie en Is1 C. minimum eat ensuite corrigE des effets
s'aidant toutefois des calculs soit pour comparer Reynolds on utilisant des calculs do couche
divorses solutions soit pour transposer plus ou limite, par contre lea deux autros torsos sont
momns directomkent les r~sultats do soufflerie sux g~ndralement conserv~s
condit ions de vol. Des 6tudes plus d~tailldos our
des configurations plus sisples (profils et Isl bilan sinai transposE aux conditions do vol
voilures) ont Etd effectu~es A lOYEUA avec pour est compar6 au C. do vol ot les Ecarts constetds
objectif do d~terminer on fonction des cathodes do sont imput~s au terse C. comprossihilitd + C.
celcul utilis~es Is soilloure technique do celcul induit
do Is train~e en s'appuyant sur des r~suitats
expirisentaux. - pour 1e nouvol evion le s~me proc~di oct utilis6

A partir des essais en soufflerie et le 6C.
Dana une premitre pertie sore prdsontde is constatE sur levion do r~f~rence eat utilis6
sdthodologie utilis~e. tant en ce qui concerns les pour corriger lestimation ainsi effoctue.
avions civils quo militaires, pour Is pr~vision do
Is train~e. Dae une seconds Portia lea principsux: Cette technique suppose quo le nouvol evion at
r~sultats des tudes effectu~os A VONElA on l'avion do r~fkrence aiont des g~om~tries voisines
mati~re do bilan do train~e et des possibilit~s et quo lee conditions do croisidre (nombre do
ectuollos des m~thodes do calcul seront discut~s. Maech, portence) soient proches. Klos n'est do

plus veishle quo pour des conditions proches de Is
2 - ?REVISION DI L& TRlM croisi~bre coest-A-dire en labsonce do d~coile-

OrPrOian InDusiUZi. sents. Los pr~cisions ainsi obtenues mont do
lordre do quolquss pour cent A condition toute-

Los industrials mont confront~s au difficile fois quo la pr~cision des rhsultats d'essais en
prohitmo d'optisisor la forme d'une configuration soufflerie soit excollonte.
compl~te d'avion en prenant en compto do nombrou-

50 otraintos. Cetto optimisation me fait 2.3. - Avions militaires
progaressivesent eu fur et A aure do lavancemont
d'un projot on utilisant A Is fois les ceiculs ot Bien quo Ia pr~cision roquiso pour l'6valuetion do
les essais on soufflerie. Solon Ie typo d'avion, Is train~e soit un peu moins 6lev~e quo pour les
civil ou silitairo. lea m~thodes do calcul avions civils, Ie complexit6 des formes et 10
utiliseos ainsi quo Is m~thodologie retonue pour domains do vol plus Atendu rondent cotto estima-
l'*valuation do is train~e diff~rent sonsiblement. tion encore plus difficilo. Los mdthodos de calcul

couremmont utilisfies sont
2.1 - ioscvl

- m~thodes de singuleritE,
Les m~thodes do caicul couramment utilisdos mont - m~thodes potentielles trenssnniques (diff~re.~ces
des m~thod., irrotationnelles finies).

- nthodos Ruler (volumes finis et El6ments
- m~thodes do singuleritis. f inis),
- m~thodes lin~aris~es compressibles. - mdthodes do calcul des couches linites tridisen-
- mthodes potentielles tranasoniques (diff~rences sionnellos.

finies ou El6ments finis).
- sdthodes potentiolles coupldos avoc des celculs Pour un projet d'avion nouveau l'6vaiuation do Is

do couches limites tridimensionnelles. train~e s fait au d~part avec des sdthodes
simples. cotto Evaluation Etant affindo au fur et

Coin m~thodes do calcul sont utilisdos mu stade do A assure du ddveloppement du projot par iutilisa-
l'avant projot pour comparer les performances do tion do m~thodem do calcul plus complexes. Cette
diversos solutions concernant des El6ments do Evaluation me fait toujours par comparaison avec
lappareil : profils. va.ilure, installation un avion do rif~rence dont ia train~e en vol at en
motrice. hypersustentation. soufflorie oat connue. Cot avion pormet do valider

len mod~les do pr~vision dans los conditions do
Les comparaisons mont effectu~es plut6t en torso soufflerie ot do vol. is pr~vision du C. du nouvol
do r~partitions de pression ou do charge en evion mm faisant on torsos d'6carts par rapportA
envorguro qu'en terme do train~e proproent dit lavion do r~f~rence.
hion quo pour des g~omttries voisinos une certaino
confianco soit accordb. A Is pr~vi.sion do is Si une relative confiance eat eccord~e sux
train~e (on terse d'#carts) pour les profile ot s~thodes do calcul pour ce qui eat do is privision
lea voilures. do I& train~e d'onde et do la trsin~e do frotte-

sent, par contre des tormes tels quo Ia train~e
Pour le projet proproment dit Is pr~vision du C. des arridro-corps ou I& train~e due sux charges
n'est pam possible A laid. dos m~thodos do calcul mont encore inaccemmihios aux calcuis.
(meillages. temps do celcul ... ). Kloe est has~e
sur Is technique do lavion do r~fdrence salon Is Par ailleura des hilans do train~e tols quo eux
m~thodologie suivante effectuds ouir lea aviona civils no mont gdndrale-

ment pas utilis~s, los essais en moufflerie ou en
- pour lesvion do r~firence (qui est gttnirslemont vol no permettant pam do validor cos bilans ;do
lavion pr~c~dent ou un avion do g~om~trie plus Is transposition on vol do cortains torms
voisine) los train~es en vol at en soufflerie comm. cola est pratiqu6 pour los avions civils
mont connues notasment pour la train~e induite n'est pam

toujours consid~r~e comae un processus fishle.
- sur cot avion un hilan do trainte au point do

croisiire basE aur loea ossais on soufflorie
pormet d'extrairo lea trois principeles compo-
$antes
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3 -PIVZUZON DE LA TUXUE 1=2DN DZCTUUS I Les causes do cog 6carts sont 6videmment multi-

Les organimoes de recherche tels que lownIA nont saillage,
pas pour mission do ddfinir des configurations .convergence des calculi.
complites. beurs principales activitds eoncer- .type d'dquations rimolues (Potential, Euler).
nent . acbdma numirique (consorvatif ou non),

- le ddvsloppement de nouvelles cathodes do icstarfcel.
calcul * Cos diffdrents paemtros n'6tant gdndralement pas

compldtement indkpendants ups ktude systimatique
- Ia validation de ceo cathodes our des 4liments de Ieur influence n'est pas toujours possible

d'avions (profile, voilures, configuration: nianunins un certain nombre do tendances ont 6t6
voilures-fuoelage...) digagies.

Comme coo organismes no dioposent gindraloment pas 3.1.1 - Influence du maillago
de ssures en vol cob validations sont effectuies
i laide desmais en moufflerie. Cette 6tude eftectuke avoc one mitbode potentielle

diffirences finies utiliseat on saillage on C
Fermi les nombreuses mithodes do calcul divolop- contra, figure 2 quo mse aux basses vitesses pour
p4cm & IlOffice lts plum utilisies ao niveau des etteindro une prficision do l'ordre do 10-4 on
applications en atrodynasique externe oont maillage d'environ 40000 points strait nicessairo.

- lesafthodes de singularitkas, Cxp x10,
4

- lea mithodes potontielles, 20-
r - los mithodes Eulor.

Los mithodes Xavier-Stokes initialment divolop-
pies pour los 6coulements internee sont utilisies
depois peu en abrodynanique extorne at do ce fait
lours possibilitis en motitre de privision do la
trainie ne snt Pea encore 6tablies. Par cootre 1
pour les autres aithodes at notammeot lem mithodes 1
potentielles lexpinience acquis depois dor nombreuses annies permet de faire on bilan quant i
lour capacit6 A privoir Ie trainie.

3.1 - Xcoultzent bidimenmionnel do fluids parfaitIM x 0+

Cc ceo le plus simple que Von puisse ezivisagor
aet toutofois en 6vidence Ia difficult* de 1a 0 4 3 2 1 a
privision du Cx pression. La figure I montro Fig. 2 -Influence do nombre do join's do maillage
lieventail des velours obtenues en utili sent Is Fluids parfait 2D. Profil NACA0012
plupert des m~thodes fluids parfait disponiblos K - 0,1 a - 0.
our le profil nAcAO0l2 A N - 0.8 Ct a - 0. Los
velours do C. obtenues par intigration dos Co noabre do points do mailbage dipend do la
pressions s'tgent entro 52 10-4 ot 127 10-4.1a topologie utilisie (C, R ou 0) et de Is viscomit6
veoeur gdnirabemeot admise 6tant voisine do 90 se artificielle do be mithode. Los maiblages course-
trouve donc approximativomont au miliou de lo mont utibisis at qui comportent de l'ordre de 5000
plage. A 7000 points melon lea uithodes no permottont

donc pas d'obtenir uno pricision du Cxp per
CX X0* 4intigratinn des pressions supirioure A 10 10-4.
CxxlO4 Pour cc qui cmt do loxtnsion du maillago. son

influonce oct prisentie figure 3 pour deux veleurs
do e Isdonsit6 do points. Uno extension do l'ordro
do 2S habituollement retonue pormet d'attoindre un

V nivemo do pricision our Io C., d'un ordre do
100 0 grandoor supiriour A coloi li6 mu nombre doII points.

- JI Cap a10' =

I NP/(EXT)' 10

.1 30-

10-

MTHO0ES METhOCES METHOCES X
MAER POTENTVALIs POTENlULLES

COMEEVATMEI NONl CONSERVATWES 0 10 20 s

Fig. 1 - Frivision do Ia train&* do prossion fig. 3 -Influenc, do lextonsion do maillage
fluids parfait 2D. Frofil MACAO0l2 Fluid* parfait 2D. Frofil MACA0012
u - O'S a - 0. X - 0.1 a - 0.

L,_ _ _ _ _ _ _ _ _ _ _ _ _
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Outre lea problises do saillages il taut 6galesent choc voisine do cello obtenue avoc les m6thodes
un. convergence dui calcul excellento c* qui potontiolles non conservatives.
conduit pour certainos adtbodos do calcul utili-
a~es at noteanont los mithodos do relaxation & urn LA tendanco g~nralosent adaise attribuant aux
grand noabr* d'itkrations. solutions Ruler des positions do choc et des sauts

de pression A travers Io choc inters~diaires ontre
3.1.2 - Influence dui sabdue ouadriquo lea solutions potentielles non conservatives et

conservatives West done pas gindralo.
Sur is figuro 4 sont trac6es los r~partitions do
pressions obtonues sur Ie profil NACA0012 A N - 3.1.3 - Whtodos deastiation du Cup
0.8 et a - 0 avoc trois mdthodoa potentielles. Les
noabres do points do maillages sont voisins ot les Pour pallier los difficult~a aentiones pr~c6dea-
algorithwos sont dui typo SLOR. Los dciii sithodos sent concernant lestisation dii C. do prossion k
non conservatives (1] at Is version 2D do [21 partir do Vint~gration des prossions doux
donnent des positions do choc voisinos avoc techniques sont utilistes dana lea .&thodes
cepondant un 6eart sur le C, do 20 10-4. La potentiolles.
positionidiico obtenue avec is s~thodo conserva-
tive ddriv~ecoe Is ndthode C2] st hien entendu ~ a presibre technique vise A rdduire los orreura
plus reculde ot son intensit6 plus forte, dues A liaprcision dui schdsa nuatriquo. Elie

Kp consists A corrigor ls valour dui Cx, (-C,choc)
- Kp obtenu par int~gration des pressions do lint6-

grale do la quantit6 do aouvoaent caicul~e sur in
1 contour entourant is rdgion subsonique do l'tcou-

leaent,,int~grsle qui devrait en Principe 6tre
/ ~ hf cosrvtv nub on 6cou lentent suhcritique. Ceci eat 6quiva-

metho. coaervtlvelent A iin calcul do is traindo do choc A laide
KPM  

d'un hilan de quantit6 do nouvesent sur in contour
entourant lea r~gins suporsoniques do 1l6coule-
sent. Cette technique d I ation diCx, utiiis~e

/C dana version 2D do (6) perset d'obtenir des
0, valeura plus rdslistes come be sontrent leg

O0,-\ figures 6 et 7.

CiP 1*

t so-

Fig. 4 -R~partitions des pressions
Prof ii MACROO12 X 0,8 a - 0. 40
NOthodos do calcul potontielles.
Fluids parfait. 30

Ces diff~roncea do position ot d'intensitt do choc
hien connues avec ion mdthodes potentielles 2 X
existent 6galesent avec lea s~thodes Ruler. Ainai 20- x
is figure 5 aontre lea adaca r~partitions do Cxp corI9t6
proasion caicul~es avec deux x~thodes Euler
isplicites (3] et [4] no diff6rant quo par le 10
achdoa nuadrique et Is viscosit6 artificielle lide
au sch~wa. 0 ..................................... C

-KP 0 5,0
Fig. 6 - Sadlioration dii calcul dii C. preasion

Profil NAiCA0012 N = 0.A. Fluide parfait
NAthodos do calcul potentielles.

- Kpv Cap 1i04

0 /C50
O's - Cap

40 Cap corri

F 30

ig. 5 - Rdpartitions des pressions 
20Profil NACA0012 N - 0,0 a =0.

.16thodes Euler implicites.
I0

Si les positions do choc sont voisines leasut
do pregsion A travers be ?hoc sonr trks diff~renta 0. ............. ................ Mach
ot l'dcart sur le C: ,a 42 ^-. On retrouve _____________________

6galoment urn aCs do '3 ntre la n~thodo (3] 0.5
at Is s~thode [ . oat une n~thode Ruler
explicit* utilisant, na dui type Nac Corac

cett deoidr a~.~, tonant mo osiiokd Fig. 7 - Aa~lioration dui caicul dui C. pression
cott d~nide s '.-, ounnt ne osii dProf ii NACA0012 C. - 0. Fluids parfait

Ndthodes do caicul potentiehies.



La deuzibse technique utilis&o dans lon ndthodes Dans I& adthodo (6] les diffdronts torsos sont
M(1 7 consists A calculor 1s Cap en utilisant 6valuda do 1& nanihro suivante
lts velours du nosbro do Each calcuidos our 1&
face amoint du choc at on utilizant leg relations - 1. torso C-.o. est calculh melon Is presi~re
do choc. Cott* second. technique ndceasite une technique d~crite su, paragraph* 3.1.3,
technique fisbie do ddtection du ou do* chocs dabs
ldcoulessnt. 211o eat en outre difficilesent - Is termo Cat met obtenu par int~gration du
transposable on 6coulomont tridimonsionnol. frottement,

La figure 8 prdsont. pour 1. prof il UCaGo A HN - 1s torso C.,, ant 6valu6 par intdgration des
0,1 uno coaparaison do coo deux techniques do injections do quantit* do mouvement A 1& paroi
calcul dn C.,. La douzidso technique conduit A des du profil.
vaeurs do Ca, plus A aibles quo ls presibre main
los 6carts obtenos tout au momns doe Is plao do Due coaparsison dos C. calculds A Vaids do cos
C. Pour laquelle, los wdtbodos potentiellos sont deux mdthodox ost prdswntdo figuro 9 pour In
raisonnablesent utilisables sont nottement plus profil VACA0012 A H - 0,7 et un noabre do Reynolds
fsiblos quo coux obtenus A partir do l'intdgration de, 3,6 10. an transition naturells.
des pressions.

0,7 0,7

0,4- 0,14

0,01 0,02xho 0 ME1 ,0

Fig. 8 - Comparaison des techniques do calcul doe i.9-Pdiind s ri~.Po lNcCl

Pour dos C. ( 0,3 des 6carts do l'ordre do 6 10-4

3. - hWmd aclcula idinansion- aprion nr e ox atoe,#at

positions do transition diffdrentos. Los valours
Queta ~todo ptenieles copl~s mont eorimotales diduites dos essais effectuds A I&

habituellmont utilisd.. pour lostisation de soufflorie 33n et 6galement reportdes our Is
performances des profils. Deux do coin mithodes figure me situent pour cotta gamue ds C. entro lea

utiiset ne ecniqe d cuplgefoihle soit deun valours thdoriques. A plus fort C. Is C.
parongaisomet d pofi (I not prsodifica- donn& par Ia mdthode [I] deviant inf~riour i celui
tio doIs ondtio d glssoentourIscontour donn& par Ilasdthode [6] du fasit du torso C..b...

initial (6]. Coo den mithodes sont non conserve- On notera 1* bon couportesont de Ia mithodo (6]
ti t ailDge pour laquello Il6cart svec Ilexpdrience *st

un utte xthdes(7]quinodiffirent sonsihiomont constant pour uno large plago do Ia
quoperIs cb~a nm~rquenoncousorvatif ou portanco.
coservti Isco~lae *t ~alsdA l'aid. duno
techiquedo ouplgo ort 93 9]. Ces dens 3.

2
46 - siaond C.&V de osmtos

denirs ~toomcmprtn prailleurs un "coupiago fort"

3.21 -Intmatondu . a11odedes sdthodee sillage It C. pout Atro calculA do dens mani~res

Dana Ia mdthode (1) 1t C. oat obtonu melon It Ca. -C.. + Cat
suivant :C. - C..b.. + C., + C.,v

- Ist~r* Cp 6antohtonu par intdgration des
*tors C..k., met calculd melon I& deuzidmo pro.sions,

technique ddcrito au paragraph* 3.1.3,
- Ittors Cifmetohtonu par intdgration du

Istems Cat at calcult par int~gration au, frottomont,
frottoent,

Iterms C.,, (traln&* do prossion visqueuso)
*tohtenu par diff~rence, do lintdgration Au - 1. torso C..%.. et 6valudA l aid., de, Is
capdo pression sr 1s prof il "ongraissA et donsidmo technique ddcrite au paragraphe 3.1.3,
ou @profil initial.

..... ._ _ ...
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- Ie terme C., (traInde viaquouce) eat ddduite do - Vutilisation de versions conservatives couplige
1'6paisseur de quantiti do mouvement du sillage fort assure ghndralement une sailleure prdvision
A l'evsl du profil. des rdpartitions de preasion apr63 I*ebcoc

(figure 11) at par conaiquent one seilleure
La figure 10 prdaente pour Ie prof ii CAST 7 A prdvision des coefficients adrodynsaiques &
H - 0,7 une cospareison des C. 6valuds salon lea incidence fiade.
deux techniques prdcddentes A 1 aide des cathodes c. ,ISo
conservative at non conservative [73. cx14 Ci-410...wbm

Ca

1,0in K ,

C0PVATc~s f C. =0c 00l5

C-C.4-.c * c.-cAO.OCs
* c.=cM~fc

00 0.0 1 0,02 0.03 0X

Fig. 12 -Prdvision do is trainde. Influence du
Fig. 10 -Prdvision do Is traindo. Frofil CAST 7 codde do turbulence. Ndthode poten-

H - 0,7 R. - 4,5 10-. Hdthodos poten- tielle conservative (couplage fort).
tidiles coupidec (cooplago fort). T.D. Profil CAST 7 11 - 0.7 a - * ft. - 4.5

10'.
- Pour ce qui eat do l'influence du saddle do

Cos velours cant dgalecont cospardes aux rdsultats turbulence Is figure 12 contre quo l'utilicstion
expdrisentaux obtenuc dens is caufflorie & perois d'un saddle dd6quilibre do type longuour do
edaptebles T2 du CERT/DERAT en transition d~clon- adlengo ou do saddles hors dquilibro A 1 ou 2
chdc et pour un noabro do Reynolds do 4,5 106. dquctians do transport no conduit pas A des

dcerts isportants cur lea velours du C..
Les 6carts entro e IsC.. t lo C.. cant plus dlovds
pour is mdthode non conservative. En outro du fait - En cc qoi concorne lea cdthodes Euler lour crae
do l'isprdcision cur lo ters C, les soilleuroc do ddvelappocent actual ot notacacot 1'abccnce
corrdlctionsaec los osseis soot obtenuos avec lo do version avec "couplae fort" no persot peas do
Cs.. porter un jugosont cur leurs possibilitdc en

satidre do prdviaion du C.. Il ost vraisocbleblo
En conclusion do cc peragrephs consecrd A Is cependent cue scubas lea athodes traitaut
prbvision du C. on 6coulement bidiconsionnol lea correctoenet Vinterection choc coucho lisito
rerquoa suiventoc peuvont dtre offectudos: porsettront dens 1e cac do chacs forts deadio-

ror les prdvisions du C. actoollocont obtonuos
- Los cdthodec potontiollos "couplago fort" [I] evec lea adthodos potontiolles.

fourniasent doe Is plupart des Ces des privi-
sions do C. eccopteblos (do l'ordre do 3 %) 3.3 - Ecouoecnts tridisanatonnela do fluids
lareque Ie C. ect dvelud A partir do Is treinde paufait
do chac et A partir do l'dpeicseur do quantitd
do mouvesent done Is sillago. Los principalos cdthodes do celcol tridimonsion-

nolles utiliades on adrodynecique extorno trasa-
- Lea c~thodes potentiollos "cooplago foible" et niquc sont

notammcut is c~thode (63 percottont d'atteindre
pour des configuretians non ddcolides des prbci- - uno sdthode potontiello diffdrences finios [2].
cions voisinos evec des temps do celcul bosucoop - une Athode potontiello 614conts finis (10],
plus foiblos. - une c~thode Ruler (5].

-Kp La sdthode (23 oat one c~thode non conservative
avoc on aigorithas do type SLOt. Los aillages
u tilisdasocnt do typo C-I.

. ..... ____ La c~thode (10] oct une cAthode potontiolle
didments finis structurds conservative.

La c~thode (53 eat one afthode Euler pseudo-
inetationnairo explicito utilisant on aclida du

1,0 X/C typo 11c Corceck. Les deur dornidros c~thodes soot
0- 0,utilisdca avec des ssillagcs do type H-H.

3.3.1 - Evaluation do Is treinde do procain,

ESSAS T2Le terse trainde do pression engloho en tridicen-
ESSAS 12siannel is treinde induito et Is trainde do choc.

-METHOD! CONSERVATIVE
.METOD!NONCONSRVAIVE Cette intdgration des preccions d~jA fort impel-

-1,0. MTOENNCNEVTE cisc en bidiconsionnel lVest encore plus en
Fig. 11 - Prdvision des rdpartitions da pression. tridimensionnel. Lea principsux perasdtres

Profil CAST 7 X1 * 0,7 a - 20. Hdthodes
potentiellas coup1das (couplae fort).
T.D. 3. - 4.5 10'.
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influengant Is prdcision sont come en bidison- Avec ia sdtbode [2) ii taut environ 400 000 points
sionnel :pour obtenir une prdcision do l'ordro do 5 % sur

- 1* aillae,1l C. do pression.

- la convergence des colculs, Des calculs effoctuds avec divorses extensions do
- Is type dd6quations rdsolaos, saillage W'ont pas sontr6 une grand* sensib~lit6
- 1e schino nuadrique. du C. pression & ce parasitre.

3.3.1.1 - Influence du maillage Le maillage au bord do fuite ot Is manure dont
oat 6crito ia condition do non contournesent sot

Los figures 13 et 14 sontrent les 6volutions du 6golement des parasitres qui influencent ia
Copression calcul& sur une voilure d'avion do pricision du C. pression.
transport dons n cas subsonique at un coo
traossonique A 1Vaids des oithodes potentielies 3.3.1.2 - Influence do Is convergence

(21 e (10] debors do lo qualit6 du maillage une excellente
C- convergence des calculi est nicessaire. cette

convergence itant atteinto plus ou momns rapid.-
sent solon 1. type d'algorithao utilisi. Los
figures 17 at 18 montrent que l'algorithme do la

mitbode potentielle 6lisents finis qui comporte

an.. une boucle extorne non lindaire traitie par une
nithode de point fise at une boucle intern.
risolue par une sitbode do gradient conjugui dons

0040 laquelle Io matrice est priconditionnie par Is
00 *00 ... ~ or"

3  
factorisie incosplite do Cholesky eat beaucoup

- - plus .tt icoce quo 1 algorithse du typo SLOR
0.30- *.0

3  
,.~o-~utilis6 dons is mithode diffirencos finies.

Fig. 13 -in flu once du nombro do points do 006e
melilge sur 10 Cap. Fluid: par a t 3D.

Ni 9thodes potentielles. Cas suboonique.....

0.0.000

0.0.0011 0l m om

000 100 160

Fig. 17 - Convergence de Is trainde do pression.
0.000fluids porfait 3D. Nithodes potential-

airs- ~los. Cos subsonique. WHO
Cap MTHOM0 10

Fig. 14 - Influence du nombro do points do 0.036-
soilloge our is Cap. Fluids partfait 3D.-
Nitbodes potentielles. Coo transoonique.

La senoibilit6 do ias mthode (2] avec maillage en
C (figure 15) est plus importante quo cello do is 0.00
mitbode (10] ovec soilloge en I (figure 16), ce
type do soilloge assurant afte avec un nombre do
points riduit une denoit6 relativesent importante
sux bordo d'attaque at do fuito. ITOOaTCO

0.026+
0 100 1000 '000Fig. 18 -Convergence do 10 trainie do prossion.

Fl uids parfait 3D. Nithodes potential-
los. Cas transmonique.

3.3.1.3 -Influence du schisa nuadrique

lur. lo plnce 17 at 18 los veoeurs du Cx
0rsso & converence des calculs soot voisinspour Is coo subooniqus mais diftirent d environ
5 % pour Ie cas transsoniquo du fait do Is ditti-
ronce do ochisa nusirique, conoorvotit ou non

fig. 15 -Schios du mailloge. Mithode potentiealle conorvatif.
diftirences finie 3D.

3.3.1.4 - Infl.uence du type diquotion

La figure 19 prisento un exmple do dispersion do
velours du C. pression obtenue aoc les diftiren-
tea aithodes do colcul tridiaensionnelles (2] (51
et [10].

Le coo traiti oat pourtont simple puisqu'il soagit
d'une oils olliptique do grand allongesent (10,2)
& N - 0,6 iquipie du profil MACA 0012 pour doux

I I . I incidences 00 at 2- pour looquelles li6coulement
Oct entidrosent subooniquo.

fig. 16 -Schisa do saillage. Nithode potentielle
ilisents finis 3D.
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CzCx Cce
2
2,rrX Cott* technique appliqudo au cas d'uns ails

elliptique d'allongoment 21 bquip6o du profil
NACA0012 conduit A un C. pression A X - 0,1 et 55
d'incidonc. do 43 10-4, Ia valour th~orique0.2 correspondents oat do 41,3 10-4 at la valour
ddduito do l'int~gration des presajona do 77 10-4
(figure 20). On a roporti sur 10 figure Ia valour
do Is trainia induito diduita do lintigratjon do

METHODES POTENTIELLES I& quantit6 do souvamant our I. plan do Trouftz et
0,1 DIFFERENCES FINES® qui at do 39,2 104. Lea dauz valours ainsi

o EEMETS O~l ~obtonues aont voisins toutofois Vint~gratieno ELEENTS INISdans I* plan do Trofftz dipend on fait du choixMETHODE EULER (arbitrairs) qui at tffectud.

Cp

0 0.005 0,01 CX11j Mo 1:1 C. C2/7
Fig. 19 - rdvision do la trainie do Preasion. 0.7 3.43 0.2495 52.1 10-

4

fluids parfait 3D. Rile alliptique 0" 3 0,2463 50,8 10-4
-O0,6 10,2. 50

A incidence nulls lea aithodes potentielles
donnent le* valeurs do C. do lordro do 10 on 20
10-4. Ia aithode Euler 6tant par contre assez
proche do 1& valour thiorique C. - 0. 4

A a - 20 lea trois mithodes suroatjaent la traindo
do lordre do &C. - 10 10-- pour lea aithodes
Euler et potential 6lisents finisaet do ;'us do /
20 10-4 pour la sdthode potentiel diffdrencea 0 a 0
tinies.

3.32 -Aa~iortio doIs r~vsio duCapesson Fig. 21 -Influence do 10position du plan oval our
3.3. - siliraton d 10priisio duCupibminI1 calcul do 10 traindo induite. Ails 116
Lese~eple pr3e~&8 r~cidemen motret q), 3,8. Wdhode potontialle nonLeaexepls pisnti picieuent sotret uo conservative 3D. Fluida parfait.

s~ae en pronant beaucoup do pricautions tant au
niveau du maillage quo de l& convergence. 10
pricision quo V'on pout espirer obtenir our 10 Cx
do pression par int~gration des presxions eat
foible. Do ce fait une technique do calcul du C.P Ainsi la figure 21 sontro quo 1a distance choisie
a 6t* cise au point et intdgrie dans Ia mithode en oval do 1 sile pour effectuer lintigration
potentiello diffdrences finies [2] la plus influe sur la valour do la trainie induite avc
utilis~e actuellement au niveau des applications. notamcent une forte diminution au niveau du

dernier plan do saillage provonant dec conditions
Cette technique dijA pr~sentde au paragraphe 3.1.3 aux limites non rigoureuses imposies our Ia
consists & 6iiiner lea orrours dues au schdaa frontidre oval du dozaine do calcul. La plan do
nustrique en diduisant do 1& valour du C. obtenue Trefftz rotsnu dana los calculs est le plan
par intigration des pressions. Vintdgralo do Is pricidant cotto frontidre oval.
quantit6 do mouvement calculde sur un contour
entonrant la rigion suhoonique do 114couloaent En 6couleaset tranesonique Ia technique dicrite
(intigrale qui st en principo nulls en 6coulesent prdc~dessent donne la aoacs de 1& traido induite
subcritique). et do la trainde do choc. La trainie do choc sat

dvaludo par un bilan do quantit6 do mouvesiont our
Cx~~u 10 contour entourant 1& rdgion cupersonique do

I' coulement.
100- ~Cub1 4 

M zO07 O(-O Oa~0

20

10.

-. Cxl TRFFTZ

so-- Cxe.C0 1

CxP CX1 CZ2IrXCu 104dO=0*4 O(=O CI=O

TREFFTZ20

10

f"] --- Cl TPEFFTZ

Fig. 20 - Priviajon do 10 trainde do proasion. CCCh
Ail@eolliptique N -0,1 X - 21 a - 50.
Wihode potantialle non conservativo 3D. Fig. 22 -Privision do Ia tralnie induits. Ails R6

fluids parfait. C. - 0. Nithodo potentiello non conser-
votive 31).

Cetto technique do dicoaposition do Ia trainis a
6t& utilicas cur lou.e 36. ail* syadtrique
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d'allongmont 3,8. raisonnablement ostimor queoll. eat do Vordre do
quelquos pour cent.

A N - 0,7 et 0.84 at incidence nulls (figure 22)
ls tralnde ralculde par intdgration cur 1@ plan do 3.4 - culemasta tridicontioanela do fluid*
Trod ftz Oct effectivent nulle. Les velours visasuz
obtenueS A partir do Is train&* do preccion
corrigde A laquollo Oct soustraite la trainte do Dana s 1.mdthode non conservative &us diffdronces
chor 6vontuollo cant do lordro do 1 A 2 10-' co finios [2] a Wt incluc ian ralcul des couches
gui Oct 6gaieont tout A fasit correct compto tonu liaitoc lacinairo at turbulento avoc uno techniquo
des intigrationc sffertu6eo. do couplage par transpiration (6). La sdthode no

coaportant pas do ralcul do sillago la treinde
Ca 104vicquoe oct 6valude par 1 *intercadicire do Is

trainde do frotteoent et do Ia traInde do proccion
SO. visquouco (C.,,) obtenue par intdgration des

guantitdc do mouvenent A Ia paroi.

:ou doquatit domouvoeont de la coucha limit*
M= ~zA C 024u brdofie as galement offectudo.

Ltrain~o totals rdculte donc do la sonse do la
trainde viscgue, do la tralnd. do choc at de lo

so clculs cme idiqu anparagraph* 3.3.2.

Cl's 11 oct difficile do validor A laide d'essais ce
Cci C8

2
/frx -Csxj bum- do trainde car rertains torsos no cont pas

,TNEFUTl connus oxpirisentalement at los comparaicona sont
10 donc effortudec our la traInde total*.

Is =0.94 0(30 Cx0,244
Fig. 23 - Prdvision do Ia trainde induite Rile M16.Nd6thodo potent jolle non conservative 3D. 6

AN- 0.7 et a - 3,4* lee dour c~thodes d'6valua- U

estimation do cc ters gui oct d'ailleurs plus
imotn*aoec l-intgration our le plan do s0o C Cs~i,

Trftfigure 23.TRPZ

A t08 a o 30 figure 23 la sous Avaluation 0 0
d latrain&* induite augments Dais danscars U U
codtincur Vail. externe au voisinage du bard
datqelee noubres do Mach locaux cant voisins
do16,c ui oxplique Ia momns bonne prdrision

du alcl.fig. 25 -Prdvision do Ia traindo. Rile 36 X~ - 3,8
N - 0,7 C. - 0,245 R. - 7, 3 106 T.N.

Lea velours de Ia traint* do rhor calcul~ss pour NMtbode potentiello coupld. 3D.
coo diffdrentos conditions cant donndos figure 24. L iue2 rsnepu ol 6AM-07*

Cx io0 4 = 3,40 la comparaison dos traindes calcul6es at
expdrisentalos. Le C. ralculd A 1 aide des toras

so CoP et C., (Sqiro at Young) oct plus faibl* guo 1.
C. sesur# donuviron 1S %. L'6cart set encore plus
important aver C. - Cz, + C.,. D'autros bilans
o ffoctuds our Ia zs ails pour deutrescrondi-
tions doessais ainsi gus los 6volutions des
didffdronts torsos aver I& Mach at I. C. oat Persia

4 10 -d'attribuer cot 6cart principalesont our torsos C.
induit at Cx,,.

M 0,7 M 0,7 M 0,84 M 0,84 Pour cotto incidonce los rdpartitions do prossion
tracdos figuto 26 font apparaitre dos survitesses

CK=0 O( 3,40 0( 0 O(z 3,0 importontos au bard d'attaque suivies d'une forte
fg24- Pr~visiont do I& traindo do char Wie 36 recompression. Ce type do rdpartitions do prossion
Fthg. 24etol o cnevtv D conduit indvitablosont A une suvaise prdcision do

Ndtadepotntillono cocoratie 3. intdgration des prossions our laile et par
consdguent du tors Cx induit. Par ailleurs Io C.

Ceo techniques do calcul do Is train6o induito ot visquour reprdsento environ 54 % do ls trainde
do is traindo do char A partir do bilans do total* re qui Oct important ot ii eat vraisochis-
guantitis do mouvemont donnent dour des veouro hi. quo labsenco do cairul do sillage ainsi quo
beoucoup, plus prdrioes quo 1' intdgrotion des Is technique du couplago foible conduisent dane
presions cur Is voiluro. 11 et difficile do rcas conditions & ua soul estimation dec effets
rhiff rem Ia pricision atteinte sais Von pout visqueur.



Los r~partitions do pression, traceso figure 28
4.- a ontront quo cetto voiluro contrairomont i

Woo 0.40 'lomplo pr~cddont no comports pas do zones A
fort gradient ce qui ozplique la bonne pr~vision

*Goal $IKA0.210du C. induit. On a dgalsont roporti or Is figure
3.0 27 1. C. induit provenant do l'int~gration do Is

quantitd do nouvoaont sur is plan do Trofftz gui
2.0 out como pour Vailo M6 trop foible. Pour ce cam

1. C. visquoux no ropr~sonto quo 24 % do Is
trein~e totalo,l'6cart calcul oxp~rienco corros_

1.0 pond donc A uneoerrour do 10 % sur ce torso soit
du ase ordro do grandeur quo lorreur eatimie

/C pour Viu. M6 at qui provient ossentiollemont do
0-X/ is trsinio do prossion visquouso gui eat su

0.50 1.00 1.80 2.00 2.50 3.00 3.50

-1.0- Cos quoiquos examplos do caicul do Is traindo on
6coulomont tridisensionnol A i'side do sithodos

Fig. 26 - Ripartitions des r issions. Ails H6 Potentiolles montront qu'il eot possible d'attein-
x - 3,8 N 0,7 C. - 0,245 A. =7,3 101 dro des pricisions do queiques pour cont on
T.N. calculant los diff~ronta torsos A laido do bilans

do quantitd do souvosont:

CaI 40 un hilan sur un contour ontourant Is ragion
subsoniqus dont Is valour ost soustraite du C.

300 .c** obtenu par intdgration des prossions perset
d'obtenir is soone du C. induit at du Cch.e.

C. Cal TREFFTZ
Cap, - un bilan our un contour ontourant is rdgion

-Cal TMosTZ suporsonique donno e @Cca.o-

200 - un bilan do quontit6 do soubosont des injections
& is psroi pornot do calculor 1. C. de prossion
visguouso,

Cap Cal Cal Cal Par ailleurs uno intigration du frottosont donno

CALCULS COUPLES C8=0oss le C. correspondent.
100

oeals CS=0.ss La pricision pourrait sans doute 61tro ankliorile en
6valuont 1s ters C. visquoux k partir d'un coicul

CALCULS F.P. C-.60~e4 do sillage tridisensionnel. Pour ce gui est do i&
traindo induito is technique utilisio assure dons
is plupart des cas des prdcisions corroctosj

0 toutefois iorsquo do forts gradients do pression
Fig.27 Prvisin d is trsn~s. Au.non 5Ot prisonts sur is voilure i& pricision deviont

syoitrique ), - 4 8 - 0,8 C. - 0,55 mosbn.
R. - 3,7 106 T.D. 11ithodo potentielle Pour ce qui *at des ndthodos Ruler silos doyraient
cc~upl4o 3D. pesmttre deamliorer 1. calcul do i& train6o do,

Un outro examplo eat pr~sent6 figure 27. 11 soagit choc A condition toutofois quo is viscositi
duno silo non synitriquo dsilongosont 4. Lo artificiolle do ces s~thodes no soit pas trop
bilan do train~o sot offectull A K - 0,8 at A n 6ioy~o.
niveau du C. do 0,55 on transition diclonchA. at
pour no nombro do Reynolds do 3,7 100. L'accord NO outro los gains do pr~cision quo ion pout
calcul expirienco est WrE bon dons co cas puisquo espiror ovoc los sithodes Rulor no soront offocti-
1. AC. nest quo do 3 It avoc C. *C.V + C.V. ves quo lorsque coo xthodes soront coupl6os aoec

des sithodes do calcul dos hcoulements visquoux at
on utilisont des tochniques do couplage tort

-Kp pormttant do traitor corroctosont los inter-
actions choc-couche limits.

-KP 4 - -CNLU

La privision de Is trainio do configurations

-Kp compl~tes swec Uno pricision do quolgues pour cent
N, X/ eat encore hors do port~o des adthodes do colcul

0.5 ~--- ctuollos. Do co fait lax constructeurs utilisent
lorgosent los osrais on soufflorie dons lours

1 / xithodos do pr~vision.
0 0. *Lesatiostion do Is trainio d'un nouvol opporeil

ostieffoctujo A partir do is troinie connue d'un

7X/C. ovion do rifirnco" an tors d'6cart. Dons co
O's procossus let calculs sont utilisis pour ce qui

ot des ovions civils pour ostimor Is trainio do
frottement en soufflorie at an vol alors qus pour
les avions militaires les moAles do privision
concernont lotion couplet. Los oithodos do calcul
(Potential on Euler) servant A comparer lea

rig. 28 - lpartition dos prossions. Ails non tralnies do diverses solutions pendant Is phase do
symitrique, - 4 U - 0,8 C. - 0,55
16 - 3,7 10' 1.3.
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Pour des configurations atrodynaniques plus C 1] - 3. BOUSQUE?. Calculs bidisonsionnels
siaples tallsw quo lea prof ile ou les voilurs lea tranasoniques avsc couche limits. AUI
6tudoa of fectudos A 101111 i laid. des divers.. lliso Coiloque, 1974.
m~thodes de calcul servant am, nivo des applica-
tions A 1a privision des Performance* aainont lea 2]- 3.3. CIATTOT, C. COULOHIKIX, C. DA SILVA
conclusions suiventos: TOME. Caicuis di6coulsuents tranasoniques

autour dailes. La Recherche Adrospatiaie
L'int6gration des proasiona no pormot pas un. 1978 NO 4.
estimation correct. du terse train&* do pros-
Sion. Do Co fai t coilo-ci est rempiac6o on C3] - A. LIII?. J. SIDES, V. DkilY. An Implicit
bidisonsiounnei par I& train&* do choc at en finite Voiume Method for Soiving the gler
tridimonsionnol par Ia souse do Is traInde Equations. Lecture Notes in Physics voi.
induito ot do Is train6e do choc. 170 TF 03131 1982-59.

-Pour une adze configuration Is valour do isa 4] - A. LZRAT. J. SIDES. Implicit Transonic
*traf 06e do choe d~pond du procossus d'6vaiuation Calculations without Artificial Viscosity
4utilis* sais aussi, trds largement do Is mdthodo or upvinding. Notes on Numerical fluid

num6riquo (6quations r~solues, viscositA Mechanics. Springer Vorlag TP 03131 1987-
artificiello). 195.

- Lstisation do is train6e induiteA. partir des C5] R . VIVIAND, J.P. VIUILLOT. M6thodes pseudo
donn~os done Io plan do Trefftz conduit g~nira- instationnairos pour Io caicul d'6coule-
laeont & une sous estimation deo etorse. sents transsoniquos. 03131 Publication NO

1918-4.
-Pour co qui out do la train&e visquouso les
miliours 6valuations sont obtonuos i isido do
calculs dos sillagos. C6] N . LAZAKIFF, J.C. LI BALLIUR. Calcul des

6coulosents visqueux tridimonsionneis our
Los coeparaisons calcul expdrionco ef fectu~ss avec silos transsoniquos par interaction fluid.
loa sathodos potontielles coupl~es sontrent qu'il parfait couch* limito. La Recherche
est possible d'attoindro pour des configurations Adrospatiale 1983 NO 3.
me comportant pas do zonos d6coli~es importantes

r dos nivosux do pr~cision do quelquos pour cent on 7 ] -J.C. LI BALIUR. Calcul par couplage fort
bidimonsionnol et en tridisonsionnol. Cotte dos dcouiosonts visquoux trasoniquos
pr~cision est obtonue on introduisant dos tochni- incluant siliagos et d~collosents. Prof ile
ques d'6valuation des diversos composantes do Ia d'ailos portents. La Recherche Arospatialo
train6o lea sioux: adapthos six matbode do calcul 1981-3.
utiiisdes.

C8] J.C. LI BALIUR. Computation of flows
L'on pout ainsi offoctuor un parallblo entro los Including Strong Viscous Interactions with
tochniques d'6valustion de Ua train6e A partir dos Coupling Methods. AGAAD CF 291 or TP 03111
r~suitats de caicul ot la shthodes do corrections 1980-121.
des offots do parois at do support pour los esxais
on soufflorie. Pour chaquo soufflorie, chaquo typo ( 9] - J.C. LI BALLEUi. Viscous Inviscid Inter-
do montage, los corrections sont diff~rontes ot ii action solvers and Computation of Highly
en est do adze pour li6valuation do Ia train~e A Separated Flows. Proceedings of ICASI
psrtir do a6thodes do calcul diff6rontes. Do plus Workshop on Vortex Dominated fiows. NASA
pour tout. nouveile souffiorie do nombreux: osseis Langley (July 9-10, 1985). Springer Veriag.
sont n~cessairos pour l'dtalonnage de is veins 03131 TP 1986-4.
d'essais ot is mist au point des m~thodes do
corroction. Coci eat 6galomont vrai pour l'6valua- 110) - . SRIDIF. Finite Element Calculation of
tion de ls train6o A laido d'une nouvello sathodo Potentiol flow Around wings. 96me Congr~s
de caicul ot expliquo l'6cart qu'il y a ontre ies ICUMD Saclay 25-29 juin 1984.
sathodos existantos et collos qui sont r6ollement
utiiis6*9 au stado dos applications pour is
pr~vision des performances.

Los nouvolos sathodes- de calcul on cours do
d~voloppesent tollos quo loe u~thodos Euler
coupl~es ou Xavier Stokes seront-ellos comparahies
pour ce qui eat do 1s prlvision dui C. sumi soufflo-
ries A parois adaptables pour lesquellos los
corrections do perot sont supprimies ? Au stado
actual do lour divoloppoeont il eat impossible do
r~pondre at heaucoup d'offorts dovront Wtr
consacr~s A Is validation do ces mAthodos pour
ohtonir une r~ponse.

Ce travail do validation dos mAthodos do pr~vision
des diverse, composantos do ha train6o ndcoasits
dos r~sultats do*ssais d~taihlls st pr~cis sur des
configurations bidisonsionnellos ou tridimension-
nelles vari~es qui n'existent pas actuollomont et
un effort dane co sons est acossairo.
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DRAG PREDICTION AND ANALYSIS FROM CFD
STATE-OF-THE-ART IN GERMANY

Wolfgang Schmidt Peter Sacher
Dornier Luftfahrt GmbH Messerschmitt-B61kow-Blohm GmbH

D-7990 Friedrichshafen ± D-8000 MOnchen 80

Consistent and accurate prediction of absolute drag for aircraft configurations is currently beyond
reach computationally as well as experimentally using wind tunnel model testing. This is attributed to
several elements ranging from lack of physical understanding up to limitations in numerical methods and
scaling laws. To access drag by computational methods, drag components and the overall drag built-up
have to be specified. For the individual drag component semi-empirical as well as theoretical estimates
are discussed. Problems and limitations in drag estimates using computational fluid mechanics (CFD) are
demonstrated for different types of flowfields. Within the scope of the present conference, our survey
over the state-of-the-an in Germany will cover industrial aspects for comuter and transport aircraft,
trainer,, as well as fighter configurations, missiles, and space vehicles.

1. INTROUCTION

The topic of drag prediction and consequently drag reduction will remain 6 high priority challenge for
engineering design and analysis in order to improve cruise and/or manouevring performance and to reduce
fuel consumption. The traditional sources for drag and the terminology of are described in Fig. 1.

vh cssllu t er ec in dru io t

o Ic e spen c t spoend ssond nt

rmDrag bra Profie o .D rag

Fig. 1: Sources and Terminouogy of Drag Contribution

Those different drag sources can pay quite differe ont roies depending on the type of air

vehice considered. Fik. 2 is i eustrating the difference in drag-buid up for the three very different
configurations supersonic fighter aircraft, supersonic transpo , and subsonic transport aircraft.

Fig. 2: Contributions of Different Drag Sources for Typical Air Vehicles

In order to obtain absolute drag values parasitic drag such as contributions from antennas, joints,
steps, gaps, flap tracks, and other excresences have to be predicted. It is quite obvious, however, that
such estimates are beyond the reach of CFD predictions. Even wind tunnel testing will not provide accu-
rate information due to scaling problems.
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DRAG IN COUNTS, I COUNT 18 0f

£O11111UICAN h

* AuINAR .9

* WINDSHIELD WIPER .16

* ANTI-COLLISION LIGHT .01

* JOINTSI SIEPSI GAPS 2.13

* EXPOSED FLAP TlACKS LAO

* APU EXHAUST OUILE .0

* IUMPS ILISTERS I PROTRUSIONS LOS
0 DOORS .26

* VENTSIPIESSURIZATION LEAKSIAIR. COND. 110 .30

* WAVINESSI FAIRINGSIMISC. .42
TOTAL 9.01: 3.5 SO

TOTAL DRAG

Fig. 3: Parasitic Drag, Escresences

These contributions from small scale elements can amount totally 3 - 4 % of total drag very easily.
Aerodynamicists must rely upon past experience or semi-empirical information to account for this part.
Limiting ourselves to component drag analysis, CFO still has to face a range of problems in order to be
used by the design engineers:

o CFD tools require more time and cost for drag analysis of complete vehicles than we can
afford in predesign and even conceptual design.

o Configuration Concept Studies require extremely fast predictions with reasonable accuracy.

o Geometric complexity is limiting current mesh generation.

o For Final Design fully validated methods along with representative geometry discretizations
and physical modelling have to be used.

Since these problems can only be solved for a very limited number of simplified cases, applied aerodyna-
mics should not forget semi-empirical methods, since a good configuration selection is mandatory for
configuration optimization. However, it should be kept in mind, that data-base-type semi-empirical
methods can be improved and extended by using CFD analysis.

To evaluate the current state-of-the-art in CFD drag prediction for Germany, items from the aircraft,
missile, and space industry have been gathered. Aircraft applications concentrate primarily on problems
related to transonic flow wave drag, vortex flow, and complex interference problems. For space applica-
tions hypersonic flow applications are increasing at a rapid pace.

2. TRANSPORT DRAG ANALYSIS

Transport Aircraft design requires optimum performance in take-off, climb, cruise (one or two cruise
conditions) and landing. Competition between manufacturer leads to a race in performance improvements.
To a large extend these improvements are due to better wing designs with lower drag, better engines, and
better airframe-engine-installations. Since the manufacturers have to guarantee performance data prior
to the first flight, very accurate and reliable performance prediction is required. CFD so far has prob-
lems in accurate prediction of even changes/modifications on complete aircraft. So far, only very reli-
able testing and scaling of WIT results versus flight test data can help improving. Fig. 4 - 6 taken
from Ref. 1l) are representative for an experimental status that in it's accuracy so far is beyond the
reach of CFD.

Modified Areo

/Modified Section A-A

/ Dtum Configuration
- NCut into the Fowler- Flop

-floD- 3
0 Satop 

2
N

Fig. 4 Drag Analysis an A-300 Inboard Wing Modifications - A Challenge for CFD
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Fig. 5: Drag Analysis on A-300 Inboard Wing Modifications - A Challenge for CFO -±- - Fligt Teat Results (t 1% L/D)
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Fig. 6: A-310 Scaled W/T-Results Compared with F/T-Test Results

However, CFD can be an excellent tool for basic section studies, engine integration analysis, and over-
all wing design.

2.1 Section Drag

For two-dimensional airfoil design very efficient methods have been developed in the past for inviscid
as well as viscous flows. The results of the AGARD FOP Working Group 07 published in Ref. [2] give an
excellent overview over the capabilities of Euler methods predicting inviscid section flow and drag due
to transonic flows with shocks. For viscous flows, however, in general the results look not as good,
Ref. [3]. The main reason for problems in viscous flows is steeming from in-nmplete turbulence modelling
and transition prediction if free transision is assumed.

As long as transition is prescribed and the flow over the airfoil remains attached, iterative inviscid/
viscous methods such as potential flow/boundary layer or Euler/boundary layer can provide very fast and
reliable answers. Fig. 7 represents a typical result of the full potential flow/boundary layer methods
described in Ref. [4].

1-jJ

Fig 7 Fl .......l A0 Stion

Fig. 7: Full Potential Airfoil Simulation with Boundary Layer Correction
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For flows with separation Navier-Stokes Solutions with appropriate turbulence models can provide quite
good solutions. Fig. 8 from Ref. [5) is showing some results compared with wind tunnel testing. It
should be kept in mind that these tunnel results are not interference-free and that the better agreement
between test data and DOFOIL for lift coefficients up to 0.55 might be misleading.
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Fig. 8: Navier-Stokes Analysis for Airfoil Sections NACA 0012

A typical Navier-Stokes Solution for the VA7-00-0 transonic airfoil using the method described in Ref.
[6] is presented in Fig. 9. -. 4 -

VAI-00-0 AIRFOIL,

H . .1
9. 6.000.000 '4S

it ren/t . 0.07 (hBldvin& s.x) +

GRID

248 * 49 -n11.

P11S14 117T-n5UTI5

L.-....L...... .....
Fig. 9: 2D Navier-Stokes Solution for VA7-00-0 Airfoil

All total force data agree reasonably well, as well as the pressure distribution.

Since Navier-Stokes solutions in the complete domain require quite some compute power, zonal solutions

might be attractive, where simplified equations are solved, whenever applicable. Fig. 10 presents such
a result, described in detail in Ref. [7]. ME 2922 AIRFOIL'

PfiIcIF Of ZONAL NAVIU-STOKBS SOLLTIONSOLU171OI1 ....../..

zonl n~iI ~ns ivespeed-up ot
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Fig, 10: 20 Zonal Navier-Stokes Solution



Although pressure distribution, lift and moment coefficients are predicted reasonably well, drag is off
by 36 counts.

Most recent trends in drag reduction require CFD tools for the analysis of airfoils with extended lami-
nar flow regions on upper as well as lower surface. Prescribing transition as occured in the wind tunnel
or even calibrating the transition prediction method in one point against the test data, very good agree-
ment in pressure distribution as well as drag data can be obtained between a Navier-Stokes Solution and
the wind tunnel results. The results portrayed in Fig. 11 and 12 are described in detail in Ref. 18].

......................
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Fig. 11: Navier-Stokes Analysis for Laminar Airfoil Section lo-AL3
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Fig, 12: Mach Number Distribution Do-AL3 Airfoil ection

It can be concluded that io l section analysis by using otentlal flwbondary ier mtods and
more recently Naver-Stokes Methods is fairly advanced. Drag data can be as accurate and iu~abe as

wind tunnel results or even better if tunnel interference or Reynolds number effects re out of range.

2.2 Wing Drag

Three-dimensonal wing analysis and drag predctin is complcated by the tralng edge vortex sheet and

its induced drag. Whle f~r two-diensonal fows or even nonlfting three-dimensonal 
flows very accu-

rate inviscid flow field solutions are possible, three-dimensional lftng wng analysis is stll lead-

ing to different results depending on the type of model equation and/or numerical m(thod used. Bet. 191
is summarizing a GARTEur activity out of which Fi.L 1 

shows a typical result for transonnic flow on the
left and subsonic flow on the right.

(Sl~ti

Fig, 13: Comparison of CFD Methods for Wing Analysis
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These results indicate that Euler predictions are more reliable and it is hoped that consequently three-
dimensional Navier-Stokes Solutions for wings will give similar results as for airfoils, but at a much
higher expence in computer time.

2.3 Interference Drag due to Propulsion Systems

Advanced turboprop-engined regional airliner as well as jet-engined transport aircraft require wing
design and high lift analysis taking into account the interference effects from the propulsion system.
Euler methods are very attractive tools to analyse such effects on wing span loading and consequently
drag.

Fig. 14 taken from Ref. [101 is giving an excellent example of the interference effects on the wing and
loading an the nacelle drag.

SPAN LOAD DRAG

06 EuPERIIAENT7

u CEA CAS I CASE2
2 aL0LI 1111 LII

2 (NACELLES AND IYON) o.

168oAs OUTBOARD x.

NACELLE NACELLE

0.2 e4 0.6 0.6 i.e
n

Fig. 14: Analysis of Wing Loading and Nacelle Drag

Consequently, nacelles and pylons can be optimized to reduce unfavourable interference drag effects by
using such CFD tools.

For regional airliners with prop-engines and without hydraulic control systems flight conditions with
high lift and large thrust require very careful designs. Propulsion integration effects can limit stall
and minimum control speeds as well as increase drag at cruise. Large scale wind tunnel testing with TPS-
driven propellers and CFD can help optimizing the configuration. Fig. 15 presents the interference
effects on wing loading due to thrust and swirl.

NRT-HalbilUgel ose und mii Propeller
- Euler-l.sungen fur Machzahl M = 0.4, Anstellwmkal ,r= 0',
Flughohe H - a. Propelleischub S 6000 w,
iechonneiz 161 x 33 x 37 Punkl -
a) Aulriebsvenelungen

........ .

----------- --_ .... --

o.o

ap p 570 0. sDO ow owcm 0 10 o w ma .p

Fig. 15: Spanwise Load Distribution for Wing with Propeller

More detailed results in Ref. [111 also include nacelle interference effects as shown in Fig. 16.

.1
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Fig. 16: Wing-Nacelle Anclysis using Euler Methods

It is obvious that CFD can help improving such interference problems and will lead to better designs.

3. FIGHTER AIRCRAFT DRAG ANALYSIS

In contrast to transport aircraft, the design of fighters requires optimum performance in even more pre-
scribed design conditions, in subsonic and supersonic manoeuvering and cruise. This may be expressed in
terms of maximum attained and sustained turn-rates, maximum specific excess power, maximum manoeuverabi-
lity and highest agility. According to Fig. 17, this means generally large thrust at low weight and high
lift at low drag.

Performance requires:

subsonic supersonic

* Instantaneous .Iarge max. lift
Turn-Rate (ITR) - low weight

a Su 'ained - large thrust - large thrust
Turn-ite ( STR) - low lift-dependent drag low lift-dependent drag

low zero-lift drag
low weight low weight

* Speci~i EI-,cs - large thrust - large thrust
Power (SEP) - low zero-lift drag

- low weight - low weight

* high Agility large controlpower - large control power

Fig. 17: Conflicting Goals in Fighter Design

This are conflicting requirements because large thrust normally leads to a large engine and therefore to
large weightand drag. On the other side high lift is connected with a large amount of lift-dependent
drag.

These conflicting design goals require complete by different geometric shapes, e. g. low zero-lift drag
(including wave-drag) leads to small wing span, high sweep angles and slender fuselages, low lift-depen-
dent drag on the other hand means large wing span and small leading edge sweep. High manoeuverability
requires large wing area, highly twisted and cambered wing sections, maximum SEP's at supersonic Mach
number minimize area, camber and twist. A compilation of "Conflicting Aircraft Design Parameters" is
given in Fig. 18.rqu

* tow , r'liJi 10rg - small wing spar.
- long antdsederfuselage
- anal empennage

* tow Li Vf-dpendent lrug - large wing span
- low spe ospcifi drag
(,-Facto - unstabl design)

* large nla. lt - large wing ara
- large -iea. ift'sOnff - unstuble detign

* large (setesl Power - large enspenuage
- strong streurt

- not too uataslt design
* le-g Thrust - large tngine

* Low .as - a eneine
- small iag
- smell wieg spn

.she,! -nd blnntf sulegu- smll empentnege
- reek atmna

Fig. 18: Conflicting Requirements for Geometry in Fighter Design
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3.1 Induced Brag

One of the most important tasks of numerical analysis concerning drag computation is the prediction of
dependent induced drag. At least for all cases with attached flow the prediction of lift-dependent drag
using CFD has a long successful tradition. According to Fig. 19. the calculation of the drag-polar shows
clearly the impact of twist (wing planform) and camber (wing profil) on wing efficiency (lift/drag).

06 -

CL1, CM. -0

Ma-09 DELTA CANARD
A 1PLANE

a 4- - (LID),,.
0 CL2  

F - 1

03 / ANALYSIS -to1
b-fil due

S 1. "CLD -- a

-- Optimum Lift to Drag

0 1-N
pe -ly due ~ o to is M

( CD,

Fig. 19: Subsonic Design using Potential Theory for Minimization of Lift Dependent Drag

Improvements at c L-design and at higher c have to be ballanced with penalties at lower lift. By care-fully optimizing the wing planform and ieg-section shapes, for an optimum L/D using computational

tools, values near c /c = 11.0 have been achieved in more recently developed delta-canard fighter air-craft configurations [L ]. Thecomparison with experiments in Fi.2 does not show overall satisfactory

agreement, but in most cases the differences do not exceed 10 %.

CA
DELIA- CANARD

o .(TA ..RED UFTIomAO)

06 
l .XPER-ENI

01

Fig. 20: Comparison of Experimental and Theoretical Trimmed Drag Polars

Especially for delta wings, the condition of fully attached flow could not be assumed any more at higher
angles of attack and so the approach by linear theory has to be improved.

But even at lower angles of attack, potential flow methods do in general not predict correctly span
loading in all regions of the wing planform, due to tip and/or leading edge vortices. This can be demon-
strated drastically in the case of a slender configuration with small aspect ratio according to Fig. 21.

...... ..........fill :
Fig. 21: Potential Flow Methods for Induced Drag Analysis
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In spite of rather good agreement for the overall coefficients in comparison with the experiment in the
left part, the distribution of local sectional lift versus wingspan at the right half shows some typical
deviations of potential flow and Euler flow theory. Even at 30 angle of attack the Euler flow calcula-
tion shows impact of separated vortex flow at the outer part of the wing span. Therefore, do not use any
more linear theory for design and analysis of slender wings with highly swept leading edges (even at low
cL)!

In order to validate the performance of Euler flow codeb to predict fighter aircraft aerodynamic coeffi-
cients, a data base covering the whole range of speed and angle of attack has been established [13].
Fig. 23 shows the agreement which has been achieved in comparing computational results obtained by using
a recently developed Euler flow code using different types of grids discretizing the outer flow field
(141.

Mach 0.85 , Alpha 10 dog. Total Derivatlva

Vortex Flow Model ci cd cm

Experiment (NLR) 0.4377 e.oaa -0.0072

C-type gr!d 0.4CC? e.eaTa -o.oa2

mod. C-type grid 0.43C3 0.03. -o.

H-type grid 0.4430 o.oa79 -0.0100

H-type grid with 2 F.C. 0.43Cc 0.0633 -a.012s

Fig. 22: Comparison of Measured and Predicted Aerodynamic Coefficients
using an Euler Flow Code

Even for the most sensitive drag coefficient, the agreement lies within 10 % for a case with transonic
shock waves and fully separated leading edge vortex. This result seems to be extremely successful. A
large amount of data has been obtained during this calculations but you must still have in mind that
even in this complex calculations viscosity is still not physically modelled. Finally, the solution of
the Navier-Stokes equations can give an answer to what extent differences may be interpreted as due to
viscous effects. According to data in Fi 23 an improvement has been achieved concerning the drag.

c-H-tip.
I" ',. .
277,400 coil

%
PART OF .

trnw =~o fl!" RN ICLMM ON1 -0.8

Fig. 23: Flow Field Analysis using EULER Flow Code
including Leading Edge Flow Separation

This figure gives in addition an impression how complex the flowfield is. Data representation must make
use of a series of postprocessing procedures as shown here. The results presented in this paper were
obtained by [15].

3.2 Wave Drag

The second most important part of total drag is drag at zero lift, mainly pressure drag and friction
drag. Numerical methods to predict friction drag have reached a highly sophisticated standard, they
normally solve the boundary layer equations in two as well as in three dimensions. Also higher order
boundary layer codes have been developed more recently, taking into account the effects of blunted
bodies (or large curvature of any geometric shape) where the approximation of small disturbance is no
longer valid. All these methods suffer from the lack of prediction criteria of transition from laminar to
turbulent flow. Nevertheless boundary layer methods are widely spread in use throughout industry and
they work satisfactorily for attached flow and fixed (or known) transition. So in this paper we have ex-
cluded examples for the prediction of viscous drag using B. L. codes.
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The prediction of pressure drag, even at zero lift, however, still remains a hard exercise. This is due
to the fact that all coefficients obtained by numerical methods have to be integrated from pressures. No
experimentalist dares to integrate pressures to get the drag for a 3D configuration! In both cases there
are not enough values available in regions where steep gradients exist (nose, trailing edges, base,
etc.). The largest part of zero lift drag (up to 2/3!) is wave drag at supersonic speed. So we have
tried to concentrate ourselves in this survey on the compilation of the state-of-the-act in Germany for
the prediction of wave drag. More or less three classes of prediction methods are in use:

o semi-empirical "Area-Rules"
o potential flow codes
o Euler flow codes

Results obtained by the use of different codes have shown significant discrepancies. So a special effort
has been sponsored by the German MOD to provide an extensive data base for the validation of computer
codes concerning the prediction of wave drag.

According to Fig. 24 a modular pilot model has been designed, built and measured in the supersonic wind
tunnel of DFVLR in Gttingen [16].

Wave Drag Code Validation Program
1986-1988

(sponsored by German Ministry of Defense RUFo 4)

Systematic Variation of main Configuration Components

•Body
Nose

-Taill
* Stores
- Wing

S Code Hierarchy

- Supersonic Area Rule (SAR)
- Supersonic Higherorder Panel (HISSS)

Euler
(MarchingTime Dependent)

Fig. 24: Wave Drag - Code Validation Program 1986 - 1988

A systematic variation of all main configurational parameters of a fighter aircraft has been performed,
followed by extensive calculations using all available flow codes. Fig. 25 and 26 give an impression of
the complexity of the model and the variety of interchangeable components.

Modular Model

Fig. 25: Wave Drag Code Validation - Modular Model

b il hlto lraIn ul Immnm t ll Il I dll= m.. . A iX
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Fig. 26: Wave Drag Code Validation - Modular Model

A special effort was untertaken to investigate non-axisymmetric body shapes, wing position with respect
to the body and unsymmetric store arrangements. The intention was to demonstrate the limits of the
applicability of supersonic Area-Rules. In the next three figures typical examples are given for the
comparison of theory and experiment on the clean wing body configuration. First in Fig. 27 the forebody
shape of the fuselage has been changed.

Nowe I Note 2 None 3 No"4

Experiment

- Supersonic Area Rule
-0--- Friction Orag

Fig. 27: Wave Drag Code Validation - Variation of Forebody Nose Shape

The lowest curve always gives the theoretical value for viscous drag obtained by simple DATCOM-Estima-
tion. Fig. 28 shows the influence of mid-body shape and Fig. 29 demonstrates the effect of chenging the
afterbody.

eodyl ody2 Beody3

- Experiment

- Supereonl Area Rule
--- Friction Drag

Fig. 28: Wave Drag Code Validation - Variation of Body Cross Section

I Ln~ mmnmu 
Anmmmmnmumunmmk en mm
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Wok Long To Ohm Tao

Experiment

Supersonic Area Rule
---- Frlotion Dreg

Fig. 29: Wave Drag Code Validation - Variation of Boat-Tail

In all three examples of variation of the body shape, the predicted values differ significantly from
measured data, but unfortunately in some cases they fail also in prediction of the trend with Mach
number.

It is quite obvious that local characteristics of the supersonic flow are not represented correctly in
linear theory. ----- 01perlaen

-a-. pr.onic Ares Rule
Hl993
EUFLEX
iHYP3

-d

Coal. 312 1MO

Fig. 30: Wave Drag Code Validation - Comparison of Different CFD Codes
for Prediction of Drag

This situation can be improved, as Fig. 30 shows, by using more sophisticated methods like Higher Order
Panel Code HISSS [17) or an Euler Code like EUFLEX [13]. For high supersonic Mach numbers the agreement
with Newtonian theory is improved, see HYP3 [18].

Of great importance is the applicability of CFD to predict store installation effects.

Clean Wing Station Body Station

-0- -6p-0-3- l

Supersonl Area Rule
-- o-- Friction Drag

Fig. 31: Wave Drag Code Validation - Variation of Store Installation Location
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As Fig. 31 demonstrates, the effect of store location (under wing or fuselage) is not represented cor-
rectly in the supersonic area rule, but the experiment shows typical changes of the slope of wave drag
versus Mach number. (Please note the different scale used for the clean configuration!) How important
the effects of weapon integration really is, shows Fig. 32. M . .*'

* . - . •e

Irr~oTr A

Fig. 32: Drag Optimization for Store Integration

In some cases wave drag is increased by about 30 %! By using numerical tools to optimize the geometry
including stores this drag penalty can be reduced significantly. Progress which has been achieved by
improving classical Area-Rules is shown in Fiq. 33.
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Fig. 33: Improved Wave-Orag Calculations for Advanced Fighter Design

The modification of the prediction code is based on additional nonlinear terms out of reference models
(experiments) of from Euler calculations [19]. So in the next figures some typical representative exam-
ples for the application of more complicated CFD codes are given.

Fig. 34: Wing Pylon Interference Analysis

L _.00
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First in Fig. 34 the surface grid and calculated pressure distribution of a wing pylon interference
analysis at transonic Mach number is shown. The colours represent different levels of pressure. Another
more complex configuration is shown in Fig. 35.

Fig. 35: Panel Model for HISSS to Predict Installation Effects of External

Wing-Mounted Stores

This represents a fighter aircraft with and without external stores.

Isobars obtained by HISSS (17] in Fig. 36 show the impact of pylon-store installation on the clean air-
craft wing at M = 1.2 and o = 3'. Of course this pressures have to be integrated to obtain drag and for
o 00 the result is shown infig. 37.

Fig. 36: Isobar-Patterns from Supersonic Panel Code Application to Predict
Installation Effects of External Wing-Mounted Stores

dkMZ on t

-aso
w~~~h TanksUf

Fig. 37: WaveDreg Increment Analysis due to Store Installationwhh x "wW wf
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The detailed analysis reveales that the integration of the pressures on the isolated (free-flying) and
the installed store results in completely different wave drag components. Due to the interference
effects of pylon, wing, body and fuselage one obtains twice the pressure-drag value as for the isolated
tank. Fi. 38 shows once more the impact of tank installation on the pressures at the wing lower side.

Fig. 38: Supersonic Panel Code Application to Predict Installation Effects
of External Wing-Mounted Stores

So higher order PANEL methods and Euler flow codes represent powerful tools in predicting drag incre-
ments due to configurational modifications which are not taken into account in semi-empirical rules. In
Fig. 39 a successful attempt has been made to improve for example the Sears-Haack body shape for differ-
ent design Mach numbers using an optimization procedure and an Euler space marching code [20].

0.06 _ _ ___ __

0.0U ---

S 00 02 03 0.4 0.6 06 0 0 . 0,9 Xn tO

Fig. 39: Body Design for Low Drag Using Space Marching Methods and Optimization

3.3 Afterbody Drag

After having stressed the methods for the prediction of drag at lifting and at zero-lift conditions due
to the aerodynamics of the airfam, another cathegory of problems contributing to drag in fighter air-
craft design has to be mentioned: configurational aspects of drag. The angina intgaion has to be per-
formed very caefully concerning drag minimization. Especially afterbody drag may contribute up to 50 %
of total drag at transonic Mach numbers according to examples shown in Fg 0

, X

:Z

M -. 0

:11 I , ,

Fig. 4u. Aftarbody Drag Increment for Fighter Aircraft
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The AGARD Working Group 08, 1982 - 1984, has reported extensively on the theoretical and experimental
state-of-the-art in prediction of afterbody drag in the NATO countries [211. Special emphasis was
directed towards the prediction methods available in industry to predict the afterbody flow at transonic
and supersonic speed. A series of (axisymmetric) test cases has been specified (Fig. 41) and three dif-
ferent classes of prediction codes have been compared.

TC No. Math. of Slution l a .

0.x. If ?
(Delery/Lacou)

Me-2.2
p-px-11.13

-( Euler
(Bisainger/Ebere)

9 ,, o- Me-2.01
Y6- .... .... P/p= - 1.0

-6.0

,0 ) N.S.

Ma-2.01 (OeiwertWagner)

12 -6.0

Fig. 41: AGARD FOP WG08 - Test Cases for Numerical Flow Calculations

Semi-emoirical potential flow based codes (mean values for the base pressure), Euler flow codes (vorti-

cal type of flow separation) and Navier-Stokes Solutions (viscous flow separ',tion). In conclusion of the
results of the Working -Group 08 one can state that even (or especially) for the most complex Navier-
Stokes Solution, the computed results look not very satisfying in general. According to the left part of
Fig. 42, the (simple?) problem of extrapolating the last pressure value to the base, in order to inte-
grate the boattail contribution to drag dominates the numerical result.
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Fig. 42: AGARD WG 08: Integration of Boattail Drag

So far the remarkable discrepancies shown for boattail drag and base drag are not surprising. A compila-
tion of all numerical results obtained by the Working Group is shown in Fig. 43 for the test cases with
and without afterbody flow separation.ow.- , ___-_.,
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Fig. 43: AGARD WG 08: Compilation of Computational Results for Boattail Drag
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There is a wide scatter with respect to the comparison with experiment as well as with results obtained
by computer codes solving different classes of equations. But even worse, there is also the same scatter
imparing results obtained within the same class of computer codes. At present the simple empirical pre-
diction methods seem to work within the same level of agreement with experiment as the highly sophisti-
cated CFO codes do, at least regarding integrated values for boattail and base drag.

3.4 Inlet Drag

In addition to boattail drag, inlet drag is the second important contribution of engine integration to
drag. Total force in flight direction can be defined as the difference between installed propulsive
thrust and the airframe system drag [22].

FNprop. 2 FNEng. * AFNInl" + AFNExh. + 'FNTrim.

FNProp. Installed propulsion thrust

AFNInl" Throttle dependent external force increment due to inlet

AFNE Throttle dependent external force increment due to exhaust system

AFNTrim. Changes in trim drag associated with operation or propulsion system

Some general remarks on the thrust/drag accounting system are made in Fig. 44.

o Important thing Is that all forces are accounted for.
Allocation between reference drag and propulsion system
drags by mutual agreement.

o Selection of reference conditions for bookkeeping Is
somewhat arbitrary but m= be consistent between
airfrmer and engine companies.

o Intent of propulsion system drag breakout is to identify

Portion of aircraft drag which Is throttle related
and chargeable to engine.

Fig. 44: Thrust/Drag Accounting System: Overview

In detail this system is a rather complicated procedure ("book-keeping") which has to be agreed on bet-
ween the airframe and the engine manufacturer. All the components mentioned above have to be based on
reference conditions. Fig. 45 tries to explain schematically the drag/thrust accounting system agreed on
at MaO.

Fig. 45: Thrust/Drag Accounting System: Procedure, schematically

So far, the inlet drag component has to be provided either by experimental or theoretical approach. Fig.
46 ahows the components which have to be determined by the aerodynamic engineer.



2-i8

Dadd Additive Drag .

DCowi Cowl Drag I. Spillage Drag

DEL Boundary layer Bleed Drag

D~p Drag due to Bypass
0

Div Diverter Drag

Fig. 46: Thrust/Drag Accounting System: Inlet Drag Components

The knowledge of the 3D local flow distribution at the intake location is of fundamental importance. So
numerical methods are predestinated to be used and again CFD plays an increasing role in intake design
and the prediction of pressures. Fig. 47 demonstrates the power of CFD comparing the flow fields calcu-
lated using EIJFLEX [121 around a fighter aircraft forebody with and without canard surface. These re-
.ults are of significant importance to the optimization of intake (and diverter) geometry and location
concerning minimum inlet drag.

INTAKE DESIGN

EULER PLOW CALCULATION
M- i.8 ADA - a Deg.

LINES U - CONST.

EFFECT OF FOREBODY SHAPE ON 3D FLOWFIELO

/*"

CANA DOFF CANA DON
Fig. 47: Calculation of 3D Flowfield at the Aircraft Forebody

4. HYPERSONC VEHICLE DRAG ANALYSIS

The new strong interest in efficient aerodynamic prediction methods for super- and hypersonic flows has
been stimulated by some new European projects and advanced concept studies in the field of high speed
missiles sod aerospace transportation systems. Basically in the low supersonic flow regime important
aerodynamic quantities can be predicted with some success by considering inviscid computational methods.
However, in the high supersonic or even hypersonic region the flow field is influenced in en increasing
manner by viscous and real gas effects as well as by non-equilibrium chemistry phenomena, so that the
full conservation laws have to be taken as the starting point for the development of valuable numerical
prediction tools. Especially from the theoretical simulation of flow fields around vehicles during re-
entry estremely reliable results are required concerning thermal and structural loads. On these answers
the design of the necessary thermal protection systems and the vehicles payload will critically depend.
Also these reentry vehicles will fly for most part of their reentry trajectory with high angle of attack
so that strong streamwise vortex systems on the wing leeside will be generated which under some circum-
stances can interact with esisting shock systems resulting in estreme local thermal loads.

Limits of current ground test facilities are espected to focus considerable attention on CFD as a means
for designing hypersonic vehicles and weapons. Accurate drag prediction, however, and minimization will
be critical for success. This problem is compounded by aero-propulsion concepts for which the esamina-
tion of isolated components provides only a basis or foundation for building complete configuration ana-
lyses.
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Fig. 48: Euler Space Marching for Results for NASA-Forebody 4
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Fig. 49: PNS Selection for Cone at Incidence

For conceptual design applications also simplified methods based on Newton-type approaches can provide
helpful tools, similar to the results in Fig. 30 and as discussed in Ref. [18].

More recant computations by Rieger (25] for the complete HERMES configuration provide insights into the
difficulties which can be expected designing end analyzing such configurations. The comparison of Euler
and laminar Navier-Stokee solutions as shown in Fig. 50 taken from Ref. [25] clearly indicate the sen-
sitivity of the complex flowfield and the importance of viscous effects that are not confined to any
thin layer close to the surface.
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Fig. 50: Comparison of Euler/Navier-Stokes for HERMES

The results for wall shear stresses in Fig. 51 are another indication for the complexity and also diffi-
culty to obtain accurate results for drag as well as for heat transfer.
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Fig. 51: Direction of Wall Stress Vecztor for HERMES

The integration of wall pressures and skin friction to obtain total drag requires extremely fine resolu-
tion of geometry as well as flow gradients.

The pressure distribution, portrayed as isobar-plot in Fig. 52. allows an important insight into the
physics of the flowfield.
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Fig. 52: HERMES Isobars as Navier-Stoces Solution

These results emphasize on the strength of CFO, namely resolving all details and giving information on
all physical relevant quantities on the surface as well as in the field. But unfortunately, CFO has no
build-in balance to obtain total forces.
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5. ONCUSIONS

Recent engineering and research advances in Germany addressing the CFD drag prediction problem have been
reviewed. In addition, -he impact of two-dimensional airfoil analysis accuracy level on wing design has
been assessed. The most important conclusion to be drawn is that there are no simple answers to the CFD
drag prediction problem. Accurate and consistent direct computation of absolute drag level for complete
air vehicle configurations is currently beyond reach. Reasons for this come from many sources. Fig. 53
is summarizing the most important ones.

" NOEFD PERSON WILL USE MEASURED PRESSURES TO INTEGRATE FOR DRAG

2 - 0: USE HAKE-RIGG
- 3 - D: USE BALANCE

" IN CFD EVERYBODY IS USING CP AND CF TO INTEGRATE FOR DRAG

2 - D: HAKE - PREDICTION BY CfD IS QUITE DIFFICULT, SQUIRE AND YOUNG
FOR ULA CAN HELP

- 3 - D: CFD HAS NO BUILD-IN BALANCE, 3 - D HAKE ANALYSIS IS VERY COMPLICABLE
IF VORTEX-FLOM WITH LONGITUDINAL AXIS IS APPARENT

a VASOLUT DRAG VALUES SUFFER FRON RESOLUTION FOR INTEGRATION. RELATIV VALUES IN A

COMPARATIVE SENSE CAN BE VERY ACCURATE

Fig. 53: Drag Prediction Techniques

Advances on many fronts can be identified. Most solutions, however, will involve added expense. It
should be recognized that once a solution to the CFD drag prediction is found, the solution may not be
affordable to industry, partially due to computer cost, but mainly due to the man power time and cost
involved.

Despite these elements which limit direct CFD drag prediction applications, in closing the following
items should be kept in mind:

o Knowledge-based semi-empirical methods for drag prediction are work-horse
for design-engineer

o CFD is very useful for analysis of interference effects on drag

o In 2-D airfoil flows CFD can be as accurate as EFO for drag

o In 3-D flows, induced drag, wave drag, and some frictior components can
be predicted quite well

o For performance guarantees there is no way but experiment for drag
assessment

o But: CFD is very strong on detailed flowfield surveys. Relative changes
can be assessed

- CFD is no drag polar machine -
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SOME RESULTS ON FLOW CALCULATIONS INVOLVING DRAG PREDICTION
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ABSTRACT

Different calculation methods have been developed in the Thermal Turbomachinery Lab. of the Athens
National Technical University concerning drag prediction.

A Navier-Stokes solver, based on a fractional step method, has been developed in order to solve vis-
cous incompressible flow in ducts.

A second Navier-Stokes solver has been developed for transonic flow using, again, a fractional step
method, but this time for quasi-three dimensional cascade flow.

Integral methods have been developed as well in order to predict secondary flows in compressors and
shear layer development on blades. High speed laminar and turbulent flow is predicted, attached and se-
parated. Viscous inviscid interaction techniques have been developed for the stabilization of the sepa-
rated flow calculation.

Phenomena such as transitional flow, laminar separation bubbles and shock/shear layer interaction
for turbulent flow are predicted with good accuracy. The general methods will be reviewed briefly and
results will be presented.

1. INTRODUCTION

In recent years, computations tend to replace experiment in the field of Fluid Mechanics and its
applications. The success of using the computer as a test bed depends largerly upon the success in pre-
dicting the behaviour of the viscous part of the flow.

Since the investigation of Thomson /I/ in 1962, where only Head's incompressible boundary layer
calculation method was proved to give sufficiently accurate results, the 1968-Stanford Conference re-
sulted in an assessment of some good calculation methods for simple boundary layer attached flows, while
the corresponding 1981-Conference assessed the progress realized in the prediction of Complex Turbulent
Flows.

During these years, the rapid advent of modern computing equipment helped in providing the means
to obtain fast calculation results using equations and models of increasing complexity and, today, com-
putations using the Navier-Stokes equations are possible for simple situations and plausible for compli-
cated ones in the near future.

Of course, there are still some important draw backs, as, even if the dream of developing a unique
turbulence model for all situations was declared unrealisting during the 1981-Stanford Conference, pro-
gress in turbulence modeling of complex flows is still very slow. On the other hand, even the faster com-
puters cannot give sufficiently rapid results for industrial needs and the advance Navier-Stokes solvers
are still very sensitive to run, so that they become unfriendly when in the hands of the average engineer.

This state of affairs reflects in the past and present development of codes predicting the viscous
behaviour in any Laboratory. This holds, as well for the Lab. of Thermal Turbomachines (LIT) of the Na-
tional Technical Univ. of Athens (NTUA) on which this presentation will focus, although a quick survey
will be given about the work on viscous flows that is taking place in Greece, as well.

Fifteen engineers (post docs) work in the TTL supported by four administrative staff.

The LrF of NTUA has four sections dedicated to:
a) Computational Fluid Mechanics
b) Viscous Flows
c) Diagnostics on Turbomachinery Components
d) Design/Analysis of Turbomachinery Components

We shall describe below the pas%, current and future work of the first two sections. The first one
covers computations solving the Euler and the Navier-stokes equations, while the second one develops co-
des for practical (industrial) viscous flow calculations. Although, naturally, the interest of the Lab.
is directed towards viscous flows as they appear in turbomachinery applications or internal aerodynamics
flow problems, the same codes may be and are used for external aerodynamics applications.

2. ENGINEERING VISCOUS FLOW COMPUTATIONS USING INTEGRAL SHEAR LAYER CALCULATION METHODS

2.1 Past andCurrentWork

Two methods have been developed in the Lab., essentially. The first one is a quasi-two dimensional
(converging/diverging, axisymmetric) one. It is used to calculate blade or airfoil shear layer develop-
ment, is using the integral energy equation and its formulation follows Le Foll's method /2/. The second
method is an integrodifferential one (integral in the meridional and differential in the peripheral di-
rection) and deals with the calculation of the hub and tip shear layers of axial and radial compressors.
Shock/secondary flow interaction is computed as well by the method.

Originally, the first method was developed as an inverse one /3/, with the ability to produced op-
timized decelerating velocity distributions (Fig.(l), refs /4/ to /12/) for attached flow. Then, curva-
ture and Coriolis effects on turbulence were incorporated (Fig.2, refs /11/,/13/) and the equations were
solved in the rotating system of coordinates, so that the method may be adapted to turbomachinery appli-
cations.
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A first attempt to deal with detached flows demonstrated the ability of the method to predict sepa-
ration accurately and to advance in the separated region without any difficulty (refs /1/,/15/). How-
ever, no viscous/inviscid interaction techniques were used, in order to stabilize the viscous flow cal-

culation behaviour. During the development of the method, systematic comparisons against experiment de-
monstrated the excellent accuracy with which the method could reproduce physical situations. These
comparisons can be found in the cited references.

During the past years, work on the method continued in the TTL. Recognizing that a boundary layer
approximation cannot give adequate accuracy in separated flow regions, higher order terms were retained
in the equations and the compressibility effects were introduced using Morkovin's hypothesis. At the
same time a more accurate turbulence model was developed /16/ and introduced to the method, which is
particularly adapted for separated flow. Finally, an approximate viscous inviscid interaction technique
was built in the method, protecting it against excessive external flow decelerations and rendering it
independent of the particular computational method used for the inviscid external flow calculation.
The viscous/inviscid approximate interaction method has been developed in ref./17/ for axisymmetric
three-dimensional flows, recognizing the importance of blockage in internal flows. A second one was used
for viscous/inviscid interaction for the shock/boundary layer interaction problem, which is described
in references /18/ and /19/.

In this form, the shear layer calculation method was applied to various kinds of flows. Fig.(2)
presents comparisons with experimental results for the shock/boundary layer interaction case /23/, whe-
re separation and reattachement are present. Fig.(3) presents comparisons for channel flow, where Corio-
lis effects are responsible for separation at 50% of the channel length. There, a simultaneous shear lay-
er calculation was performed on the two walls of the channel.

The same kind of computation was realized for an NACA compressor cascade. Fig.(4) presents compari-
sons between theory and experiment for the loss variation with incidence.

Recognizing the need to predict some important aspects of viscous flows in turbomachines, versions
of the method were developed to compute transitional boundary layers and laminar separation bubbles. The
first development was based on the work of Bario /20/, which was based itself on the work of Narashima
/21/. Results (comparison with experiment) are presented in Fig.(5). The second development aimed in pro-
ducing a good first approximation, from where an accurate viscous/inviscid calculation could rapidly con-
verge. The method is described in ref./22/ and some results are presented in Fig.(6).

Lately, work on blade optimization has taken up again, including, now, compressibility and detached
flow. Some results /24/ are presented in Fig.(7), concerning a wind turbine blade section. They demon-
strate that there is still room for improvement, if optimized shear layers are employed.

The second method, which is adapted for hub and tip wall layer development computation, considers
the two wall shear layers simultaneously. The same techniques /17/ as previously are used for the inter-
action of the shear layers with the external flow. Each wall shear layer is calculated using integral
equations in the meridional dir-ection and the meridional vorticity transport equation in the meridional,
as well, direction. In the vorticity transport equation, viscous terms are included. Higher terms are
conserved so that the level of approximation comes close to that of the parabolized Navier-Stokes equa-
tions.

The method of solution is well adapted to the existance of separated regions as well as to an exter-
nal flow with varying properties in a direction normal to the wall. The method is the outcome of a long
work on the two-zone model (separation of the flow into an inviscid and a viscous part), as it is applied
to complex internal flow situations, where thick shear layers exist covering part or even all of the flow
field and the external flow field properties are varying strongly inside the viscous flow regions in a
direction normal to that of the main flow.

This work has started some years ago (see references /25/ to /37/) in Lyon and was continued in A-
thens (refs /38/ to /41/). During the investigation, it was demonstrated that it was possible to extent
this usefull model to extreme situations. Such a situation was the one, where the external flow was phy-
sically non existent (see ref./37/), the viscous flow occupying the whole computational space. Calcula-
tion results for this situation are compared with experiment in Fig.(8). We can also mention the one,
where the shear layer is rotating /11/, or even the one, where a shear layer is developing inside ano-
ther, when, after a stationary part, a rotational part of a cylinder follows (ref./39/). Calculation
results for this last case are compared with experiment in Fig.(9). These cases prove that the princip-
le of superposition can be extended beyond expectation, when an appropriate reference flow is defined.
At the same time they demonstrate how rotating flows have to be handled.

The most important fact, however, which has come out recently from this investigation, is the acknow-
ledgement of the existance of a peripheral blockage along with the well known meridional one, expressed
through the meridional displacement thickness (details are given in ref./40/). Consideration of both
blockage effects (meridional and peripheral) implies that the interaction of the viscous and the external
flow parts results in influencing both the level and the direction of the external flow velocity field.
At the same time, the analysis of a given experiment becomes somewhat more complicated. Finally, things
are simplified in that, through this analysis, not only the vorticity but, also, the velocity field of
the shear layer is limited inside a distance 6 from the solid wall, 6 being the thickness of the shear
layer. Consequently, induced velocities outside of the shear layer do not exist (neither s-shape velo-
city profiles) and the calculation is considerably simplified.

The calculation method, now, exists in the Lab. and shall be very soon rendered public (references
/43/,/44/). Computational results compared to experiment are presented in Figures (10) and (II) for a
compressor cascade and an axial transonic compressor stage.

2.2 Future work

Work on the first method continues and the following development is planned, for which funding
already exists:

a) Integrate in one direct calculation code all the elements mentioned above.
b) Develop the same direct calculation method for the case of the assymetric wake.
c) Explore the general shear layer properties in the separated flow region and develop a

complete inverse method for blade design, including an inverse inviscid calculation method

A
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which is, actually, in the final stage of its development.
d) Develop an unsteady version of the already existing one, following work that has already

been done in the Lab.

Work on the second method with continue, equally well, and, besides following up what is being
done now, in order to assess better the capabilities of the new method, a new item will be developed:
The strong interaction of the hub and tip wall shear layers, which is important in the high pressure
part -of the multistage axial compressor, as well as in the diffusor of the centrifugal compressor.

3. VISCOUS FLOW COMPUTATIONS USING THE FULL NAVIER-STOKES EQUATIONS

3.1 Past and Current Work

The advent of high speed computing equipment and the speed with which this equipment is develop-
ing, favors, in the long run, the use of the full Navier-Stokes equations for the calculation of, even,
complex industrial situations. Recognizing this fact, the TTL has initiated, some years ago, work in
three directions:

1. Overcoming the numerical problems associated with the solution of the full 3D Euler equations
in subsonic and transonic flow. In this respect, efforts were made to reduce the numerical entropy
production and diffusion in subsonic and transonic flow problems.

2. Develop codes applicable to complex geometries, in order to be able to tackle industrial pro-
blems.

3. Proceed in adding viscous terms in the equations in order to obtain solutions for the comple-
te Navier-Stokes equations for laminar and turbulent flow.

This development started five years ago. Three issues were investigated and the corresponding
methodologies were applied to various idealized and practical situations. All the work that has been
done up to now makes use of finite differences/finite volume schemes, be they implicit or explicit,
and body fitted coordinate systems.

3.1.1 The Fractional Ste method for the Solution of the Incomressible Wavier-Stokes Eguations

This method was developed on the basis of work that has been done in the LNH of EDF /45/. It con-
sists of three successive steps. The first one is a convection step, the second a diffusion one and

the third one's goal is to satisfy the mass conservation, either in a form using the stream function or

in the well known Poisson's equation form for the static pressure. The method uses an explicit scheme.

The convection step satisfies that part of the momentum equation, which contains merely the sub-

stantial derivative of the velocity. It is realized through a forth order Runge-Kutta scheme, which is

used in order to "trace numerically" the trajectories of the flow field. Thereafter, the velocity field

is updated using already computed values from the previous time step.

The treatment of the viscous terms is realized during the second ("diffusion") step. This leads to
the solution of a set of elliptic partial differential equations, one for each velocity component. These

equations are completed with an easily applicable set of boundary conditions, the corresponding values

being derived from the known velocity field of the previous iteration step.

The third and final step considers all the remaining terms of the momentum equations. As said pre-

viously, a Poisson type equation is formulated for the static pressure. Some difficulties may be encount-
ered, then, at the boundaries. Alternativelly, a classical stream function formulation is used, leading
again to a Poisson type equation with boundary conditions easy to comply with. Practically, both formula-

tions are used in the iterative scheme.

For the time being, this method is tested only for laminar flow problems but a turbulent model of
any level can easily be incorporated due to the modular structure of the code.

Although convergence is seriously affected by stability criteria, which are common for all explicit
methods, it can be considerably accelerated, if very fast elliptic solvers are used during the "diffu-
sion" and the last step of the method.

Calculation results from this method are presented in Fig.(12). For the moment, only internal flow
aerodynamic problems can be treated, including flow through cascades. Although very attractive, because
of the physically clear picture it presents, this method was not developed further, because, at the time,
the possibility to treat compressible flow was not evident. Now, this possibility seems real and future

work on the method is planned which will be disc ssed below.

3.1.2 A 3D Finite Difference Solver Based on the Decomposition of the Mass Flux Field Through

This method has been developed in the TTL in order to compute essentially subsonic 2D or 3D flows.
However, it is capable to treat transonic flow problems under certain conditions. The final solution
is obtained through a series of elliptic computations. In this present form, this method is able to
treat only 3D strongly rotational, steady, inviscid flow problems. A fixed or a rotating coordinate
system may be used.

The method makes use of the decomposition of the mass-flux vector field into a potential and a ro-

tational part. The potential part is expressed as the gradient of a scalar potential (y), while the ro-

tational part is expressed as the rotation of a vector potential ( ). The mass flux decomposition is
proved to be unique, if appropriate boundary conditions are imposed on (V) and (;). The resulting formu-
lation requires the iterative solution of two elliptic type equations (a scalar and a vector one) and a

procedure for handling the transport of vorticity.

A curvilinear body-fitted coordinate transformation is applied to map the physical domain, bounded
by the geometry solid and fluid boundaries, into an orthogonal paralillepiped, where the physical boun-

daries are transformed on orthogonal planes. All equations are, then, transformed and solved in that com-
putational domain. This technique increases the range of applications of the method and enables an effi-
cient implicit treatment of the elliptic equations' boundary conditions.

All elliptic type equations are discretized by use of finite differences/finite volume schemes and

the resulting linear sparce-diagonal systems are solved by fast elliptic solvers, based on a precondi-
tioned "Generalized Minimal Residual Method" (GMRES). The vector potential equation is expressed in
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terms of the covariant (4)-components and this formulation enables the direct handling of the vector po-
tential boundary conditions, a fact that makes the method quite robust. The vorticity transport equations
are replaced by the total temperature and entropy conservation laws along with the ellicity equation, the
last one expressing the velocity-wise vorticity component attribute. All transport type equations are in-
tegrated in their Lagrangean form on the current flow-field streamlines, in the transformed domain.

Since no artificial viscosity is necessary for the convergence of the method, the calculated energy
and entropy field is very accurate compared with the corresponding results of the primitive variables ti-
me marching solvers. Another advantage is that this method is much less time-consuming than its time-mar-
ching "opponents", as far as very efficient elliptic solvers are in use.

Some calculation results for a 3D complex shaped subsonic duct are presented in Fig.(13). It can be
seen that no numerical entropy diffusion is observed. Fig.(l4) presents results for a 2D transonic duct.
There, it can also be seen that the elliptic solver can treat transonic flow problems under certain condi-
tions, as mentioned above.

During the development of the method experience was acquired in constructing body-fitted grids for
complex geometrical shapes, as well as solving elliptic equations rapidly. In fact, using GMRES techni-
ques, the computational cost amounts to about 0.4 secs/grid point in a VAX-Il microcomputer.

On the other hand, the code has been developed for 3D orthogonal or circular shaped ducts, as well
as turbomachinery blade rows. Corresponding versions for 2D flows exist using, as seems each time appro-
priate, f-type, 0-type or C-type grids.

Recently, external flow aerodynamic problems have been considered and a version for the calculation
of steady 3D-flow through a wind turbine has been developed /50/.

The state of development of the inviscid part being considered satisfactory, an unsteady viscous flow
solver is currently under development This development, having just started, will be considered along
with the future work described below.

3.1.3 The Fractional Step Method for the SolutionoftheCompressible Navier-Stokes Equations

The investigation carried out with the elliptic solver mentioned above, demonstrated that it was not
possible to solve transonic flow problems with supersonic flow at the boundaries or purely supersonic flow.
It was evident that, for this flow problems, a hyperbolic solver was necessary. Work on fractional step
methods guided us to the one developed currently in the TTL, which solves the compressible 2D Navier-
Stokes equations, using an explicit fractional step algorithm, which transofrms the procedure of finding
a solution for the multi-dimensional system, into solving a sequence of one-dimensional ones.

This method is actually developed for internal flow problems, including cascades. The experience
gained from the development of the previous method helped in obtaining relatively rapidely an Euler solver
with good behaviour and, now, results have been already obtained for the Navier-Stokes version.

For this method, the Navier-Stokes equations in primary variable form are written in a general sta-
tionary or rotating curvilinear coordinate system. Then, a geometrical transformation is applied to map
the physical domain, bounded by the geometry's solid and fluid boundaries, into a rectilinear computatio-
nal dcmain, where the boundaries are located on straight orthogonal lines. A distinction is made between
points belonging to solid boundaries and the ones located along periodic boundaries. There, additional
grid points are considered outside of the computational domain, where the flow quantities are known from
periodicity considerations.

Each fractional step is materialized by a predictor-corrector McCormack explicit scheme. After the
solution of each one-dimensional problem is obtained, the characteristic equations are applied in order
to update the solution on all boundaries.

Moreover, in order to avoid odd-even uncoupling and oscillations that might occur close to disconti-
nuities, artificial viscosity is introduced. This is realized by performing an extra fractional step, when
an integer time step is reached, this being equivalent to the addition of a second derivative of the vec-
tor of unknowns to the LHS of the equations.

Finally, a local time step is implemented during the computation. This allows the procedure to advance
as fast as the local application of the CFL criterion allows it to do so and, thus, relax somewhat one of
the most severe limitations of the explicit scheme.

Up to now, the code has been tested for inviscid and laminar viscous flow calculations. Fig.(l5) pre-
sents calculation results. Linited storage requirements make the fractional step methodology attractive
for solving Reynolds averaged Navier-Stokes equations using conventional computing facilities. The code
has been developed in a modular form and current work is directed towards introducing a two-equation tur-
bulence model, as well as, reducing the computing time which is still rather long in respect to the time
needed by the previous method.

3.2 Futiure Work

Work on all three methods mentioned above continues and the following development are planned, for
which funding already exists:

a) For the first Navier-Stokes solver it is planned to introduce the GMRES techniques mentioned a-
bove, which will render it more rapid. Additionally, the introduction of a more sophisticated turbulence
modelling is planned. Finally, an attempt will be made to renderthe code applicable to compressible flow,
which seems now possible.

b) For the second Navier-Stokes solver it is planned to continue, in order to obtain a solution for
the unsteady, essentially subsonic (and slightly transonic) flow situations for internal and external
aerodynamics flow. The final solution will still be obtained by successive elliptic computations.

c) For the third Navier-Stokes solver, it is planned to continue, in order to render the method in-
dustrially acceptable. It is not currently planned to obtain a 3D version of this code.

Generally speaking, the level of turbulence modelling aimed at, presently, for all methods, is the
one using two equations. As the codes are developed for industrial applications, it is felt unnecessary
to introduce a more complicated model. However, it is planned to develop more systematically, than it
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is done today in the Lab., the subdomain approach, which gives, in our opinion, the flexibility to use
different turbulence "constants" when this is required.

4. COMPUTATIONAL WORK ON VISCOUS FLOWS IN GREECE
This fourth section is intended to give, very briefly, computational work which is taking place

on viscous flows in Greece. This account is not intended to be complete neither in respect to the re-
search workers list nor in respect to the subjects treated. To our knowledge, development of computer
codes for viscous flows is taking place in:

i) The Athens National Technical University, (Professors Bergeles, Zervos, Athanassiades and
Markatos)

2) The Aristotelian University of Thessaloniki (Professor Goulas)
3) The Democretian University of Thrace (Professor Soulis)
4) The University of Crete (Professor Dougalis).
5) The University of Patras (Professor Papailiou)
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STATE OF THE ART OF AIRCRAFT DRAG PREDICTION IN ITALY
BY MEANS OF THEORETICAL METHODS

G. Bucciantini, and M. Borsi
AERITALIA - SocietA Aerospaziale Italiana

Combat Aircraft Group
10146 Torino, Corso Marche 41 - ITALY

SUMMARY

The state-of-the-art in Italy on the aerodynamic drag prediction, based on
theoretical methods, is presented and discussed.

A brief description of the methods used is given, with examples of application for
typical aircraft configurations.

A survey of critical areas is provided, together with present research activities
to improve the drag prediction capabilities and accuracy.

1. INTRODUCTION

Drag eLtimations of an aircraft configuration are needed during the whole design

cycle to evaluate the current performance level and identify critical areas open to
aerodynamic design improvements.

Typical industry goals, such as costs reduction and time savings in defining new

configurations, have dramatically increased the demand of methods able to predict
accurately the aerodynamic characteristics, including drag, of very complex 3D
configurations even at an early design phase.

To give an answer to this problem great effort has been put in research and
development of accurate and reliable numerical methods.
On the other hand the introduction of high speed, large storage computers, together
with CAD sysLems, allow to define, and quickly analyze, highly detailed geometries
whenever during the project life.

In fact existing theoretical tools are able to predict accurately the lift
characteristics for a wide range of configuration layouts, while obtaining the same
accuracy in total drag computation is a formidable task that cannot yet be completely

carried out by current state-of-the-art CFD methods.

However CFD models are currently employed during the evolution of the project for
drag estimations and local flow characteristics assessment to pursue the optimum
design.

2. COMPUTATIONAL TOOLS

Various numerical methods are currently used to calculate subsonic, transonic and
supersonic flows around aircraft configurations. In many cases the inviscid
-lculations are followed by a boundary layer analysis to get informations about flow
separation and friction drag. In some cases a weak viscous-inviscid coupling procedure
is also included to enhance the level of accuracy of predicted aerodynamic data. By
using these methodologies, lift-induced drag, pressure drag and friction drag can be
computed for attached or slightly separated flows.

The subsonic flow analysis is presently based on various versions of 3D panel

methods. References (1) to (9) provide the basis of b'rh low and high order approach

that have been implemented in Italy. By these methods only the induced drag can be
predicted with an acceptable level of accuracy. In the case of Low Order Panel Method a

viscous-inviscid procedure has been introduced allowing the estimation of viscous

effects on lift and drag. The adopted method is based on the "transpiration technique"

approach, i.e. the viscous displacement thickness is transported into the inviscid

solution by replacing the usual flow-tangency boundary condition by a

non-zero-velocity-normal-to-the-surface one. The transpiration velocities are computed
from boundary layer quantities in attached flow regions while linear extrapolation is
performed beyond separation. The whole procedure has been applied to realistic 3D
configurations obtaining encouraging results as shown in the following chapter.

The viscous flow, up to the separation, is cornuted by 3D Boundary Layer codes. One

of these is the finite differences, 3D viscous code of J.P.E. Lindhout, E. De Boer, B.

Van Den Berg (10-12), that has been updated by introducing a general mesh generation

system and an interface with inviscid solvers. Moreover both surface Cf integration to
estimate friction drag, and the computation of the transpiration velocities from

boundary layer data to allow the coupling with inviscid methods, have been added.
Reference (13) to (21) provide the basis of the followed approach. The code has

been successfully applied to attached subsonic and transonic flows giving interesting

results.
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Transonic aerodynamic design requires the evaluation of the wave drag bsides the
induced and friction drag. Varous codes, based both on full potential equations and
Euler equations, are currently employed to investigate the transonic regime. One of the
widely used is XFL022AIT (22, 23). The program is based both on the XFL022 program,
developed at NLR fron the Jameson's FL022 (24) code, and the afore-mentioned Subsonic
Panel Method. The code is able to handle wing alone configurations with the inclusion
of body effects by means of non-zero crossflow velocity in the symmetry plane.

A viscous flow analysis, usually based on 3D boundary layer codes such as the one
described above, can be successively performed to identify possible flow separations
and evaluate the friction drag. In this case the inviscid solution is not actively
coupled with the boundary layer solution, so the viscous effects on both induced drag
and wave drag are not modeled, but an empirical correction, based on 2D calculations,
is applied to the wave drag.

Other full potential codes, such as the Eberle Wing Alone, Finite Volume Method
(25) for transonic flows, have been used in the past during the design cycle, to

evaluate the wing pressure distribution and, by means of 2D boundary layers, the flow
separation. The main advantage of such an approach with respect to Finite Differences
is the ability to work on non-orthogonal meshes that, in principle, allows the
calculation of flow fields with complex solid boundaries. A straight consequence of
this is the ability to compute thin delta wings with sharp and cranked leading edge
naturally within the potential flow theory.

The standard tdll potential models show their limitations when the encropy
generation, associated with shock computation, becomes important. In this case the
rotational Euler equations model has proven to be more realistic and accurate and has
demonstrated the ability to capture the generated vorticity without any special
modeling.

The experiences made in Italy by developing and using Euler codes have shown that
an improvement in wave and lift induced drag computation can be effectively achieved,
but some topics, as for example the sensitivity to mesh size and topology, need further
investigation. In view of this an intensive research is presently in progre--
improve solution quality and robustness and reduce comoutation costs and geometric
limitations.

Two similar approaches, based on finite volume techniques, and a third one based on
the finite element method, are pursued. The finite volume solvers take FL057 (26) as
starting point, but one version has multiblock structure, multistage (4th order)
Runge-Ku-ta time stepping scheme, complete configuration capabilities, while the other
version is single-block, 3-stage Runge-Kutta type in time integration (Rizzi scheme
(27-30)), wing alone code. Both of them have 2nd and 4th order artificial dissipative
models.

The finite element scheme is explicit, conservative and take into account the
characteristic directions of the problem. For one-dimensional flows, it is equivalent
to Van Leer's Q-scheme (31-32). The numerical viscosity introduced by the scheme is
controlled by the characteristics speed. This dissipative effect is built up by using
an algebraic procedure introduced by Roe (33) which has the computational advantage of
perfectly resolving stationary discontinuities. The extention to multidimensional
problems is performed on finite element unstructured triangulation (tetrahedrization in
3D) using a finite volume formulation (34-35). The scheme has been found very robust at
all Mach numbers, first-order accurate and free of any viscosity parameter to be tuned.

The participation to EAP and EFA programs has led the Italian Industries to deal
with supersonic design problems. The Italian version of the low order
subsonic/supersonic panel method NLRAERO (9) has been used to carry out the aerodynamic
analysis. Preliminary body plus interference wave drag data were computed by means of
the Transfer Rule method (36); DATCOM formulas supplied an estimate of skin friction
drag.

A higher order 3D subsonic/supersonic Panel Method has been recently implemented at
starting from an MBB pilot code and it is expected to be the future standard in
linearized supersonic calculations.

Finally it must be mentioned that 3D analyses are generally integrated by 2D ones
in case of more complicated aerodynamic problems. Typical examples are transonic
maneuver configurations studies, preliminary high-lift systems design, low speed Lmax
predictions, buffet analyses, airfoil design, etc.. In these cases drag evaluation is
not the main goal, but the computed aerodynamic characteristics serve as a guideline
for design changes proposals needed to meet the required performance levels.

References (37) to (41) provide some indications about available 2D numerical
methods.

3. EXAMPLES AND APPi[CATIONS

The analysis of a 3D configuration, representative of a combat aircraft in subsonic
and transonic flow by using potential methods and boundary layer investigations, has
been chosen as an example of CFD drag prediction techniques.

As a first step a subcritical analysis has been done by using the subsonic Panel
Method with the weak viscous-inviscid coupling procedure briefly described in the

previous chapter 2.
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The surface of the wing-body-pylons configuration was described by about 1700 flat
panels as shown in fig. I. The complete velocity distribution was computed by the Panel
Method and then transferred to the boundary layer code by means of a proper interface.
Inviscid lift and induced drag coefficients are shown in figs. 2, 3 compared with
experimental data. As a consequence of lift overestimation, an error in induced drag is
also exhibited. Figs. 4-7 show the comparison in terms of sectional pressure
distributions and an overview of pressure levels on the configuration.

The 3D boundary layer survey was performed on aircraft components, starting from
the nose of the aircraft and continuing on the next surface by properly transferring
the computed quantities. A summary of collected data, in terms of displacement
thickness distribution and surface streamlines, is presented in figs. 8-11. As a result
of this analysis a transpiration velocity distribution on the configuration was
generated and returned to the Panel Method and a new inviscid calculation with modified
boundary conditions was performed.

By this way viscous effects were included in pressure computation and finally
resulted in lit and induced drag as shown in fig. 12. The friction drag was also
included to obtain the total drag evaluation as shown in fig. 13.

The second step in aerodynamic analysis was a transonic calculation performed by
means of XFL022AIT method. In this case the configuration was simplified, by removing
the pylons, to meet the geometric restrictions of the full potential solver. The
cross-flow velocity distribution in a plane near the body was computed by the Panel
Method and fitted into the XFL022 system. The results were completed by a 3D boundary
layer investigation.

In figs. 14, 15 the comparison in terms of measured and computed pressures for two
incidences is presented. A good agreement is shown on the upper surface while a
velocity underestimation is visible on the lower one. The influence of the body seems
to be also correctly simulated. It must be noted that in the first case the flow is
attached and in the second one it exhibits a separation bubble on sections toward the
tip.

A comparis6n in terms of forces and moments is also shown in figs. 16-18. Fuselage
plug wing root contributions were obtained by the Panel Method and have been included
in lift and pitching moment, while drag coefficient includes also the friction term.
The agreement between numerical predictions and measured quantities is good up to flow
separation.

In figs. 19-20 the qualitative comparison between computed wall streamlines and oil
flow visualizations for two incidences is presented. The agreement is satisfactory in
both cases. The shock position is correctly computed in the attached region even at the
higher critical incidence, while at separation it is overestimated due to the lack of
viscous-inviscid interaction.

Figure 21 shows the flow evolution locally around the critical incidence. The
computed isobars at the separation have been plotted for three incidences showing that
a shock induced separation occours in the tip region as confirmed by experimental oil
flow.

4. CRITICAL AREAS AND FUTURE ACTIVITIES

In previous chapters it was shown which methods are currently used in Italy to
evaluate the aerodynamic drag and which level of accuracy can be obtained with them.

There are some problems, such as for instance the drag estimation of afterbody-jet
configurations, that are treated only by statistical correlation methods or by direct
scaling techniques. Other limitations in CFD drag prediction come from the presence of
large separated regions. In these cases the complexity of both the flow physics and the
configuration geometry and the lack of appropriate numerical models prevents reliable
CFD applications. On the other hand this class of problems should be addressed by the
solution of 3D, Navier-Stokes equations subject of future developments.

It has been emphasized the effort presently put in hand to improve Euler codes, but
it must be pointed out that major attention is presently focused on computational
aspects rather than on engineering applications.

Last but not least some considerations on computer hardware and software.
Increasing in mathematical models complexity and size of problems require the
availability of suitable hardware together with a strong effort from the codes
developers to produce good software, easy to be useo, integrated within the design
environment, possibly free from tuning parameters.

Failure to meet these requirements will result in limited application of that
method for industrial purposes.

Since pure theoretical drag computation seems, at present, unrealistic, an

improvement in current capabilities must be pursued.

Possible areas for future improvements should include:

- development of methods able to deal with separated flows,
- drag prediction procedure, including friction terms, in supersonic flow,
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- development of models for jet-aircraft interaction,
- identification of CFD validation procedures to assess the accuracy level of the

prediction,
- intensive application of available methods to realistic configurations in transonic

and supersonic flows.

Many of these activities are in progress in Italian Aerospace Industries together
with research on Euler and Navier-Stokes equations to pursue an effective advance in
design applications of CFD methods.

5. CONCLUSIONS

Theoretical drag estimation, even with the difficulties and limitations presented
in the paper, is an ordinary activity in the whole design cycle of an aerospace
product, expecially in the early phases of the projects, and the aeronautical engineer
must continuously answer specific and general drag questions at the best level of
accuracy.

The present capabilities in terms of computer hardware and software provide
reliable CFD drag estimations for a certain class of problems. For the applications
where the available CFD methods are not able to provide reliable results, a great
effort is in hand at the Universities, the Aerospace Industries and Research Centers,
to improve the physics modelization and the capabilities of computer codes.
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AIRCRAFT bRAG PREDICTION FOR TRANSONIC POTENTIAL FLOW
by *

J. van der Vooren
National Aerospace Laboratory NLR, Informatics Division

P.O. Box 90502, 1006 BM Amsterdam, The Netherlands

SUMMARY

The state-of-the-art on computational drag prediction and diagnostics in The Netherlands for transport
aircraft in the transonic flight regime is described. Subsequently, a method is discussed that is cur-
rently being developed at NLR to calculate wave drag in transonic potential flow, The method is a ge-
neralization and extension of Garabedian's and McFadden's idea of determining wave drag by volume-inte-
gration of the artificial viscosity. The generalization involves the introduction of a reference artifi-
cial viscosity which provides a solid theoretical basis. At the same time this ensures that calculated
wave drag is to a certain extent independent of the specific details of the artificial viscosity in dif-
ferent codes. The extension accounts for the fact that artificial viscosity does not smear out super-
sonic/subsonic shock waves completely, but leaves room for a truly discontinuous sonictsubsonic 'shock
remainder' that contributes substantially to the wave drag. A number of first results that illustrate the
potential of the method are presented and discussed.

1. INTRODUCTION

The reduction of aircraft drag is an important objective in aerodynamic design. However, a successful
drag reduction strategy requires that the various sources of aircraft drag are not only identified but
also reliably quantified. The three major physical phenomena responsible for aircraft drag are boundary
layers and wakes, vortex shedding and shock wave formation. The associated components of aircraft drag are
respectively viscous drag, induced drag (drag due to lift) and wave drag. Computational aerodynamics
should serve the purpose of quantifying each of these components.

Accurate prediction of aircraft total drag and its various components on the basis of computational
aerodynamics is generally recognized as beirg difficult and therefore represents a continuing challenge to
computational aerodynamics research. The difficulties are in three categories, viz. the modelling of the
physics, the identification of the various drag components, and numerical accuracy. With drag prediction
£:u inviseid codes, the limitations of the various flow models (Prandtl-Glauert, full-potential, Euler)
are clear, the identification of the various drag components (static pressure drag, induced drag, wave
drag) is reasonably well understood, and the quest for numerical accuracy prevails. The prediction of
viscous drag from boundary layer codes seems to hinge at present on the limitations of the physics
mcielling (e.g. integral or field method, transition and turbulence models, attached or separated flow),
rather than on numerical accuracy. Drag prediction from the upcoming Reynolds-averaged Navier-Stokes
codes, however, is likely to be confronted with difficulties in all three categories. Though such codes,
at least in principle, can provide all necessary information, the identification and therefore also the
quantification of certain drag components of interest is as yet unclear, and might even be impossible.

At present, the situation on drag prediction from computational aerodynamics codes can roughly be as-
sessed as follows. Accurate determination of the static pressure drag by surface-integration from inviscid
codes is almost impossible for the mesh densities and convergence levels that are currently being used in
engineering environments (Ref. 1). Much finer meshes and much better convergence levels are mandatory, and
this really requires the power of modern supercomputers like the CRAY-KMP, CRAY-2, NEC SX-2, ETA 10. With
respect to induced drag, acceptable numerical accuracy can be obtained with inviscid potential codes
(Prandtl-Glauert as well as full-potential) using Trefftr-plane type integration (Ref. 1). Calculating
wave drag from a full-potential code, however, is at present far from sufficiently accurate. A step in
the right direction is indicated by the work of Garabedian and McFadden (Refs. 2, 3, 4), who calculate
wave drag by volume-integration of the artificial viscosity. But even then, much finer meshes and much
better convergence levels are likely to be needed. With inviscid Euler codes, the situation is still more
difficult, because both the induced drag and the wave drag are represented in the Trefftz-plane, and can
be separated only under simplifying assumptions (Refs. 5, 6). In particular, the prediction of wave drag
is bound to suffer from the well known phenomenon of spurious entropy production in todays Euler codes.
Since this latter phenomenon is of a numerical nature, again the need for much finer meshes and much
better convergence levels than are currently being used in engineering environments is indicated. Con-
cerning the prediction of viscous drag from boundary layer codes, the absolute errors seem to be in the
order of 5 to 15 counts for attached flows, and possibly larger for separated flows (Ref. I).

The above discussions seem to indicate that, notwithstanding current problems with wave drag in
particular, the prediction of drag from invicid codes (static pressure drag, induced drag, wave drag) has
today the best prospects in view of the rapidly increasing computing power. With the prediction of viscous
drag from boundary layer codes, current problems seem of more fundamental character. Naturally, this
situation will reflect in the prediction of drag from Reynolds-averaged Navier-Stokes codes.

If absolute drag values are required, the proper interaction of the viscous dominated and nominally
Inviscid regions of the flow is mandatory. This, of course, is guaranteed with Reynolds-averaged Navier-
Stokes codes, but is also offered in an approximate sense with viscous/inviscid interaction codes where
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boundary layer equations and inviscid equations modelling the outer flow are coupled. Given the fact that
viscous/inviscid interaction codes are, say, between one and two orders of magnitude faster than Reynolds-
averaged Navier-Stokes codes, it seems not unrealistic to expect that aerodynamic designers will use
viscous/inviscid interaction codes for e.g. wing design for some time to come. On an increment/decrement
basis, this seems at present a viable approach towards drag prediction and diagnostics during the aircraft
aerodynamic design cycle.

In The Netherlands, research on the prediction and diagnostics of aircraft drag on the basis of com-
putational aerodynamics codes concentrates on the subsonic and transonic flow about transport aircraft.
The paper discusses first the state-of-the-art for the transonic flight regime. In particular, the deter-
mination of wave drag using an engineering approach based on potential flow will be described. Sub-
sequently, NLR work on the development of a more direct and robust method for calculating wave drag from
full-potential codes will be discussed. This involves a generalization and extension of Garabedian's and
McFadden's work (Refs. 2. 3, 4). The method aims at handling fully-conservative and non-conservative
shock waves, as well as quasi Rankine-Hugoniot shock waves (compare Ref. 7).

2. STATE-OF-THE-ART

Drag prediction and diagnostics in the aircraft industry in The Netherlands for transport aircraft in
the transonic flight regime is currently still being done using a system developed by NLR before 1982
(Ref. 8), involving the transonic full-potential code XFL022 (Ref. 8) for wing/body combinations, the
subsonic PANEL METHOD (Ref. 9) and the fully three-dimensional laminar/turbulent finite-difference boun-
dary layer code BOLA (Ref. 10). In XFL022 the body is actually modelled approximately by prescribing the
proper 'crosswind', calculated by the PANEL METHOD for the full wing/body combination, in a vertical plane
through the wing root (Fig. I and Ref. 8).

XFL022 is a first generation non-conservative finite-difference code, whence interactive coupling with
a boundary layer code to account for viscous effects cannot be justified. However, mesh-tuning and
directing the vortex sheet to leave the trailing edge tangent to the wing lower surface were found to be
adequate measures to obtain pressure distributions that are representative for full-scale Reynolds
numbers. A recent example is shown in reference 11, where XFLO22-calculated pressure distributions are
compared with in-flight measured pressure distributions for two wing stations of the Fokker 100, flying at
transonic speed. The above argument suggests that the static pressure drag as obtained from the inviscid
XFL022 code, and therefore also its components induced drag and wave drag, are fairly representative for
full-scale Reynolds numbers.

The following engineering approach is used in XFL022 to estimate the wave drag (Refs. 1, 8). Consider
the static pressure drag of the wing (CDp,wing) as obtained from surface-integration of the static pres-
sure for the subsonic case where shockwaves are absent (subcritical). The value of CDp,wing is usually
inaccurate due to insufficient mesh density and too low convergence levels. A far more accurate value
(denoted as CDi,wing) can be obtained from momentum considerations and Trefftz-plane integration utilizing
the spanwise circulation distribution of the wing. Theoretically, CDp,wing and CDi,wing (the contribution
of the wing-alone to the induced drag) are equal in the subcritical case. Computationally, however, there
holds in this case

CDp.wing - CDi,wing - ACDp,wing, (2.1)

where ACDp,wing is a correction to the calculated static pressure drag. It is then assumed, that this
correction is a function of wing lift and freestream Mach number as follows,

ACDp.wing - CO + C2 (CLwing + C1 )2 + C3M + C4( 2) + C52(CLw2ng) (2.2)

The quadratic CLwing-term is suggested by the fact that induced drag (and hence, in subcritical flow,

also the static pressure drag) is a quadratic function of the lift. The terms with--H and (l-M3)
- 

are

respectively suggested by the Rayleigh-Janzen M,2-expansion theory and the Prandtl-Glauert theory. The

cross-term with M2(CLwing)
2 
is merely empirical. The constants CO to are determined by applying

equation (2.1) for six subcritical flow conditions. The experience is, that in this way the corrected
static pressure drag can be determined in the whole subcritical flow regime with an accuracy of only a few
drag counts. With the constants CO to C5 known, equation (2.2) is assumed to be also valid for super-

critical flow. Then the wave drag (CDw) can be determined from

CDw - CDp,wing + ACDp,wing (M,CLwing) - CDi,wing. (2.3)

Note, that this procedure assumes that wave drag is generated by the wing only.

The induced drag (CDi) of the full wing/body combination can be calculated from Trefftz-plane integra-
tion, utilising the spanwise circulation distribution of the wing, and the principle of left carry-over
to account for the body. Note that this principle implies that no vorticity is being shed by the body.
It follows that the static pressure dreg (CDp) of the full wing/body combination can be estimated from

CDp - CLi + CDw . (2.4)

It remains to estimate the viscous drag (CDv) of the full wing/body combination. The contribution of
the wing (CDv,wing) is estimated by first calculating the boundary layer on the wing using the BOLA code
with the static pressure distribution as obtained by XFL022 as input, and subsequently estimating the

- 4-10
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viscous drag from the momentum thickness using an extended form of the Squire and Young method (Refs. 1,
8). The contribution of the body (CDv,body) must be estimated using empirical means or windtunnel data.
The total drag (CD) of the full wing/body combination can then finally be estimated from

CD - CDp + CDv, (2.5)

where

CDv - CDv,wing + CDv.body. (2.6)

Figure 2 shows a comparison of measured and computed total drag for a narrow body transport combina-
tion, obtained using the above described prediction procedure, illustrating its usefulness. Further ex-
amples can be found in reference 8. The procedure played a role in predicting the aircraft drag for the
Fokker 100 (Ref. 11). Finally, figure 3 shows a comparison of the calculated viscous drag distribution for
a transport type wing, using the extended Squire and Young method, with experimental (wake rake) data
(Ref. 12).

3. WAVE DRAG IN POTENTIAL FLOW

Wave drag in mass-conserving potential flow is known to be the consequence of momentum production
across the shock waves In the direction normal to these shock waves. Wave drag can therefore, at least in
principle, be calculated directly from Lhe flow conditions either upstream or downstream of the shock
waves, the orientation of the shock surfaces, and the relevant shock jump conditions. However, this is a
difficult and not very accurate procedure with the shock capturing full-potential codes that are currently
being used. On the other hand, the possibility exists to try to solve this difficulty by applying the
momentum theorem for the freestream direction to (narrow) control surfaces enveloping each captured
smeared out shock wave. Work along this line by Yu et al. (Ref. 13) has made it very clear, however, that
the mesh density used today in routine applications and the convergence levels achieved are insufficient
for an accurate prediction of the wave drag (see also Ref. 1). Unpublished work along the same line at NLR
using XFL022 (Ref 8) has confirmed this. It seems therefore, that a very fine mesh and very high levels of
convergence are mandatory for success. As discussed in the previous chapter, wave drag in XFL022 is cal-
culated indirectly, namely by subtracting (in principle) the induced drag from the (corrected) static
pressure drag. This procedure can work sacisfactorily in cases of practical significance. Yet, dificien-
cies are always to be feared, and hence a robust procedure that works under all circumstances is still
required.

At present, work is in progress at NLR to develop and validate a method to determine wave drag from
full-potential codes directly. The method is based on a generalization and extension of Garabedian's and
McFadden's work (Refs. 2, 3, 4), where wave drag is determined by volume-integration of the artificial
viscosity. The advantage is mainly, that an important part of the wave drag can be calculated by summing
up only positive contributions, as opposed to surface-integration of the static pressure where a large
positive contribution, and an almost equally large negative contribution, tend to cancel. The method aims
at handling eventually fully-conservative shock waves, non-conservative shock waves, and quasi Rankine-
Hugoniot shock waves (compare Ref. 7), and is being implemented in the full-potential MATRICS code (Ref.
14) that is continuously being extended further at NLR. At present, MATRICS can handle a wing/body com-
bination on a CH-topology grid. Here the fully-conservative option is to be used when MATRICS is extended
with an interactively coupled boundary layer. The non-conservative option is to be used in cases where
mesh-density, and the direction in which the vortex sheet leaves the trailing edge of the wing, are tuned
to match the pressure distributions for full-scale Reynolds numbers (see Ref. 11 for a comparison of thus
obtained MATRICS results and in-flight measurements on two wing sections of the Fokker 100). The quasi
Rankine-Hugoniot shock wave is in practise a fair approximation of a true Euler code result, and as such
is also useful in combination with an interactively coupled boundary layer, especially if the upstream
normal Mach number at the shock wave exceeds, say, Mnormal - 1.3, and potential theory is no longer a good
approximation.

3.1 Wave drag formulas

MATRICS is based on a fully-conservative finite-volume scheme of the full-potential equation in strong
conservation form. The scheme is second order accurate in the mesh size in subsonic parts of the flow, and
first order accurate in supersonic parts of the flow. For the capture of supersonic/subsonic shock waves a
Godunov type shock operator is used. The modified equation of the scheme is

Pu + P) 
+ 

(Pv + Q)y + (Pw + R). - . (3.1)

Here 0 is the density,

P I + !--1- 2 (1 - q)] (3.2)

with

q
2 
' u

2 
+ v

2 
+ wl. (3.3)

The velocity components u, v, w derive from the velocity potential V as follows,

u V. v ,w- .W " (3.4)
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Artificial viscosity is introduced through the artificial viscous fluxes P. Q, R, which are of the order

of the mesh size in supersonic parts of the flow.

Assume for the sake of analysis, that the artificial viscous fluxes satisfy the requirement,

P - u, Q - v, R - w. (3.5)

As .ili be shown later, this can indeed be realized if the mass flux pq in the supersonic parts is re-

tarded precisely against the flow direction.

The finite-volume discretizatioa of equation (3.1) can be described in terms of discrete operators for
the different situations of subsonic, supersonic and sonic flow, and of supersonic/subsonic shock waves.
In particular, the shock operators for the supersonic/subsonic shock waves guarantee the mass conser-
vativation across such shock waves if the fully-conservative option in MATRICS is used.

The non-conservative option in MATRICS is obtained by replacing all shock operators by subsonic
operators. Hence, only across supersonic/subsonic shock waves, mass is no longer conserved. Mass con-
servation is therefore retained in all other flow situations, including supersonic/supersonic shock waves.

Away from shock waves, the modified full-potential equation (3.1) can be written in the alternative
form

(Pu)x + (pv)y + (Ow). - , (3.6)

where

m - -(Px + Qy + Rz> (3.7)

can be interpreted as a distributed mass-source per unit volume.

If the upstream direction is the x-direction, then the corresponding x-momentum equation is

(pu2 + P)x + (PV)y + (pwu) - m u, (3.8)

if p is the static pressure.

The effect of the artificial viscosity, which is of first order in the mesh size, is to smear out the
shock waves (true discontinuities in potential flow) to narrow zones of steep gradients. However, the
artificial viscosity is only non-zero in supersonic parts of the flow. Hence, only supersonic/supersonic
shock waves smear out completely. A supersonic/subsonic shock wave smears out only partlX and reduces in
fact to a narrow zone of steep gradients with sonio conditions on its downstream side, immediately fol-
lowed by a true discontinuity with sonic conditions on its upstream side. This discontinuity is of course
c-nsiderably weaker than the full shock wave, and will be referred to as the 'shock remainder' .

In view of equation (3.6), which is a second order accurate representation of the finite-volume scheme
in the mesh size, the total amount of mass created in the supersonic region of the flow is

f m dV,
VM>I

if V is the infinite physical space surrounding the aircraft. Similarly, in view of equation (3.8), the
total amount of x-momentum created in the supersonic region of the flow is

Xl - f m u dV. (3.9)

Further x-momentum is created in the shock remainders, viz.

X2 - S I (Pd - Pu)nx + pd qn d ud - , qnu Uu) d S. (3.10)

Here n is the downstream pointing normal on the shock remainder surfaces S , the indices a and d refer to
upstream and downstream of the shock remainder respectively, and * refers to sonic conditions.

If the discretization is fully-conservative, no mass flows into the downstream far-field, and the
maas created in the supersonic parts of the flow must obviously be destroyed again. The only way this can
happen is by concentrated mass-sinks M per unit area interior the shock remainders. Then there holds
evidently

mdV - MdS, (3.11)
VM S

while the jump relation across shock remainders satisfies

-- <O. (3.12)Ddqn,d -0qn,u '0

Uiing this relation in equation (3.10), the expression for X2 reduces to

s . .. . .
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X2 f [((Pd - p.
) 

cx + Pdqn,d (Ud - )Id - u dS. (3.13)
S S

Then the total gain n x-momemtum associated with shock wave formation is Xl + X2, and this must be
balanced by the wave drag Dw . Hence, it follows that

Dw - Xl + X2 - S ((pd - P.
) 

nx + Pd qn,d (d - u)) dS - S MUudS + J mdV. (3.14)
S
s  S

s  VH
a s Mo1

Using equation (3.7) in equation (3.11), the following result can be obti.kd,

J mdV = - J (P. + Qy + R)dV -
VM> VM>

- (Pnx + Qny + Rnz)dS =
avH>,

= - f (Pnx + Qny + Rnz)dS = f MdS. (3.15)

S a
Here use is made of the following facts. The boundary aIV 1 of VM l is made up of the shock remainder

surfaces S , sonic surfaces and parts of the aircraft surface. On sonic surfaces P = Q - R - 0. On the
aircraft surfjce Pa. + Qny + Rn - 0 in view of equation (3.5). On the shock remainder surfaces Ss the

quantity Pox + Qny + Rn is finite. This can easily be understood by considering equation (3.12) for a

normal shock. Then indeed pdq d - squ = -14O, because sq is the maximum value that sq can assume.

Similarly, there holds

f mudV - f (P. 
+ 

Qy + R.) udV

= - f (Pnx + Qny + Rnz) udS + QUy + Ruz)dV
H>I VM>

I

= f (Pn. + Qny + Rn)udS + f (Pu. + QUy + RUz)dV -

S
s  VM>

I

f JMuu dS + f (Pux + QUy + Ru.) dV. (3.16)

Substitution of equation (3.16) into equation (3.14) then gives for the wave drag,

Dw f {(Pd - Pu
) 
n 

+ 
Pdq. (u -u d- dS+ Muu dS +

(3.17)

+ f (Pu + Quy + RUz)dV.

Here the fourth term is a generalization of Garabedlan's and McFadden's work (Refs. 2, 3. 4). The thiru
term is the x-momentum associated with the excess mass created in the supersonic parts of the flow as a
consequence of the artificial viscosity. The second term is the x-momentum associated with destroying the
excess mass in the shock remainders. In fact, the third and second terms are both spurious contributions
to the wave drag, which, however, cancel as a consequence of the fully-conservatlveness of the finite-
volume scheme. Finally, the first term is the x-momentum produced across the shock remainders. Cancelling
of the second and third term in equation (3.17) consequently gives as the final expression for the wave
drag,

Dw -f {(Pd - Pu
) 

nx + pdqn,d (ud- uu)} dS + f (Pux + QUy + RUz)dV. (3.18)
S
s  VM>

1

In confirmation of equation (3.13), the following considerations are useful. Consider the exact
mathematical solution of full-potential theory where shock waves are true discontinuities. Then

Dw -f (Pd - Pu
) 

x + aqn,dud - puqn,u u u) dS, (3.19)

the right-hand side being the x-momentum production of the full shock waves. In view of mass-conservation
there holds across each shock wave in this case.

Pd-qnd -
5
u qn,u ' (3.20)

/& _
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Using equation (3.20). the wave drag according to equation (3.19) can be rewritten as follows in case of
supersonic/subsonic shock waves,

Dw - S f(Pd - pu)nx 
+ 

Odqn,d (ud - Uu))dS + f ((pu - pu)nx + Puqnu ( u - uu)}dS. (3.21)

S Ss

In the limit of vanishing mesh size (i.e. if the artificial viscosity approaches zero), the first term in
the right-hand side of equation (3.18) approaches the corresponding tern in equation (3.21). Consequently,
the second ter in the right-hand side of equaciou (3.18) replaces the corresponding term in equation
(3.21) in case artificial viscosity smears out part of the superscnic/subsonic shock waves.

If the discretization is non-conservative, the excess mass, created in the supersonic parts of the
flow as a consequence of the artificial viscoisty, is not destroyed interior the shock remainders, but
instead flows into the downstream far-field. This then corresponds to an amouat of x-momentum, compare
equation (3.11),

X3 -u J mdV - f Mu.dS (3.22)
VM~ l  Ss

being destroyed in the downstream far-field. It follows also, that the jump relation across shock re-
mainders satisfies in this case,

Pdqn,d - pqnu - 0 , (3.23)

whence the expression for X2 in equation (3.10) becomes

X2 - S f (pd pu)Ox + Pdqn d (ud - *u))dS. (3.24)
Ss

So in this case, the total gain in x-momentum associated with shock wave formation is Xl + X2 - X3, and
this must be balanced by a force Dx on the aircraft, satisfying

Ox - XI + X2 - 73 f ((Pd - pu)Ox + pdqnd (ud - u
))
dS - J Mu f d + f mudV (3.25)

Ss  Ss  VM4>1

The question then is, whether this force equals the wave drag, or not. Using again equation (3.16), the
expression for Dx in equation (3.25) can be rewritten as follows,

S d )dS - I u
d S 

+ S udS + J (Pu + Q
u y

+ Ru.)dV. (3.26)
x u d> (d x-

This equation is similar to equation (3.17). The difference is, that the two spurious terms associated
with the excess mass cancel in equation (3.17), whereas they do not cancel in equation (3.26). Since the
creation of mass through artificial viscosity is by itself a spurious effect of the finite-volume dis-
cretization, the conclusion can he no other than that the spurious terms in equation (3.26) must be disre-
garded when it comes to wave drag. Hence, compare equation (3.18), also in the non-concervative case, the
wave drag is

Dw f f (Pd un Pdqn,d (U d - *u 
) )d S +  f  

Px
+
qy+Rzd.(3.27)

Ow -5( p- )n - u)dS (Pun + Qu + Ru.)dV. (.7
Ssa V M>I

The necessity to neglect the spurious terms in equation (3.26) has already been observed by Garabedian in
1976 (Ref. 2). More recently, in 1987, this observation was repeated by Ross (Ref. 15). The way of pre-
senting the above derivations has benifited from Ross's presentation in reference 15. A graphical pre-
sentation of the above derivations is given in figures 4, 5. For a more elaborate mathematical analysis,
see reference 16.

3.2 Reference artificial viscosity

Define reference irtificlal viscous fluxes b, Q, R hy retarding the mass flux nq in the supersonic
parts precisely against the flow direction. Then

(pq)retarded n Pq - (pq)SAs - Oq - p(1 - M2 )q, As. (3.28)

Here s is the streamwise coordinate and is is of the order of the local mesh size. In this case,

-E2 n(I - M
2
)q. 6s

q

-E-(VPO - M2 )q As (3.29)

q

-- ( - M2)q. As
q

A -All
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with c being a positive constant of order one in supersonic flow (MaI), and zero in subsonic flow (HaI).
Note that the artificial viscous fluxes P, Q, R according to equation (3.29) satisfy the requirement
(3.5). are zero on sonic surfaces, and can indeed approach finite values at the upstream side of shock
remainders where q. a 

"

In analogy with equations (3.18), (3.27), consider the quantity Pqx + Qqy + Rq . Using equation (3.29)
and the definition of q., viz.

q u v w (.0
qs =q.q 

+ 
Y q y 

+ 
!f q. (3.30)

it can easily be shown, that

(Pqx + Qqy + Rqz) - -cp(l - M2
) 

qs As > 0 (3.31)

in supersonic parts of the flow. This inequality in fact replaces the entropy inequality in Euler flow,
and is the mechanism that ensures the occurrence of compression shock waves only. The following may serve
to illustrate the point further.

Introduce the retarded density p satisfying

pq - (oq)retarded* (3.32)

Then, in view of equations (3.28), (3.29),

2
1 ( - M2)qs As, (3.33)

and the modified full-potentital equation (3.1) or (3.6) can be given the form,

(pu)x + (o)y + (ow)z - 0 . (3.34)

Similarly, using equation (3.7). the corresponding x-momentum equation can be rewritten as

(u2 + P). + (pvU)y + (Pwu)z - Pux + Quy + Ruz - kx --cp(l - M2)usqs As. (3.35)

Equations (3.34), (3.35) show that the solution of a finite-volume code using artificial viscous fluxes
P, Q, R can be interpreted as a fictitious real flow with velocities u, v, w, pressure p, and density p.
under the action of distributed forces k per uoit volume,

- -cp(i - M
2 
)q qs As. (3.36)

Note in particular, that it is precisely the force term in the right-hand side of equation (3.35) which is
responsible lor the Garabedian type contribution to the wave drag, compare equations (3.18), (3.27). Note
also, that ki is precisely the amount el stresmwise momentum that is being created in the fictitious flow
per unit volume. In supersonic parts of the fictitious flow, indeed

22

I't - -eo(1 - H )q As a 0, (3.37)

compare equation (3.31). Hence the streamwise momentum increases along a streamline in supersonic parts
of the fictitious flow, and this is in agreement with the fact that (compression) shock waves in mass-con-
serving full-potential theory are associated with an increment of shock-normal momentum if the shock-
normal points in the downstream direction and the shock is traversed from upstream to downstream. Outside

smeared out shock waves in the fictitious flow, q. - 111 and therefore IkI - OAs. Inside smeared out

shock waves, q. - O[As ] and therefore also [kl - O[As- 1. Since the 'thickness' of a smeared out shock

wave is of O(As], it follows that the gain in streamwise momentum over the smeared out shock wave is of
O(1] as indeed it should.

3.3 Implementation

In MATRICS, the artificial viscous fluxes are defined as

P - -ex sign [u] ! p (1 -?M
2
)qA

Q - -Cy sign [v] X p (1-H
2 
)q Ay (3.38)

yq y

R - -E. sign [w ! p (1 -
2
)q Ax

q

Here E., Cy. cz are positive and of order 0[1] in supersonic flow parts, and zero in subsonic flow parts.

Though P, Q, R can easily be seen to satisfy an entropy inequality of the form (3.31), it is also obvious
that the requirement (3.5) is not satisfied, whence the analysis in section 3.1 is not exact for HATRICS.

_ _ * A
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If a, m, o is a local orthogonal coordinate system, then

qa 12 131
alay c c a (3.39)

a /azj c3 2  c3 3 j a

and the following result can be obtained, compare equation (3.11).

Pqx + Qqy + Rqz = -o (I - M
2

) It 11 q2 Ax +e q2 Ay + E c qt 2.aS
q - yq y zq z

= -cp(l -
2 
)q

s2 
As + deviation term = Pq. + Qqy + Rqz + deviation term, (3.40)

if

cs - ex ( Jufb3Ax+ Ey)vQ)36y + t(LJ.) 36. (3.41)2 2

The sign of the 'deviation term' in equation (3.40), which contains terms with qsq, qq 5, m qn is in

fact uncertain and will be disregarded in the determination of the wave drag. Consequently, the Garabedlan
type contribution to the wave drag, i.e. the second term in the right-hand side of equations (3.18),
(3.27), will be evaluated using equation (3.41) to determine As for the reference artificial viscosity.
This has the advantage, that this contribution is to a certain extent independent of the specific details
of the artificial viscosity in different codes.

It was shown in section 3.. that streamwise momentum is being produced in supersonic flow parts as a
consequence of artificial viscosity. Here it makes no difference whether the flow accelerates or de-
celerates. However, since a smeared out shock wave is always in decelerating flow, all contributions to
the wave drag stemming from accelerating supersonic flow parts can be disregarded. This observation has
already been made before by Garabedian and McFadden (Ref. 3). Hence the wave drag formulas (3.18), (3.27)
are implemented in the adapted form, see equation$ (3.29), (3.30),

Dw - S (Pd - *pu)nx + Pdqn,d (ad - uu
)
1
d S 

- V cp(1 - M)uq s As dV. (3.42)

a Mll,qs<O

Note that the disregarded 'acceleration contributions' are of order OAs], compare section 3.2, and there-
fore vanish anyway in the limit of vanishing mesh size. Note also, that

U 2 qs + (2) q, (3.43)
a q 5 qs

whence ua and q. are likely to have the same sign in the supersonic parts of the flow where streamlines

are approximately in the freestream (x-) direction aid only weakly curved. This then illustrates the
strong point of Garabedian's and McFadden's work, viz. that an important contribution to the wave drag can
be determined by summing up (at least in many cases) only positive numbers, compare equation (3.31).

It remains to discuss the implementation of the first term in the right-hand side of equation (3.42)
i.e. the momentum production in the x-direction across shock remainders. For the capture of supersonic/
subsonic shock waves, MATRICS uses a Godunov type shock operator acting on mass-fluxes in primary cell
centres. Then the situation in the vicinity of the shock wave is as shown in figure 6. Here the cell
centre (i + , j + J, k + J) is the subsonic point downstream of the shock. The cell centres (i - J, j +
j, k + J), (i + i, j + I, k - i). (i + j, J - j, k + J) are approximately sonic and are therefore ap-
proximately located on the upstream side of the shock remainder. However, calculated flow quantities at
these latter cell centres are very inaccurate and sensitive due to 'differencing through the shock wave.
Consequently, flow quantities on the upstream side of the shock remainder are calculated e.g. as follows,

u W()i+j, j+j, k+i + (6)i-li, J+J, k+j I 
q
. (3.44)

5
i-i, JJ+, k+i q i

The implementation of the x-momentm production across shock remainders then becomes

i(Pd - *u)nx 
+ 

pdqn (u - du
) d S

Sdnd d uSs

I i{(pi+ , j+, k+j - p) + (eq)i+j, j+J, k+j i+i, J+" , k+ - _ J+, k+) x

(- ) AS 4
" (Pq) i+j, j+J, k+j (u i+, J+J, k+j - Uuui+j, J-J, k+j Y

+ eI klC 1 ,- a ) IS ., (3.45)

(Pq)i+j, J+., k+j (u/+i, J+1, k+l ui+i, j+l, k- j

where the summation extends over all subsonic points downstream of supersonlc/subsonic shock waves. In
equation (3.45), there is taken
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AsX  - (Ay Az) i+. J+j, k+i

ASy - (As Ax) +|, J+|, k+i (3.46)

ASz - (Ax AY) i+, j+j, k+j

3.4 First results

In order to illustrate a number of characteristic features of the above discussed method to predict
wave drag in potential flow, and to inspire confidence in its results, a number of experiments has been
carried out for a simple non-swept wing of constant chord and constant section profiie. The semi-wing
plasform is shown in figure 7. The aspect ratio of the full wing is approximately AR 0 5; the upstream
Mach number is M - .77; the angle of attack is a-6*. The section profile of the wing is the same sym-
metric profile as is used in the 'ONERA M6 wing' wind tunnel model, and consequently this wing will be
referred to as the 'M6 test wing'. Calculations are made using MATRICS in the fully-conservative as well
as in the non-conservative mode. For the fully-conservative case, the isobar pattern on the wing upper
surface is also shown in figure 7. As can be expected, the pressure distribution is almost two-dimensional
in the vicinity of the mid-span section. The pressure distribution for the mid-span section is shown in
figure 8 for the fully-conservative as well as for the non-conservative solution. It can be observed from
figure 8 that the mid-span section carries only one supersonic/subsonic shock wave with approximately the
same pressure (and consequently also approximately the same upstream Mach number) for both the fully-con-
servative and the non-conservative solution. Hence the situation is locally particularly well suited to
check numerical results against what must theoretically be expected. Evidently, the supersonic/subsonic
shock wave at the mid-span section is much stronger for the fully-conservative solution, and this should
reflect in the local contribution to the wave drag. An additional advantage at the mid-span section is,
that there the down wash is no doubt smallest whereas the strong shock wave is at its strongest. It can
then be expected that the local static pressure drag is only slightly higher than the local wave drag. All
calculations shown in figures 7, 8 were carried out on a computational grid involving 176 * 32 * 32 pri-
mary cells and are well converged. Since MATRICS is a multigrid code, the results for the corresponding
88 * 16 * 16 and 44 * 8 * 8 grids are also available. Note that the 176 * 32 * 32 grid is a normal pro-
duction grid for engineering applications.

The results obtained for the wave drag on the 'M6 test wing' can best be discussed in terms of a num-
ber of specified contributions. These are, compare equations (3.18), (3.26), (3.27), (3.42) and figures 4,
5.

w S f (Pd - pu)nx + Pdqn,d(nd - u )dS (SR: Shock Remainder) (3.47)
S

Dw0 - -G cp(l - M2) us q. As dV (G: Garabedian) (3.48)
VM>iqs<

, spur CP - M2)us q. As dV (G,spur: Garabedian, spurious) (3.49)spu VM ,qs>0

Dx - f M(u - u) dS (mass: excess mass in the non- (3.50)mass 0 conservative case)

Then
Dw - DwSR + DwG .  (3.51)

DWG,spur is a spurious contribution that tends to zero with vanishing mesh size. Dxma is a spurious con-

tribution that shows up in the static pressure drag Dp as calculated from surface-integration in the non-
conservative case, as a consequence of the excess mass created by the non-conservative finite-volume
scheme. Dx mas does not tend to zero with vanishing mesh size, but approaches a constant value. Quanti-

fication of DxmassiS straightforward. M can be measured by simply substituting the non-conservative

solution in the fully-conservative shock operators. Since R is in fact created at approximately sonic grid
points (e.g. the grid points (i-I, J+J, k+), (i+j, J+J, c-I), (i+j, J-j, k+j) in the example of Fig. 6),
it suffices to multiply the mass created at each such grid point with the local value of u - u. and sum up
the resulting x-momenta.

The results obtained for the 'M6 test wing' for the full wing as well as for the mid-span section are
summarized in table 1. First consider the results for the mid-span section in relation with the pressure
distributions of figure 8. On the 176 * 32 * 32 grid, the Garabidean type contribution to the wave drag is
slightly higher in the fully-conservative case (cdw - 367 counts) than in the non-conservative case
(cdwG - 320 counts), as suggested by the slightly higher upstream pressure in the fully-conservative case.
However, the contribution of the shock remainder is much stronger in the fully-conservative case (cdws -
434 counts) than in the non-conservative case (cdw - 126 counts), as indeed it should. In the fu1ly-
conservative case. the total wave drag (cdw - cdw R cdw - 801 counts) is indeed slightly lower than the
static pressure drag (cdp - 821 counts) as was expected gefore. In the non- conservative case, the total
wave drag (cdw - 446 counts), however, is considerably lower than the static pressu - drag (cdp -

641 counts); the reason is that the static pressure drag contains a spurious contribution (cdx
173 counts) due to the excess mass created by the non-conservative shock capture; therefore them,6ftic
pressure drag should be compared instead with cdw + cdx - 619 counts, after which the some tendency as
with the fully-conservative case is indeed observed. AoM' in the fully-conservative and in the non-con-
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servative case the spurious Garabedian type contribution (cdw , corresponding to acceleration, and
being of the order of the mesh size) can be observed to diminitU~s the grid gets finer. However, the

point where it halves upon mesh-halving is evidently not yet reached. This illustrates very clearly that
finer grids are required for really accurate results. How much finer the grids should be cannot be
estimated from the available results, and requires more elaborate convergence experiments. The situation
could be improved by introducing a second order accurate finite-volume scheme in supersonic parts of the
flow, away from smeared out shock waves. In particular, this would reduce the spurious Carabedian type
contribution.

Next consider the results for the full wing. The only difference with the above discussion on the
results for the mid-span section is in fact, that now the static pressure drag must be compared with the
total drag, being estimated here as the sum of the wave 'r-g and the indu:ed drag (CD a CDw + CDi).
Remarkably, it can P. observed that the difference betuee. the static pressure drag (C pt and the total
drag (CD ) in the fully-conservative case, respectively the sum of the total drag and the spurious drag
due to tfioetexcess mass (CDx ) in the non-conservative case, increases upon grid refinement. A possible
explanation is that true cRW'Virgence upon grid refinement is not possible in the tip regions for a CH-
topology grid, while this tip region has comparatively much influence with the present constant chord wing
of only aspect ratio AR a 5.

As an illustration of a more realistic application, the wave drag has also been calculated for the
'DFVLR-F4 wing' which is representative for a transonic transport wing. The flow conditions are M - .75,
o - .84*. The wing platform and the upper surface isobar pattern are shown in figure 9. The same case has
been the subject of an extensive accuracy study in the GARTEUR framework (compare Ref. 17). Calculations
have been made using MATRICS in the fully-conservative as well as in the non-conservative mode on a
176 * 32 * 32 grid, which is typical for engineering applications. As the flow is particularly three-
dimensional in character on the inner portion of the wing (compare Fig. 9), the fully-conservative cal-
culation was repeated on a 176 * 56 * 32 grid with improved spanwise resolution. The results are sum-
marized in table 2. Note that the wave drag in the non-conservative case (CDw - 27.5 counts) is slightly
lower than in the fully-conservative case (CDw - 29.0 counts) on the same 176 * 32 * 32 grid. This can
indeed be expected, because the dominating supersonic/subsonic shock wave on the outer portion of the wing
(Fig. 9) moves upstream and becomes weaker when going from a fully-conservative to a non- conservative
scheme (compare Ref. 17). However, if the spanwise resolution is improved on the 176 - 56 * 32 grid, the
wave drag in the fully-conservative case drops from CDw - 29.0 counts to CDw - 26.4 counts, which is even
slightly lower than the non-conservative value obtained on the 176 * 32 k 32 grid (CDw - 27.5 counts).
Note also, that in all three cases calculated, the spurious Garabedian type contribution to the wave drag
(CDwG,spur' corresponding to acceleration) is about 50 Z of the wave drag CDw. Like with the 'M6 test

wing' it is obvious from the results obtained, that further grid refinement is mandatory for accurate drag
prediction. Again, second order accurate schemes in supersonic parts of the flow, away from smeared out
shock waves, would improve the situation. Nevertheless, it is encouraging that the theoretical drag
balances CDw + CDi + CDw a CEp in the fully-conservative case. and CDw + CDi + CDx + CDwGn ur msas C sour
C~p in the non-conservacike case, are satisfied within 3 % of the total drag value CD . afinal foment

in view of the results obtained is the following. If in the non-conservative case ontthe 176 * 32 * 32
grid, the spurious drag due to the excess mass (CDx ) which appears as part of the surface-integrated
static pressure drag (CDp) would be counted as wave 9?g. this would lead to an (erroneous) wave drag of
CDw + CDx - 27.5 + 15.6 - 43.1 counts well in excess of the corresponding 29.0 counts in the fully-ass

conservative case. This would be in total disagreement with the pressure distributions in both cases which
indicate that tile fully-conservative solution with the stronger shock waves has the largest wave drag
(compare Ref. 17). This also underlines the correctness of Garabedian's point of view, that the spurious
drag due to the excess mass (CDX ) created with son-conservative schemes must be disregarded (compare
Ref. 2 and also section 3.1). mass

In completion of this section on first results, it seems appropriate to pay attention to the useful-
ness of the method described for predicting wave drag from potential theory to visualize where wave drag
originates in the flow field. A good illustration is the well known 'ONERA M6 wing' at M - .84. a 6 V
(Fig. 10) where a strong supersonic/subsonic rear shock and a much weaker supersonic/supersonic forward
shock appear on the wing upper surface. For the sections at 13 % and 39 % span the wave drag is visualized
in figure 11 by plotting iso-lines of the wave drag contributions in ea-h grid point expressed per unit
volume. The rear and the forward shock are clearly distinghuised. Note that the outer iso-line enveloping
each smeared out shock is taken to be the iso-line of zero wave drag contribution, signifying the boundary
between decelerating and accelrating flow. Note also, that in particular the iso-lines at the rear shock
show a typical zigzag behaviour which is apparently due to misalignment of the shock and the gridplanes.
Upon grid refinement this visualization technique might also be helpful in distinguishing between shocks
and isentropic recompressions.

3.5 Conclusions

A method has been developed to calculate wave drag in transonic potential flow. The method is based on
a generalization and extensi, of Garabedian's and McFadden's work (Refs. 2, 3, 4) where wave drag is
determined by volume-integration of the artificial viscosity. The generalization utilizes the concept of a
reference artificial viscosity which can be quantified for a particular full-potential code provided that
the structure of the artificial viscosity used for that code is known. This has the advantage that cal-
culated wave drag is to a certain extent independent of the specific details of the artificial viscosity
used in that particular code. Because artificial viscosity in full-potential codes is used only in super-
sonic parts of the flow, it was observed that supersonic/subsonic shock waves are not smeared out com-
pletely under the action of artificial viscosity. Rather, there exists a sonic/subsonic 'shock remainder'
that appears as a true discontinuity in the solution of the modified full-potential equation representing
the discretization. This shock remainder constitutes a substantial contribution to the wave drag that must
be added to the Garabedian/McPadden type contribution. The implementation of this extension and the above
mentioned generalization to a reference artificial viscosity were discussed for the NLR full-potential
code NATRICS.

I L A
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The method was demonstrated for fully-conservative as well as non-conservative capture of supersonic/
subsonic shock waves. Numerical examples for a simple non-swept constant chord wing and a wing represen-
tative for transonic transport aircraft show the correct tendencies in comparing the wave drag for fully-
conservative and non-conservative solutions. Also, the wave drag counts obtained have the proper order of
magnitude. Furthermore, it became clear, however, that finer grids than are currently being used in
MATRICS for engineering applications are mandatory for sufficient accuracy of the wave drag prediction;
this will require the computing power of modern super-computers. Second order accurate schemes in super-
sonic parts of the flow, away from smeared out shock waves, would improve this situation.

The method is useful to visualize where wave drag originates in the flow field and can be used to
distinghuish between shock waves and isentropic recompressions through a process of grid refinement.

The me'hod ca- be extejded to handle also quael Rankine-Hugoniot supersonic/subsonic shock waves
(compare Ref. 7) where the creation of excess mass in the shock wave is prescribed rather than spontaneous
as with non-conservative shock capture.
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SCHEME NON-CONSERVATIVE FULLY-CONSERVATIVE

GRID COARSE MEOIUM FINE COARSE MEDIUM FINE

cdwSR, SHOCK REMAINDER 72 94 126 135 348 434

CdwG, GARABEDIAN 146 269 320 64 254 367

CdWG, spurGARAB. SPURIOUS 81 68 42 84 76 46

Cdxm,, EXCESS MASS 76 145 173

cdw=cdWSR+CdwG,WAVE 218 363 446 199 602 801

cdp, STATIC PRESSURE 419 584 641 443 699 821

cdw+cdxma 294 508 619 Lj

SCHEME NON-CONSERVATIVE FULLY-CONSERVATIVE

GRID COARSE MEDIUM FINE COARSE MEDIUM FINE

CDWSR 40 47 65 63 165 205

COWG 69 144 180 57 140 189

CDwG,spur 62 54 35 66 60 39

CDxmau 42 89 104 _ _

COw = CDwSR+CDwG 109 191 245 120 305 394

COi 193 230 251 210 283 327

COtotg[CDw+CDi 302 421 496 330 588 721

COp 313 465 528 325 530 637

CDtot =CDw+CDxmas 344 510 600

COARSE 44 *8 * 8 MEDIUM 88 *16 * 16 FINE 176 * 32 *32

Table 1. Drag counts for the 'M6 test Wing' at U = .77, a = 6P

SCHEME NON- FULLY -

CONS. CONSERVATIVE

GRID 176*32*32 176*32*32 176*56*32

COwSR,SHOCK REMAINDER 7.7 10.3 8.0

CDwG, GARABEDIAN 19.8 18.7 18.4

CDWGspurGARA&SPURIOUS 14.4 15.7 13.1

CDx mas, EXCESS MASS 15.6

CDw=CDwSR+CDWG, WAVE 27.5 29.0 26.4

NON-CONSERVATIVE BALANCE: CDi, INDUCED 257.6 274.1 279.1
COP CDW CDi +CDWG spur+CDXmass WITHIN C~tota CDw+CDi, TOTAL 285.1 303.1 305.5

FULLY -CONSERVATIVE BALANCE: 3% COtot
COp 9COw 4 COI + CDwG, spur COP, STATIC PRESSURE 316.6 327.3 327.8

CDtot+CDxmas 300.7

Table 2. Drag counts for the DFVL-F4-wiog at MN,=.75, a =.Se

414.
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Fig. 1 The 'X-wind' concept in XFLO22
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Fig. 2 NLR XFL022 drag analyses for narrow-body tranmport configuration
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IRANGE OF EXPERIMENTAL RESULTS AFTER
SUB TRACTION OF WAVE DRAG

o EXPERIMENT
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Fig. 3 Comparison of experimental (wake rake) and calculated viscous drag
distribution for transport type wing
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Fig. 4 Wave drag build-up; fully-conservative
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Fig. 5 Wave drag build-up; non-conservative
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Fig. 11 Visualization of wave drag on two sections of the 'ONERA M6 wing' at M-=.84, a 60
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CFD METHODS FOR DRAG PREDICTION AND ANALYSIS CURRENTLY IN USE IN UK

by

P.R. Ashill
Procurement Executive,
Ministry of Defence

Royal Aircraft Establi- vment
Bedford MK41 6AE

England

SUMMARY

Compucational methods developed in UK for the prediction of the drag of aircraft
components at subsonic and supersonic speeds are critically reviewed. In many cases, the
flow modelling is found to be lacking in certain respects. Despite this, however, the
review suggests that these methods have a useful function both in the early stages of
aircraft design, when they may be used to study differences in the drag of various shapes,
and later in support of wind-tunnel tests as a diagnostic tool and also to 'extrapolate'
the data to 'full scale'.

LIST OF SYMBOLS

wing aspect ratio R Reynolds number based on streamwise
chord

c(n) local streamwise chord
S wing planform area

CD  drag coefficient based on wing
planform area T plane normal to free-stream vector

and downstream of aircraft
CD(n) local drag coefficient based on

local chord z distance normal to the wing surface

CDA drag coefficient based on surface a angle of incidence
area

A incremental part of
CDcowl cowl pressure drag coefficient

(Fig 24) n non-dimensional spanwise distance

CDS notional drag coefficient per SUFFIXES
surface = CD/ 2

BAL balance measured
CDF drag coefficient based on frontal

area B body alone

Cf skin friction coefficient based f skin-friction component
on free stream dynamic pressure

p normal-pressure component
CL lift coefficient based on wing

planform area TV trailing-vortex component

CM pitcning moment coefficient based V viscous or boundary-layer component
on wing planform area and mean
chord, nose up positive W wave component

Cp pressure coefficient WA notional wing alone

D drag far upstream

M free stream Mach number

MN Mach number of the flow component
normal to and just upstream of the
shock

1 INTRODUCTION

In the Technical Evaluation Report of the AGARD Conference on 'Aerodynamic Drag'
held at Izmir, Turkey in April 1973, it was concluded that 'a comprehensive drag predic-
tion method, valid for the main classes of aircraft and based entirely on theory, is not
likely to be possible for a long time to come'. Fifteen years later, the wholly theoreti-
cal prediction of aircraft drag to a satisfactory standard of accuracy Is still not
possible. However, this period has seen considerable progress in the development of flow
algorithms, notably for transonic flows, and a reduction in the cost of computations of at
least two orders of magnitude

2
.
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These developments have encouraged the increasing use of CFD in the design of
aircraft from the preliminary stages, through the development phase, to pre-production.
In the early stages, approximate CFD methods (eg inviscid methods) provide the project
engineer with simple tools for selecting suitable designs. Later, during the development
phase, increased reliance is placed on more complex CFD methods, including, for example,
viscous effects. Combined with data from carefully-conducted wind-tunnel tests, these
methods enable the designer to diagnose sources of excess drag and to predict the drag of
mod led shapes. Used in this way, the methods need only be reliable in their predictions
of small drag differences and thus it is not necessary for the flow modelling to be pre-
cise so long as the main features of the flow are represented. At this stage CFD also has
an important supporting role in the wind-tunnel tests for

(i) Establishing a basis for simulating full-scale flows in the wind tunnel and, where

necessary, extrapolating the tunnel data to full scale;

(ii) Calculating tunnel wall and model support interference.

Although the second application is important it is indirect and is not conitadered
further in this paper.

Finally, before production, it is necessary to guarantee performance predictions
from prototype flight-test data, and, in this phase, CFD has a possible role in the
interpretation of the flight test data. Again, however, this aspect is not discussed in
the paper.

This paper reviews current UK CFD methods for drag prediction. Where possible, the
predictions are compared with measurement; otherwise results of calculations are included
to illustrate the use of the methods in aircraft design. Because of limitations on the
length of the paper the review is not exhaustive but it is hoped that the paper gives the
flavour of UK activities in this field.

Following a discussion of general aspects of drag prediction in section 2, the
paper reviews methods for subsonic aircraft in section 3 and for supersonic aircraft in
section 4.

2 GENERAL CONSIDERATIONS

Two alternative procedures are available for obtaining drag from CFD predictions,
as shown in Fig 1; the first or 'local' method involves integration of the streamwise
contributions of the forces due to normal pressure and skin friction; the second is a
'field' method requiring an integration over a
plane normal to the free stream and downstream of Method 1 LOCAL'
the aircraft, 'T'.

The susceptibility of the 'local' method to CO E I Car
truncation errors is well known and results
obtained by this technique should always be CDPs0 £Id pdo (norma: pressure]
checked for the effect of grid spacing. The SJ
'field' method may also be sensitive to grid den-
sity but, as yet, there is little experience on
which to base a judgement of this procedure. Freestream ED, _ dy fdx (skin friction)

direction S I J
Investigating the drag of an aerofoil span

inferred from calculations by an inviscid Euler
code, Yu et al

3 
showed that both the 'local' and Ct - skmc frictn coefficent based on free-stream

'field' methods incorrectly gave non-zero drag for dynamic pressure

a subcritical flow. Lock' attributed this problem S wing area
to the generation of spurious entropy near the
leading edge. Thus it would appear that further
development of flow algorithms Is needed before Method 2 FIELD

the 'field' method can be used with confidence.
On the other hand, with possible enhancements in
mind, it may be noted that the 'field' method, I ,,u
unlike the 'local' method, does not depend Cp -V C - ydz
directly on details of the aircraft geometry and '' T ~ ' -
may thus find an application to the prediction of
the drag of complex configurations. suffix - refers to onditions

With the plane 'T' taken sufficiently far U X far upstream
downstream, the various terms in the 'field' T
integral may be expanded in powers of the pertur-
bation velocities (non-dimensionalistd with Fig.I Two methods of determining drag
respect to free-stream speed). Lock showed that,
to an order of approximation that is adequate for
subsonic transport aircraft at cruise conditions, this expression reduces to the classical
'far field' integral which can be divided into three components as shown in Fig 2.

& 4?
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Lock4 observed that the
drag components of wings could
be determined most conveniently DRA
and accurately by relating flow
conditions at 'T' to those on or
near the wing. The three drag
components are treated as follows:

(a) Wave VORTEX viscous WAVE

On the reasonable assump-
tion that the flow downstream of
all the shocks is isentropic and
adiabatic, wave drag is determined
by the reduction in total pressure
across each element of the shock
system. This statement has no
meaning for potential flows but
methods have been developed in UK
for inferring wave drag from
potential-flow solutions. A Fig.2 Far field analysis of drag of wings at subsonic speeds
method for aerofoils at subsonic
free-stream speeds due to Billing
and BoccI5, which has led to the development of the computer program known as MACHCONT,
relates each element of the shock to a Ranklne-Hugonlot shock of the same strength, le
having the same Mach number normal to and just upstream of the shock, MN . Billing and
Bocci also assumed that the local flow Is normal to the shock. This assumption Is reason-
able for Inviscid flows at high subsonic speeds but, in viscous flows, where the Inter-
action beween the shock and the boundary layer causes the shock to be oblique near the
aerofoll surface, the method probably overestimates wave drag.

This approach has been generalised to wing flows by Allwright6 except that, In his
method, no assumptions are made about the direction of the flow just upstream of the
shock.

In eases where detalis of the flow field are not known or a rapid indication of
wave drag is needed, a simple method due to Lock4 is useful. In its two dimensional form,
Lock's approach is similar to that of Billing and Bocci except that it uses the assumption
that the shock wave lies along the normal to the aerofoll section contour. With this
assumption and by retaining only the first term in the Maclaurin expansion with respect to
distance from the aerofoil contour for the gradient of shock-upstream Mach number MN
normal to the aerofoil contour, Lock obtained the following expression for wave drag

DW CDWc = 0.243 1i + 0.2M2)
3 

(MNO- 1)4(2 - MNO (i)
q kw  M I2

MNO(l + O.
2
MNO)

Here M is free-stream Mach number, kw is the local curvature of the aerofoll
section at the foot of the shock, defined by the suffix 0 , and q is free-stream dyna-
mic pressure.

Equation (1) implies that, for a given value of MNO , section wave drag in Lock's
approximation depends only on the local radius of curvature l/kw . This is an
appropriate length scale so long as either (a) the aerofoil curvature changes slowly
upstream of the shock or (b) the height of the shock penetration into the field is small
compared with /kw . Thus for wings with both a surface urvature that changes rapidly
with streamwise distance and a strong shock, Lock's method may be expected to give
inaccurate predictions of wave drag (see section 3.2).

Since Lock's method utilizes the assumption that the shock is normal to the aero-
foil contour and is based on wing surface curvature, it does not include the effect of the
viscous/inviscid interaction between the boundary layer and the shock.

Lock modified equation (1) to allow for wing sweep by using the assumption that, at
each wing section, the flow is identical to that over an infinite yawed wing having the
same sweep as the shock.

The determination of wave drag from solutions of the Euler equations Is less
straightforward than It first appears. As noted above, spurious entropy Is invariably
produced upstream of the shock from areas such as the wing leading edge where there are
rapid changes in shape along the wing chord. Thus wave drag calculations based on the
field method can be significantly in error. Attempts to Infer the wave drag from the
entropy rise across the shock are complicated by numerical errors in the region of the
shock. Methods of dealing with this problem have been discussed by Sells and Lock

4
.

(b) Vortex

In order to have any reasonable prospect of calculating this component directly, it
Is necessary to ignore the rolling up of the trailing-vortex sheet. Considerable
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simplification Is also possible if the downward inclination of the sheet is ignored, the
resulting expression being the classical contour integral around the vortex trace in the
Trefftz plane. This approach is probably adequate for high aspect-ratio wings at low to
moderate lift' (CL • 0.5) but for low aspect-ratio wings at high lift it must be of
questionable accuracy.

(c) Viscous

In two-dimensional flows, viscous drag may be inferred from the solution for the
viscous wake far downstream but this would not seem possible for flows over finite wings
because of complications arising from wake-edge conditions . Therefore, for wings, or if
an accurate solution is not available for the viscous wake in two-dimensional flow, an
extended version of the Squire/Young formula allowing for compressibility and wing
sweep4

.8 
may be used.

Unless otherwise stated, the 'far-field' method is used in drag predictions
discussed later. As shown in section 3.2, this simple framework for analysis appears to
be justified for subsonic transport aircraft at cruise conditions. For flows with power-
ful interactions between the viscous shear layers, the shock waves and the trailing vor-
tices, a decomposition of this kind is no longer valid and the scope for diagnostic
studies accordingly limited. Furthermore, overall drag would then have to be calculated
using either the 'local' or 'field' methods with all the difficulties that implies.

3 METHODS FOR SUBSONIC AIRCRAFT

3.1 Aerofoils

Methods for aerofoils are viewed in UK as a first step towards the development of
satisfactory flow algorithms for wings and, as such, have been used to test ideas on
various aspects of flow modelling. However, aerofoil methods have progressed to the point
of being powerful design tools in their own right and are currently used for tasks such
as:

(i) selection of wing sections;

(ii) design of fl~ps and slats; and

(lit) extrapolation of tunnel data to 'full scale'.

The majority of the methods currently in use in UK (Fig 3) are of the
vlscous/inviscid interaction type in which calculation of the two parts of the flow is
performed interactively and iteratively to numerical convergence. A number of numerical
schemes are used namely Direct (which is only suitable for attached flow),
Semi-Inverse (SI) (which may be used for separated a) Low-speed methods
flows) and Quasi-Simultaneous (QS) (which is ALGORITHMS
equally effective for both separated and attached CODE ORIGINATORS INVISCID -(COUPuNi VISCOUS
flows). Full details of these schemes are given a S
in the review by Lock and Williams

9 .  
SIVP Williams Source panel ?l)- LE method

In the remainder of section 3.1, the HILDA Neoling1' ditto -(direct) LE methodButter & plus Irwin smethods summarised in Fig 3 are reviewed, methods Williams 14 or Cross"
for low speed (and high lift) being considered in method or
section 3.1 .1 and techniques for high subsonic FELMA King & Finite element soltn. merging wakes
speeds in section 3.1.2. Williams'9 of fll potential (Q oh

3.1.1 Low speed

UK methods for calculating drag and maxi.mum
lift of aerofoils at low free-stream speeds may be b) High-speed methods
summarised as follows:

VISTRAN Frmin & Finite difference-Wirect)
(i) SIVP (Semi-Inverse Viscous Program) Jones 2 son of tran-

sonic small
perturhation eqm.

This methodi
0 

is restricted to single aero- pruai__

foils, and, as its name suggests, utilises an SI
scheme, with a surface-singularity technique for
the inviscid flow and integral methods for the VGK Coltaer & uasi-conservative LE method
shear layers. The turbulent boundary-layers are Lock Pr finite difference - (direct)-soltn, of full
calculated by the lag-entrainment method

l 
while potential eqn.

the laminar layers are computed using a
compressible version of Thwaites' methodl

2
.

Further allowance is made in the turbulent BVOK Ashill. Wood ditto .(sII_ Modified
boundary-layer calculation for the effect on skin & Weeks 13 LE method
friction of low Reynolds-number (ie a local value
of momentum-thickness Reynolds number, R e , less BAe Doe. Paganol :inite molume
than about 1000). However, Re is not allowed to fuler & Broom to so.tm., Euler -Sl- ditto

fall below 320 just downstream of transition, code equatioms
since this a natural limit for a fully-developed
turbulent boundary-layer. In addition, the secon- ILE = Lag Entrainment
dary influence of flow curvature on turbulence

structure is included in the 'lag' equation. Fig.3 U.K. CFD methods for aerofoil drag prediction
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Finally, the standard shape-parameter relationship
l1 

is replaced by one that is more
suitable for separated flows

9
. No allowance Is made for the 'higher-order' effects in the

streamwise momentum equation due to normal pressure gradients and Reynolds normal
stresses. The latter 'higher-order' effect, which is the more important of the two, is
not included because correlations of it

13 
are of doubtful validity for flows with exten-

sive regions of separation.

While the method gives 2.0 R = o 4.7 0 2.0 R/ . 0
close predictions of maximum lift, EL ? " /
as illustrated for two different 1.6 1.6 -aerofoils in Fig 4, it predicts / /°a >
much lower drag than that measured [
on the aerofoil GA(W)-2 (Fig 5). 1.2 /01.2 /
This discrepancy might be
explained by results of calcula- -/--- l 0 . ivisdd
tions which suggest that the tran- 0.8 08 __ eE3PerimeiI
sition trips used in this [ [ xSlVp[ sl '
experiment were not adequate over

the entire range of incidences 0.4 0.4
tested

9
. The neglect of the

Reynolds normal-stress term men- 0 0
tioned above may also be 0 4 8 12 -16 0 4 8 12 16 - 20
significant. (a) NACA 4412 (b) GACWI-2

The viscous 'package' in
this program has been written so Fig.4 Variafion of lift coefficienf. CL, with angle of scidence. a.
that it can readily be coupled for two aerofoi[s
with other inviscid methods, and
it has also been used in the
FELMA and British Aerospace (BAe)
Euler codes described later. 0.03
(ii) HILDA (High Lift Design and Analysis) ED

0.02

Developed to calculate flows over multi-element
aerofoils, this method

14 
uses the Direct coupling

scheme of the earlier MAVIS1
5 
(Multiple Aerofoil

Viscous Iterative System) program but has an improved
surface-singularity method for the (incompressible)
inviscid flow

16
. As in SIVP, the turbulent boundary- -0.8 -0.4 0 0.4 0.8 1.2 CL 1.6 2.0

layers and isolated wakes are calculated by the lag-
entrainment method. No allowance is made for
'higher-order' effects in the streamwise momentum Fig.5 Variation of CO with CL for GA(W)-2
equation but a correction for the influence of low aerofoil, R = 4.3 1 106
Reynolds number on turbulent skin-friction is included.

Merging of the wakes from upstream elements with boundary layers is calculated by
the integral method of Irwin

17 
and more recently by a method due to Cross

1 8
.

Since the Direct scheme is used, the method fails where separation occurs and thus
bubble separations occurring in re-entrant or 'cove' regions are empirically modelled.

Predictions of lift and drag for a three-
element aerofoil are shown in Fig 6. The viscous-
induced loss in lift is well predicted for angles 5s:
of incidence, a , up to 20

° 
but, at higher S 

20
"

angles, the flow separates on the main aerofoll
and consequently the method fails. In Ref 9 it is
argued that the good agreement between calcula- - lnviscid
tions and measurement at a - 20' is to some extent -I-HILDA
fortuitous, the lift on the main aerofoil being Experiment
overestimated while the lift on the other two ele-
ments is underestimated. 4.4

EL
The estimates of drag are far less satis- 4.0

factory especially as the stall is approached. As Ao
well as the omission of 'higher order' effects 3.6
referred to above, possible reasons include the /0
lack of compressibility effects in the calculation 3.2
of the Inviscid flow and the inadequacy of the / /

°

modelling of the aerofoil wake in the region of 2.6
high flow-curvature above the flap. 2.
(i) FELMA (Finite Element Multiple Aerofoil) 2,0 1 1

As implied above, compressibility can exert 0 4 8 12 16o-20 0 0.02 006 CD

a significant influence on low speed flows over
multiple-element aerofoils at high lift par-
ticularly where the flow accelerates to high
speeds locally, eg at the leading-edge slat. Fig.6 Variation of lift with angle of incidence and
FELMA

19 
represents compressibility in the inviscid drag for a multi-etement aetofolL

flow by solving the exact potential equation



6-6

numerically by a finite-element technique. As noted previously, the viscous shear layers
are calculated by the method used in SIVP but, in contrast to HILDA or MAVIS, FELMA does
not represent the merging between wakes and boundary layers. The option is provided to
use either SI or QS couplings, allowing flows with separation to be calculated. Of the
two schemes, QS is the more efficient, being faster than SI and not requiring a switch from
Direct coupling for the attached portion of the flow .o SI coupling in regions of
separation.

Comparisons of predictions by FELMA and
measurements of lift and drag are shown In Fig 7 -- Viscou FELMA
for the NLR 7301 aerofoil/flap configurations 1
and 2, having, respectively, flap gaps of 2.6% 0 Experiment
and 1.3% basic aerofoll chord. The calcuItion of 4.0
maximum lift is in reasonable accord with measure- CL 0.07
ment for the larger of the two flap gaps but for 3.5 0/0
the smaller gap the maximum lift is overestimated, / .0
possibly because an observed interaction between 30 0 005
the aerofoil wake and the flap boundary layer is
not represented in FELMA. 2.5 00 0.04

2. 0 00 0While some encouragement can be drawn from 00.0

the drag predictions in Fig 7, it should be noted 002
that the NLR configurations are somewhat idealised 001
in that-they do not represent a 'cove' on the main 0 4 8 12 16a.20 6 6 10 12 14,.16
aerofoil. It remains to be seen if FELMA offers
improved accuracy over that of HILDA for more Configuration 1(2.6% gap)
practical configurations where the merging of 4.0
wakes from upstream elements and boundary layers CL / 0.07

may be an important feature of the flow. 3.5 // 0 06 |

Overall, the present situation In UK as 3.0 /So0
regards the prediction of drag of high-lift aero- 2.5 00

foils is not altogether satisfactory. There are 0 0.04 /
reasons to believe that this arises because of 2.0 0 0

defects in the modelling of the wake of the main 0 0.03 -
aerofoil in the region of high flow-curvature 1.S 0,01
above the flap. In this region both streamwise 0

and crosswise pressure gradients are large and 0 4 8 12 .16 20 6 8 10 12 .14 16
hence the flow there is highly elliptic in a a

character. Thus, in order to achieve the required Configuration 2 (1.3% gap)
accuracy, it may be necessary to use one of the Fig.7 Lift and drag versus incidence. NLR two element
new generation of methods for solving the (erst/Rap) csnfigsrations, R = 2.5 106,
Reynolds-averged, Naviers-Stokes equation

20
. How- M = 0.185

ever, these methods will only be able to provide
the necessary accuracy if turbulence models are
found which are suitable for highly-curved wakes

1 9
.

3.1.2 High speed

Because of the importance of being able to estimate accurately section drag for
transport-type wings, emphasis has been placed in UK on the development and validation of
transonic-flow codes (Fig 3). Methods currently favoured include those based on the
assumption that the inviscid flow is potential and others in which the Euler equations are
used to simulate the 'outer' flow.

(1) Methods using potential-flow approximation

The code VGK
2 1 

has been the mainstay of wing section design and analysis in UK for
over ten years, having superseded the transonic small-perturbation code VISTRAN

2 2
. VGK

couples, in the Direct way, a numerical solution of the full-potential equation with
integral methods for the shear layers, the laminar and turbulent layers being calculated,
respectively, by Thwaites method!

2
, extended to allow for compressibility, and the lag-

entrainment method l
.

In general, VGK gives satisfactory predictions of drag for attached flows but,
where flow separation is approached, the method underestimates drag by a significant
margin as shown later. The cause can be traced, in part, to the neglect of 'higher order'
effects in the streamwise momentum equation and in the matching between the viscous and
inviscid flows. A revised version of the program, known as BVGK, has therefore been deve-
loped

1 3 
including these effects together with corrections to the lag-entrainment method

similar to those in SIV' described previously. (A slightly different shape-parameter
relationship from that of SIVP is used which is considered to be suitable for flows with
trailing-edge separation).

Drag is calculated in BVGK by both the 'local' and 'far-field' methods. However,
for reasons given in section 2, the 'far-field' method is generally preferred, and predic-
tions of drag by BVGK and VGK shown later have been obtained in this way, using MACHCONT
as the subroutine for wave drag.

Examples of predictions by VGK and BVGK of overall forces and pitching moment are
shown in Fig 8 for a series of 14% thick aerofoils with relatively-large rear loading.
This figure is taken from Ref 23 where details are given of the aerofoils and the wind
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tunnel measurements used in the assessment of CFD voX
methods. Here it suffices to note that, at the 120.1 -Cv
lower of tpe two chord Reynolds numbers, .- I °005R=6 o 10b, flow separation is calculated by BVGK 0.8! S i RA
to occur on the upper surface of three of the CA
aerofoils, RAE 5225, 5230 and 5234, the chordwise
positions of the separation point being at 99%,
95% and 98%, respectively, for CL = 0.. Hence
these flows present a challenge to CFD methods for
predicting drag. 0.8 ,-

CL Il
Fig 8 reveals that the predictions of drag 1 5

by BVGK are in good agreement with measurement for 0.4
flows with weak shocks at both Reynolds numbers.
Therefore, by implication, BVGK predicts accura- li lt
tely the differences in drag between sections at a " 10 0 ,o5
given Reynolds numbers and between Reynolds num-
bers for a given section. The improvement in 0.8 - -4

agreement with measurement compared with the pre- CL 41' .
dictions by VGK is especially evident at 15234
R = 6 x 10 , where, as noted before, separation is 0."
calculated to occur on the upper surface of three
of the aerofoils. However, the drag estimates by ,J C-
BVGK are less satisfactory where there is signifi- . _ C0.10
cant wave drag (ACDW > 0.001). Two possible
explanations are given in Ref 23, one related to .0 L R

the fact that MACHCONT assumes that the local flow 0.6- RAI

is normal to the shock wave and the other to the 023tndency for BVGK to underestimate the rear0.

loading for flows with significant rear separation 02
(notably RAE 5230). A study of possible causes J --7
for the latter effect suggests that the correction - 07 90 0 0 20 0 600
to turbulence structure for flow curvature is of Fig.8 Lift. drag and pitching moment curves M 0135
doubtful validity for separated flows and is pro- R 6 - 106 & 20 - 108 (17.7 . 10' RAE 5230)
bably best ignored in such cases. The result of neglecting this correction is shown in
Fig 8 for RAE 5230, the modified calculation being referred to as -CURV. The Improved
predictions of rear loading with -CURV lead to estimates of pitching moment and drag at
the 'drag rise' condition in better agreement with measurement.

A version of VGK is available with allowance for wing sweep. Known as SWVGK, this
method

26 
represents the influence of cross flow on the shear layers but does not include

effects allowed for in BVGK, which are known to become important for unswept aerofoils as
separation Is approached.

The accuracy of the predictions by this method and also by VGK and BVGK of drag
differences between sections and between Reynolds numbers have been studied by comparison
with data from a panel wing swept at 25. In this assessment, the effect of sweep on drag
in VGK and BVGK is allowed in a simple way as discussed in Ref 23 which also describes the
aerofoil sections and the wind-tunnel tests. Here it may be noted that (a) section drag
was determined by the wake-rake technique and (b) the wing was cylindrical, of sym-
metrical section and was tested at zero lift.

Comparisons are shown in Fig 9 between pre- VGK

dictions and measurement for the difference in the - BVGK
notional drag-coefficient per surface CDs = CD/

2  
o Experimen-

between the two sections RAE 5237 and 5238 over a No converged solution
obtalnable from SWVGK

range of Mach numbers. These sections are related above this Mach No. for
through calculated boundary-layer characteristics RAE 5238

close to the trailing edge to the unswept aerofoil ACD =COo)s2, -ICOsl5 0,
sections RAE 5225 and 5230 (see Fig 8). Of the R= UL
three methods, the best agreement with measurement o.ooo04
Is obtained with BVGK, suggesting that the effects Cs R 1. 10,

shown to be important for unswept aerofoils as
separation is approached have a similar signifi- 0.0002

cance for wings of moderate sweep.

The effect on the variation with Mach 0.6 07 M 0.8
number of the drag coefficient CDs of changing 0.0006 -~i

chord Reynolds number from 6.5 x 106 to 14 x 106 ao R 71'
is shown in Fig 10. Again, the closest estimates 0.000
of this change are obtained with BVGK and this
figure taken together with Fig 8 shows that BVGK
has a potentially-useful role in the extrapolation 0.0o00
of wind-tunnel data to 'full scale', at least for
wings of moderate sweep and high aspect ratio. 0

(n) Metodsbaed n te Ele eqatinsVI0.8 0. 1 0.8
(II) Methods based on the Euler equations Fig.9 Notional drag per surface of RAE 5238

relative to that of RAE 5237. swept
A code for the numerical solution of the panel model

Euler equations based on the finite-volume method
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of Jameson et a1
2 5 

has been written at BAe
Filton

2 6
. To permit detailed comparison with

experiment, allowance has been made for viscous
effects via the method due to Williams

1 0

ie, using an SI coupling and including certain
'higher-order' effects. Drag is computed using --swvoK
the 'far-field' method, the wave drag being -BVGK

inferred from the loss in total pressure across Experiment

the shock in the way suggested by Sells
7
. Noco.trqd solution obtainablefrom SWVGK above this Mach No.

Only limited comparisons with measurement
have been published but these indicate that the 4CIs (CDs),_SC~o

method gives accurate predictions of drag for the
sections RAE 5225 and 5230 at high Reynolds number 00010
(Fig 11). b1s

Recently, Hall
2 7 

has developed a multi-grid 0.0008

scheme for solving the Euler equations which, when
combined with techniques similar to those men- 0.0006 o- .
tioned above for solving the shear-flow equations,
promises a method for calculating viscous tran-
sonic flows ove, aerofolls that can represent 0.0004

shock waves accurately while being no more costly
to run that BVGK. 0.8 M 0.9

Johnston
2 8 

has described a method for
solving the Reynolds-averaged, Navier-Stokes Fig.10 Differences between notional drag per
equations for the transonic flow around aerofo s surface at two unit Reynolds numbers.
which is based on the work of Weatherill et at R = 6.S 10' and R 14 101. RAE
for multiple aerofoils. In this method, Reynolds 5238
stresses are modelled using the eddy-viscosity
hypothesis combined with an algebraic turbulence-
model. Thus the method is probabl' not reliable
for predicting drag for cases with cgions of
separation near the trailing edge such as those
considered previously.

3.2 Wings

UK methods for wings are either inviscid or

are of the viscous/inviscid interaction type. The
viscous versions of these methods are not as
advanced as those for aerofoils in the treatment
of effects which are significant for flows that
are close to separation and consequently cannot
yet predict the drag of modern wings with the
accuracy demonstrated in Figs 8 to 11. Generally, RAE 5205

the viscous versions use Direct coupling, although R 20. 10'

SI coupling is employed in an apposoximate way in 010 -BA, toii~e method0
one method (see later). Despite lacking the accu- o 0 OExperiment
racy of the aerofoil methods, wing techniques,
used with caution and experience, are invaluable 0009

aids to design, providing the facility to identify I00 0

and minimise three-dimensional sources of excess
drag. 0.006

Fig 12 tabulates the methods. Of the panel
methods,

2 
,30,3

1
,32 that due to Petrie

3 2 
(SPARV)

appears to be the most used and is the subjIect of 002 0.A 0A 0.1 CL 0. 00
continuing development. Allowance is included in

this method for the effect of wing boundary layers
3 3

. 0.011
The inviscid transonic, small-perturbation method RAE 5000
of Albone et al

3
4 with viscous effects incor- CC R=17.7 - 10

porated by Firmin55, is now largely superseded by 0

the more accurate full-potential and Euler
methods. The full-potential method of Forsey and 00

Carr
3 

(FP) has been used for several years and is 000°°
generally regarded as a good example of a method 000
of this type. A version of the method, due to
Arthur,

3 7 
is available with allowance for viscous

effects (VFP). Finally, BAe Filton have V 0.2 0.3 04 0.5 06 CL 07
programmed a three-dimensional version of the
Euler method referred to in section 3.1.2; in this Fig.11 Variation of drag coefficient with lift
method

2 6
, the shear layers are calculated on the coefficient. M 0.735

assumption of planar flow at each streamwise sec-
tion with the solution coupled to the inviscid-
flow solver by an SI scheme.

Few results of comparisons of drag predictions by these methods with wind-tunnel
experiment are available for publication, and consequently the remainder of the section is
concerned with methods of analysing the drag of wings from information provided by the
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codes based on the classical 'far-field' approach described in section 2. Results of ana-
lysis are presented to illustrate the power of this approach in identifying sources of
excess drag.

.1 Panel methods
An analysis of drag is shown for a mVtSCm viSCOuS

wing/body suitable for a transport aircraft O2iiAORS 2 LRfifH ALGORITHM
comprising a wing of aspect ratio 8, with a Roberts & Run i: i-cubic splae P.O. Smith, 30 'o
leading-edge sweep of 28"* and a trailing edge panels and source integral entrainment
sweep outboard of the trailing-edge crank of 14' distributions boundary layers only
(Fig 13). In addition, a study of wave drag is
presented for a wing representative of that of a
subsonic combat-aircraft having leading and Hunt & Semple Source panel
trailing edge sweeps 39' and 15' and an aspect vortex surface
ratio 3.3. Petrie" Source patch and Cross

ring vortex (SPARVI
(I) Transport aircraft configuration b) Field methods

Comprehensive CFD calculations are not Albone. Hail & Transonic small P.D. Smith. turbulent
available for this configuration and so the analy- Joyce u perturbation boundary layers
sis is performed using wing surface pressures Firmin

1 5  
and wake

measured on a complete model
s
. Limited calcula-

tons -6 wing pressures for this configuration by
both the BAe

2 6 
and VFP

3 7 
codes have been found to

be in reasonable agreement with measurement (made Forsey & Carr Pull potential ditto
in the latter case on a related half model). Arthur

1
'

The form of analysis is illustrated in
Fig 14. The body-drag coefficient CD8 is deter-
mined from tests on the body alone, thereby So., 2, Euler Strip treatment using
avoiding the difficulty of determining sting Pagano & Bron ib BR. Wilams'- 20

viscous package with
interference. Note that, in choosing the ordinate'hiher-order ettectofor this figure, use is made of the fact that the

vortex drag is close to the minimum value for a
planar wing by subtracting from the drag coef- Fig.12 U.K CFD methods for wings

2
ficient CLBAL/n1A, where 9 is wing aspect ratio
and suffix BAL refers to force-
balance measurement. The small
excess vortex-drag coefficient.

ACDTV = CDTV - CL
2

/WA 09

is determined from the measured
span loadings using the classical
Treffz-plane method referred to in
section 2. Two alternative .62
vortex-trace models have been con- ==7" °'
sidered, one allowing for the body n "°"
in a simple way and the other o.O
representing the trace as a planar W
slit of the same span as the wing.
The latter model was chosen for
the analysis on the basis that it nu.

yields values of overall lift in
closer agreement with the balance- Fig.13 Planform of wing W4 showing pressure-plotting stations

measured values than those of the No
other model. However, the excess vortex drags
iven by the two models do not differ by much

(ACD  0.0002) suggesting that, where overall oo

lift is known accurately from some other source c,
(in this case the force balance),. the drag 1,0

analysis is not sensitive to the shape of the
vortex trace. - -

Calculated values of ACDTV are shown in
Fig 15 plotted against lift coefficient for
various Mach numbers. Except where there is a
rapid increase in vortex drag with lift, the c.,
excess vortex drag varies slowly with both lift
and Mach number, the sudden increase being attri-
buted to the loss in lift on part of the outer loo

wing following flow breakdown. so
Except in special cases, the integrand of

the vortex-drag integral or 'local' vortex drag
cannot be related to sectional drag; however there o

is a direct relationship between 'local' vortex
drag and span loading, and, in the present case, o, D2 0 os cc on
the cause of the non-zero excess vortex-drag is
that the outer wing is relatively lightly loaded
compared with the ideal elliptic loading. Fig.t Analysis oP d,&q. M S 0.7b
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As is well known, the vor-
tex drag of wings with non-planar
vortex traces (eg wing/winglet
configurations) can be below the

minimum for planar wings of the
same span, and a technique for 0,
calculating the minimum vortex
draiL of non-planar configuration
has been programmed by Isaacs

3 8
.

As noted in section 2,
viscous drag is inferred from
boundary-layer quantities at the
trailing edge using an extended
version of the Squire-Young
formulas. The turbulent boundary-
layers are calculated using the 0 , 0 00 o 

measured pressure distributions o 2 6 a , c,.-.io'
and an 'infinite tapered wing' Fg15 Excess, ortex drag

version
3
9 of the lag-entrainment method. Comparisons with the potentially, more-accurate,

three-dimensional of Smith4O suggests that the 'infinite tapered-wing' method simulates
adequately three-dimensional effects in the present case except close to the tip and the
root.

Typical spanwise distribu- 0.so

tions of local viscous-drag coef- ,0
ficient CDV(n) are illustrated in .... ,'2 . . 0

Fig 16, for M = 0.78. The D 172
relatively-large increase in local loo
viscous-drag coefficient on the _
outer wing as lift coefficient
increases from 0.42 to 0.55 is 6o *6

consistent with the growth in c,,,o''--
shock strength with lift and the .
consequent thickening of the 62
boundary layer downstream of the o11

shock on this part of the wing. C,.

The magnitudes of the local lo
contributions to overall viscous
drag are indicated in Fig 16 by
CDV(n)c(n)/c , where e is local
streamwise chord and c is 02 o 0 0. 0

geometric mean chord. Fig16 Spanwise vanrion of ,iscous drag. M 078

In the absence of flowfield
information, wave drag has been
calculated by Lock's method

41
. It will be recalled from section 2, that, in this method,

the variation of shock strength with distance normal to the wing surface is determined by
wing streamwise curvature and static pressure at a point just upstream of the shock. This
is equivalent to ignoring the effect on flow curvature of the boundary layer and assuming
that the strength of the shock in the field is unaffected by the variation of surface cur-
vature along the chord upstream of the shock. These aspects are considered again in the
second example in which there is a rapid variation of streamwise curvature ahead of the
shock on part of the wing. However, in the present case, the curvature of each wing sec-
tion is close to a minimum in the region of the shock.

Spanwise variations of the local wave-drag
coefficient CDW(n) calculated by Lock's method are I80
shown in Fig 17 together with the local contribu-
tion to wave drag CDW(n)c(n)/& for M = 0.78. The 160
contribution to wave drag of the part of the wing -CDv,) .

10
'

inboard of the trailing-edge crank is seen to be 140 19--Cw 0'
relatively small, with most of the wave drag ori-
ginating from a region Just outboard of the crank. 120

Ct 0.66--,

Both local viscous and wave drags have been 100-
integrated across the wing span and have then been
combined with vortex drag and body drag as shown 80
in Fig 14g to give overall drag. Comparisons bet-
ween 'calculated' and measured overall drags are 60
shown in Fig 18 and indicate that, for subcritical
flows or in the region of minimum drag, the 40 ,

'calculated' drag coefficient Is lower than the B Cdy, ,
measured value by an amount which varies between 20 B fs/de

0.0004 at M - 0.6 and 0.0008 at M = 0.8. Although ,_ _
in less good agreement with measurement than BVGK 0 0 001 0.4 0.0 0.8 0.7 08 0.9 1.0
is found to be for a series of aerofoils (Fig 8),
these estimates are encouragingly close to
measurement and show that the 'far-field' method Fg.17 Spanvise distribution of normalised local
has a useful role to play in the analysis of drag wave drag coefficient M 0.78
of wing/body configurations suitable for transport
aircraft. A study of the sources of the
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discrepancies
8 

suggests that the errors can be 0 o C-,f
largely explained by flow features not represented , -w,
completely in the analysis including: 0 / - ca,

'e 20 / - .
(a) wing/body, boundary-layer interference; ? o o/

(b) flow curvature and Reynolds normal stresses o 0 0 / o
in the turbulent shear layers; and / 00000 /AzoI°-- o 0 0 o1

(c) transition-trip drag. o2 0/0

Fig 18 reveals that the differences between 1/ / /

'calculated' and measured drags decrease as wave 0 o 0

drag increases for Mach numbers in the range 07 0

to 0.81. The most likely explanation for this is 0 0oj
that Lock's method overestimates wave drag, since ,60
it is unlikely that the estimates of the other two 0 .o 0o C 7/
drag components become more accurate as shock s0°e°0°0.0- -
strength increases. On the evidence of studies of 140 . 0/
inviscid, two dimensional flows it is stated in 00 o o0 o o / o
Ref 40 that estimates by Lock's method are pro- 6 0 0
bably within -10 to 30% of the correct value o/
except at low values Of CDW (o 0.0015) when itoo0o0 00 0 0 0 o o~ ox
could be up to 0.0005 too high. No direct evi- sonex ep t ow vlu s f CD ( .0 15the n it o o o1 o

dence is available on the effects of the boundary z o
layer or three-dimensionalities in the flow. 07o6 0

However, some comparisons have been made between .0.
9  

00
predictions by Lock's method and those of / V

Allwright's field method
6
, in each case based on 0.71 0

calculations by the FP method of Forsey and Carr C,0 4 C 0 

for the present configuration. These comparisons
reveal that three-dimensional effects are signifi- 70

cant only in the near vicinity of the tip (ie oa.0 o0 0 0 0 0

within about one or two chords) and thus, overall, ;

their influence on wave drag may be ignored. , __Leo 0_60_

0.1 0 2 0.3 0. 05 06 0 7 0.O

(ii) Combat aircraft wing Fig.18 Comparison between calculated' and measured drags

The second configuration is an example of a wing design for which Lock's method -
at least in its present form - is less reliable. The wing has been tested as a half model
with the aim of providing fluid-dynamic data for the validation of CFD methods.
Comparisons of predictions by VFP and measurements of wing pressure distributions are
discussed in Ref 9. As part of this study, M. C. P. Firmin (RAE) has performed some

calculations of wave drag using both Lock's and Allwright's techniques. Results for local
wave-drag are shown in Fig 19. Outboard of the shock bifurcation at n = 0.45 , Lock's method

is seen to give much larger values of local wave-
drag than those of Allwright while, further
inboard, Lock's predictions for the rear shock are
slightly lower on average than Allwright's values. 'backlocioa
An explanation for the former discrepancy is given -9 surface
in Fig 20 which shows the variation with distance 

uface

from and normal to the wing surface of shock-
upstream Mach number.

At n = 0.604 , ie outboard of the bifur-
cation, Lock's method predicts that the shock
penetrates much further into the field than is
indicated by the more-accurate field method of
Allwright. The reason for this is that the cur-
vature of the wing upper-surface increases LC
markedly with distance upstream of the shock on 2os 1 1
this part of the wing. Thus the flow curvature at I I

the shock in the field is affected (via the 1 -I

outgoing Mach characteristics from the wing sur- 160 LaI

4 face) and consequently the rate at which MN
changes with distance normal to the wing is 120
modified . soI

Fig 20 also shows that, close to the wing
surface, where the flow is strongly influenced by
conditions at the foot of the shock, there is a 0
marked difference in the two predictions of the V
variation of MN with distance from the wing. 0.2 . , 1.0

This discrepancy arises from the neglect of the 0 0.2 0 .6 0.8 1.0

effect of the boundary layer on (a) the local flow Fig.19 Calculation of wave drag by two methods.
curvature and (b) the inclination of the shock M = 0.88 CL = 0.392
relative to the wing surface.
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Despite these deficiencies, Lock's method1.
is useful in providing a rapid indication of sour- , q * 0.360 -- Allwrght
ces of excess drag both in the early stages of the 12 Aft shock--

-L
ck

wing design and later on as a diagnostic tool
following wind-tunnel tests. 11

3.3 Bodies

Perhaps the first UK attempt to us 2 CFD for 0 Ql 33 03 , 05 0 6,,0
the prediction of body drag was by Myring who
employed a viscous/inviscid interaction technique
to calculate the subcritical flow over axisym-
metric bodies at zero incidence. He represented
the inviscid flow over the displacement surface of 1.3 - 0604
the body and the shear layer by a source-ring M,
method and calculated the viscous shear-layers by 1.2
integral methods, coupling the two solutions by a
Direct procedure. 1.1

Using his method, Myring was able to 1.0
design a 'low-drag' body, as illustrated in
Fig 21, where it is distinguished from a conven- 0 01 0.2 03 0.0 0.5 0. 7 z/c
tional body of the same thickness ratio in having
no pronounced auction peaks. Also shown in this Fg.20 Calculation of Mach number normal to shock
figure is the variation with thickness ratio of at two stations on wing
drag-coefficient based on surface area, CDA , for
both types of body, clearly illustrating the
superiority of the 'low drag' design, albeit at 0 L 10
the expense of a lower body-volume. On the other 0 odo L 

10

hand, the 'low-drag' body has somewhat higher P/ body Body length
suctions or local velocities than those of the 2 2
conventional shape in the region where the wings
of an aircraft might be mounted, showing the 0 / %\
danger of optimising aircraft components in
isolation. -0 b

A number of methods have been developed in
UK for calculating transonic flows over bodies, Q
including the full-potential method of Baker and -o
Ogle'3 for axisymmetric bodies and two methods of 20 40 60 o0 100 120
solving the Euler equations for the flow over Olal,c,
forebodies.

35 -- Conventonal

Baker's method has been used
44 

to calculate CD, -103 body
the variation of drag with Mach number of
spherically-blunted forebodies at zero incidence 3.3-
for Mach numbers up to the limit of validity of 3 u2--r z
the method, ie approximately unity. An example

4
' _ -- body

of the reasonable agreement between predictions by 31
this method of pressure distributions and drag is
provided by Fig 22. Drag is inferred from the 0.10 0 1 01
calculation by the 'local' method and a small tare Th,(kness raho
correction to allow for discretisation errors in Fig 21 Pressure distributions and drag versus
the method and skin-friction' drag is applied to thickness ratio for axisymmetrc bodies
the theory to align prediction and measurement at calculated by Myrings method
M - 0.7.

Corresponding calculations of drag by the v,
first of the Euler methods4

5 
are also shown in o "p

Fig 22. Based on the DAe algorithm for solving ,o
the Euler equations, this technique is applicable
to axisymmetric forebodies

26
. Again the predicted

variation of drag (by the 'local' method) with I

Mach number in the subsonic range is in fair
agreement with measurement. This method has been
generalised by BAe

26 
to include forebodies of

general shape at incidence, and a further genera-
lisation has been performed by Aircraft Research
Association, (ARA) Bedford" who have applied their
multiblock technique to enable sideslip to be con-
sidered. Pressure distributions on the upper and ,
lower sides of the body calculated by the latter
method are compared with measurement for the fore- 00
body of the BAe Hawk at incidence and sideslip
angle 8 in Fig 23. No comparisons of drag are o,
available but the agreement between calculated and
measured pressure distributions is reasonably good, 1 0 0., .a 2
suggesting that the method may be used to calcu- F,g2 Presure distr,bh00s .nd drag to? a co,il
late the variation of drag with Mach number for ."bhody .t*h . ,yh-rca nus, blunhnIo

such shapes. ,IR 0 3



Techniques such as the last one have yet to
be combinec' .nteractlvely with boundary-layer BA, ~wkfOrV
calculatloi methods to predict the drag of general
bodies. Of particular interest in this connection
are fuselages with upswept afterbodies. 'nla'e

3.4 Cowls and nozzles

The accurate calculation of turbofan cowl 1p
drag is an important consideration in the design 12
and the performance prediction of modern transport- 0.8
aircraft. To be fully representat've, the calcu- 04
lation method should simulate the Interaction 0

between the engine, the pylon and thp wing. This -0
cannot be done, at present, although progress is

being made in the modelling of complex con- 0,}

figurations (section 3.5) but, as a preliminary to -U#.. ,,.,.,,
obtaining solution to the complete problem, two . .. } ....

methods have been programmed for isolated cowls.
These methods have a similar function to that of
aerofoll methods in providing a simple basis for Pig23 Opper and lower body pressure dstribuhons
checking flow algorithms. The first method, due BAe Hak foretody. M 08. s 72"

to Peace"4, uses a Direct coopling of a full-
potential solution of the inviscid flow with the
lag-entrainment method for the turbulent boundary
layers. The second procedure replaces Peace's
potential-fl~w scheme by the BAe method for 2rMal

solving the Euler equations
2 6

.

Goldsmith
4 8 

has made comparis ns between
predictions by these methods and measurements of c:S'ne,
cowl pressure drag for a number of NACA-1 cowls U - . _

aligned with the free stream. Comparisons for the
cowl geometry sketched in Fig 24 are shown in
Fig 25 where cowl pressure-drag coefficient is A' S &teamfube :0ss-sectonal ireaa sta
plotted against the relative-flow ratio A./Ac as
defined in Fig 24. Peace's method is limited to
Mach numbers below about of unity, and in this A, Cowlhighlght VCapture area
Mach-number range It gives good agreement with , o 73 A I

measurement for relative-flow ratios above those 07] Ar,,
for which cowl-lip separation occurs. For low A - ,a'
relative-flow ratios, the agreement is less
satisfactory, as might be expected for a method CC onl 21 rprdr
using a first-order treatment of the shear layers. -max

The Euler method has only been used for
calculations at supersonic speeds and so a
discussion of these comparisons is deferred until
section 4 where methods for supersonic flows are Fig2 Cowl geometry and defitons
discussed.

A number of methods have
been produced in UK to calculate
the drag of afterbodies with pro-
pulsive jets. Hodges"

9 
has con- Am/A

sidered the case of an 0 02 0A 0.6 0.8 0 2 0.' 06 00 0 0.. 06 o. 0 0.0 06 as

axIsymmetric afterbody with a v

single jet and simulates the -0.05
external flow by a panel method,
the jet by the method of charac- - o Ooo

teristics and the boundary layer -0.1
with the lag-entrainment method.
Thus the method is restricted *o -0.20
uniformly-subsonic external flows -o.50 06 M 0.8 o .

and jet flows which are entirely
supersonic. The solutions to the 8.06

various parts of the flowfield are 0.0 /2 0.0

patched and empirical relationships 0 2 0

are used to define the separation ....-

and reattachment points and also o_01 'S 1.3

the entrainment in the mixing -0,10region. Comparisons of prediction O>M1

by two methodsS
0
, Including -0.55 /-,e1,,.,

Hodges' method, and measurements -0 M0 -- er
of afterbody pressure drag for a 0.l Experi.t

series of nozzles, at various jet- Fig.25 Cowl pressure drag as a function of capture ratio and free-
pressure ratios and for M - 0.6 stream Mach number
and 0.8, reveal that Hodges'
method is in reasonable agreement
with measurement for subcritical
external flows.

l m'mm ~m
mni l i iiH l l@@lll
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Peace
5
' has developed a method based on solutions of the Euler equations in both

the external flow and the jet which is not restricted to subcritical flow- ,tside
the jet. As in Hodges' procedure, the boundary layer is calculated by the lag-entrainment
method

1 1 
but replaces the Direct coupling and empirical separation prediction of Hodges'

technique by an SI coupling. On the other hand, the entrainment in the jet mixing region
Is determined by a simple empirical correlation.

aEuperiment

Fig 26 shows plots of afterbody pressure- 
002 JPR 2.9 - Peien

drag coefficient against free-stream 
Mach number

for an afterbody nozzle configuration tested by COp),
Reubush and Runckel

5 2
. The predictions by the

method of Peace are seen to be in good agreement
with measurement except close to M 1.

3.5 Complex configurations

The requirement to be able to calculate 0 J J
transonic flows around complex configurations, 06 07 08 09 1.0 11

such as those shown in Fig 27, has led to the
development at ARA, Bedford

5
3,S

4 
and at BAe o Fi.26 Pressure drag coefficient against M on Reubush

multiblock grid generation schemes. Combined and Runckel afterbody nozzle configuration 3
with the BAe technique for solving the Euler

equations, these methods have been used for the
calculation of the flow over a wide variety of
configurations, an example being given in
section 4. However, assessment of drag predic-
tions by the method is still at an early stage,
and, as noted in section ?, the production of
spurious entropy by the current generation of
Euler solvers makes the accurate determination of
drag difficult; nevertheless it is envisaged that
possible applications of the method in the future
include:

(I) determination of the installed drag of
pylon/cowl or weapon arrangements;

(Ii) calculation of trimmed drag of closely-
coupled configurations; and

(iii) calculation of drag of wing/winglet

combinations.

4 METHODS FOR SUPERSONIC AIRCRAFT

The airframe components of supersonic
aircraft are generally integrated closely and
hence the aerodynamic interference between them
can be considerable. Consequently this section is
different from the precedIng section in that no
dtstinction is made between components and the
methods are considered under separate headings in
chronological order of development.

4.1 Generalised near field wave drag program

The discovery that methods based on 'area Fg 27 Srface grids for a variety of a,rcraft
transfer' rules do not give reliable predictions corfguratons
of zero-lift wave drag led BAe (Warton) to produce
a code based on a simplified panel
method for linearised supersonic-
flow known as the Generalised Near Fuselage Shaping to Reduce
Field Wave Drag (GNFW) program

s s
. Supersonic Zefo Lft Drag (COO)

Sufficient con idence has been so.-Canop

established in the accuracy of the
method for a range of military
combat-aircraft configurations for
it to be used in a routine way on E8Ip3DO
project design. An application is Shan ElerelJ n
illustrated in Fig 28; the design
exercise involved changing the
fuselage geometry and estimating
drag using the procedure. The
particular >slgn alteration shown *"

in Fig 28 increased fuselage
volume while reducing zero-lift PgB FulSlipng-RedueedCoo bys%
drag by 1%. A combination 2f
changes, such as : 1',hte'olng the E,.~e lceesdVolumby400 Um



spine, walsting the fuselage sides, and increasing centre-fuselage volume, reduced zero
lift drag by 5% and increased internal fuselage volume for fuel system etc by 400 litres.

Although largely superseded by recent developments in methods for solving the Euler
equations, techniques such as GNFWD currently retain an important function In the design
of supersonic combat-aircraft because they are

(a) economical in terms of computer time and

(b) simple to use and to understand.

4.2 Euler/panel progeram for wing,'tody configurations

While giving reasonable predictions for the flow over bodies, panel methods are not
satisfactory for lifting surfaces, in general. Thus a hybrid procedure has been
programmed by BAe (Warton) using an Euler code for the wing and a panel method for the
body55. The method has been used to predict incremental drags and pitching moments (from
surface pressure integrations) for a combat aircraft configuration due to wing camber and
twist. Fig 29 snows that the procedure gives accurate predictions of the changes between
two different wings over a relevant range of lift coefficients.

Trim drag is an important consideration in the design of Supersonic Drag Penaltie Due to
combat aircraft for both subsonic and supersonic Wing Camber and Twist
manoeuvres. Consequently a version of the hybrid method Evaluionf LCD AC Procedure
has been specifically developed at BJe to estimate the __r____--_.

variation of zero-lift pitching moment with Mach number.
This technique has been used in a design process to ACt, ACP pocure
reduce the trim drag of a combat aircraft configuration, .00
yielding a 6% reduction in lift-dependent drag at the
critical subsonic and supersonic design points. Experiment

4.3 Euler methods for forebodles and pitot-intake 0.1 0.2 C, 0.3
cowls

-01 Experimtent
The BAe Euler code for axisymmetric forebodies

26  
6C /

has been used to calculate the variation of drag with o- -.-- _
Mach number at low supersonic speeds for the forebody of "n-AC. Procedure
Fig 22 at zero incidence. Fig 22 shows that the method
provides a reasonably faithful representation of the Fig.29 IncremntsDueto WngCamber
variation for Mach numbers between 1 and 1.2. Changs on BA. Wind Tunnel Mod

As noted In section 4, calculations have been made of cowl pressure drag by a ver-
sion of the BAe Euler code26 for pitot cowls (Fig 24) at supersonic speeds. Fig 25 shows
that predlctions by this method are in good agreement with measurement.

4.4 Euler/Multiblock method

Although methods such as those described in section 4.1 and 4.2 have demonstrated
their usefulness as engineering tools, Increasing use will be made in the future of
methods such as the ARA/BAe Euler/Multiblock code, as noted in section 3.5. The appli-
cation of this method to wing/body configurations representative of supersonic combat
aircraft is described and assessed in Ref 56. In this study, drag is determined by the
'local' method and thus needs to be regarded with caution because of the sensitivity of
the method to discretisation errors. A study has been made of the effect on drag of grid
structure and density but this was not conclusive56. Therefore the assessment of the
method has been based mainly upon comparisons with measurements of wing pressure distri-
butions and overa'll forces made on two half models. In order that the comparison is not
affected by extraneous effects, such as these due to the interaction between the half body
and the sidewall boundary layer, overall force measurements on the body alone are
subtracted from those of the wing/body configuration at each angle of incidence and an
analagous procedure is used in
the calculation by the CFD
method. Comparisons are shown 0.-n
in Fig 30 for M - 1.6 and for CL - ruin Sffixreet notional
one of the wings studied, the 0.4
calculated value of drag coef- 0-
ficient having been increased by 0..-
0.0054 to allow for skin friction
(assumed to be unaffected by wing
incidence, thickness and camber). .2
The agreement between calculation
and measurement is, on the whole, 0.1
fair. Differences between pre-
diction and measurement of lift at 0 0
angles of incidence above about 6

°  
.. .. 00 0'0o , 0.0

can be explained by the effects of
shock-induced separation not simu- Fig30 Overall lift, drag and pitching moment compar:on between theory
lated In the calculation method, and experiment. M = 1.6, Wing A
The obviouo discrepancies between
calculation and measurement of drag
at low lift Is believed to be due mainly to inaccurate predictions of suction near the
leading-edge.
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4.5 Hall's multigrid method

WoodwardS
7 

has used Hall's multigrid method
2 7 

for solving the Euler equation, pre-
viously mentioned in section 3.1, to study the wave drag of aerofoils with rounded
leading-edges at supersonic free stream speeds. This method is particularly suitable for
studying flows of this kind since it has an unusually large number of grid points in the
leading-edge region and is thus able to represent accurately the strong detached shock and
the rapid spatial changes in the flow near the leading edge.

Fig 31 illustrates some of
the results obtained by Woodward Nose radius %
for wave drag by the 'local' oodo

method and shows the effect on the 0

variation of wave drag with lift C0,, - 0.16CL2 * 0.95
l20

of changing nose radius. 
At zero 

0 05

lift an optimum nose radius of 0.042 91.70

about 11% chord is obtained but, 17
as lift increases, the optimum Zero lift

value becomes smaller. This 0.040 0040 wave drag

interesting result illustrates{ Dwo at
well the ability of CFD to provide oerslift
relatively rapid assessments of 0.038 0.038
drag differences due to changes in
shape and the means of determining .
drag optima. 0.036 6

5 CONCLUDING REMARKS 0.034 ds.03

This paper has shown that, 0 0.1 0.2 0.3 0. 05 0 1% 2%
while the wholly theoretical pre- L ra{
diction of aircraft drag is not Nose radius

yet possible, CFD methods exist in
UK for drag prediction which are Fig.31 Calculated variation of wave drag with lift for varying

of considerable value to the nose - radius aerofoils, M z 1.1

aircraft designer in the following
tasks:

selection of the shape of aircraft components at the preliminary stages of the

- analysis of drag and diagnosis of sources of unwanted drag;

- 'extrapolation' of wind-tunnel drag data to 'full scale'.

Further refinements are needed to numerical methods for solving the Euler equation
to reduce the sensitivity of drag predictions by these methods to grid density. Such
developments would allow multiblock schemes to be exploited to calculate the drag of
complex configurations, and, as such, would be a step In the direction away from the
current dependence on wind-tunnel tests.

UK methods of solving the Reynolds-averaged, Navier-Stokes equation have yet to
make a significant impact as techniques for drag prediction. Future developments in this
area depend mainly on improvements being made to the turbulence models used, and the
prospects of these being effected in the near term are uncertain. Thus viscous/inviscid
inter-action techniques are expected to contir: to feature prominently in UK drag pre-
diction methods for some time to come.
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COMPUTATIONAL FLUID DYNAMICS DRAG PREDiCTION - RESULTS FROM THE
VISCOUS TRANSONIC AIRFOIL WORKSHOP
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ABSTRACT

Results from the Viscous Transonic Airfoil Workshop held in January 1987, are compared with each other and with experimental
data. Test cases used include attached and separated transonic flows for the NACA 0012 airfoil. A total of 23 sets of numerical re-
sults from 15 diffesent author groups are included. The numerical methods used vary widely and include: 16 Navier-Stokes methods,
2 Eulegiboundary-layer methods, and 5 potential/boundary-layer methods. The results indicate a high degree of sophistication among the
numerical methods with generally good agreement between the various computed and experimental results for attached or moderately
separated cases. The agreement for cases with larger separation is only fair and suggsts additional work is required in this area.

INTRODUCTION

During the past 3 years ,he Viscous Transonic Airfoil (VTA) Workshop was planned, organized, and implemented. The workshop
implementation was in two pan.. The first pat consisted of presentations at the AIAA 25th Aerospace Sciences Meeting at Reno,
Nevada, in January 1987 by 15 author gru.zns with a variety of different viscous airfoil numerical methods (Refs. 1-16). The second part
of the VTA Workshop was the presentation if a compendium of results (Ref. 17) where the individual contributions were combined in
a format to facilitate comparisons among bot,' the various computations and selected experimental data. In this paper results from the
VTA workshop obtained for the NACA 0012, irfoil ae reexamined and analyzed with special emphasis on drag.

The individual author groups have computed a set of results for test cases involving a variety of different situations ranging
from attached subcritical flows to transonic flows with both shock-induced and angle-of-attack induced separation. A complete set of
instructions given to each author group, which lists all of the requested airfoil cases, required results, and result format, is reproduced in
Ref. 17.

The methods used by the various authors vary from momentum-integral boundary-layer methods coupled with transonic potential
inviscid codes to full Navier-Stokes method& A quick-reference table showing authors, paper references, and methods used is given
in Table 1. A total of 23 different sets of results were submitted by the 15 author groups as several authors decided to submit several
sets of results. The majority of methoxs (a total of 16) utilize the Navier-Stokes equations. This is in direct contrast to the situation
in 1980-81 at the Stanford Workshop on Complex Turbulent Flows (Ref. 18) where very limited results on airfoil calculations were
submitted with Navier-Stokes methods. This suggests a strong trend toward the Navier-Stokes formulation, even though it can be com-
putationally expensive. The remaining formulations are split between several categories: two are Euler/boundary-layer methods, and
five are potential/boundary-layer methods. The boundary layer methods are divided between the momentum integral approach and the
full boundary layer equation approach.

Major objectives to be addressed in this paper include the establishment of the abilities of viscous airfoil analysis methods to predict
aerodynamic trends including drag and the establishment of the quantitative abilities of the various methods for predicting details of
viscous airfoil flow fields. In short, the primary objective of this paper is CFD computer code validation. There are two types of
errors which the validation process seeks to identify and hopefully eliminate. These include physical model errors and numerical errors.
The physical models associated with CFD applications include the governing equations, the viscosity law, boundary conditions, the
equation of state, and the turbulence model. Numerical errors associated with CFD applications are due to time and space disretization
schemes, boundary condition implementation schemes, grid resolution, grid stretching, and artificial dissipation. Differences between
two computed results that use different physical models are best evaluated by using accurate experimental data. Differences between
two computed results that use the same physical models have to be numerical in nature by definition. Numerical errors can be effectively
identified by numerical solution-to-solution comparisons. Grid refinement studies, outer boundary position studies, and code-to-code
comparisons are examples of this type of error evaluation scenario. In actual practice physical model and numerical errors coexist in
most applications. Thus, identification, evaluation, and removal of errors associated with CFD applications are best accomplished by a
combined implementation of experimental and solution-to-solution comparisons. The purpose of the VTA Workshop in general, and this
paper in particular, is to achieve this type of comprehensive code validation for the viscous transonic airfoil problem.

DISCUSSION OF RESULTS

The NACA 0012 airfoil is a symmetric, 12% thick airfoil which has an analytical definition given in Ref. 17. This airfoil, while not
being state of the art in airfoil design, is extremely valuable as a standard because it has been tested extensively both experimentally and
computstlonally. As a consequence, a range of experimental results taken from various sources can he compared with the present range
of computational results,
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Table 1 Summary of authors and numerical methods used in the Viscous Transonic Airfoil Workshop.

no. author(s)
"

f method description

1 Sugavanam
5  NS, modified ADI, BL

2 Desai,Rangarajan
2  

NFP+LEBL+visc ramp,
SLOR+grid sequencing

3 Dargel,Thiede
s  

NFP+MIBL+nonisentropic
shock-point operator

4 RurseyTaylor,Thomas NS, AF, upwind FV, BL
Anderllon"

5 Melnik,Brook;Me&d
5  

CFP+LEBL, MG-ADI
6 Makaysniuk, Pullim' NS, diagonal-ADI, BL
7 Coakley

T  NS, upwind-ADI, FV, CS

8 " NS, upwind-ADI, FV, BL
9 . NS, upwind-ADI, FV, JK

10 " NS, upwind-ADI, FV, (q-w)
11 Chen,Li,Alemdavoglu Euler+IBL, MG, FV, CS

Mehta,Chang,Chen,
Cebec'-'

12 " NS, ADI, BL
13 " FP+IBL, CS
14 King

0  NS, ADI, CS
15 " NS, ADI, BL
16 " NS, ADI, JK
17 Huff, Wu, Sankar" NS, ADI, BL
18 Matsushima, Obayahi, NS, LU-ADI, flux limiter,

Fujii
]
2 BL

19 Haase, Echtle'
5  NS, 3-step RK+RA, FV, CS

20 " CFP+LEBL, MG-ADI
21 Kordulla NS, implicit pred-corr, BL
22 Drela, Giles' Euler+MIBL, FV, Newton it
23 Morinishi,Satofuka" NS, MG, RK, RA, BL

NS-Navier-Stokes, NFP-nonconservative full potential,
CFP-conservative full potential, IBL-inverse boundary
layer, LEBL-lag entrainment boundary layer, MIBL-mo-
mentum integral boundary layer, MG-multigrid, FV-
finite volume, RK-Runge-Kutta, RA-residual averaging,
BL-Baldwin-Lomax, JK-Johnson-King, CS-Cebeci-Smith

The first results for the NACA 0012 airfoil are pressure coefficient distributions at M. = 0.7, = 1.49o, and Re, = 9x10 6 . These
results, including 20 separate curves, are presented in Fig. I on a single set of axes without labels. For this case the flow is attached and
just slightly supersonic near the leading edge upper surface. All methods produce very similar results with very little scatter and are in
excellent agreement with the experimental data of Harris (Ref. 19). The measured experimental angle of attack for this case was 1 .860.
Using a linear method for simulating wind-tunnel-wall interference, Harris determined the corrected angle of attack to be 1.49

°
. This is

the angle of attack used to compute all the results displayed in Fig. 1. The consistency and accuracy of results for this case indicate that,
at least for surface pressure associated with attached, weakly transonic flow, computational methods have attained a sophisticated level
of development.

The second set of results computed for the NACA 0012 airfoil also consist of pressure coefficient distributions and are displayed
in Fig. 2. These calculations were performed for M. = 0.55, a = 8.340, and Rec = 9x10

6
. Again the angle of attack used in the

computations (8.34*) is the corrected value obtained by Harris from the measured value (9.860) using a linear analysis for wind-tunnel-
wall effects. For this case the flow has a supersonic bubble well forward on the airfoil upper surface and is slightly separated at the foot
of the shock. In addition, several authors reported boundary layer separation at the airfoil trailing edge. The angle of attack for this case
is about one degree below the maximum lift value.

The computed results for this case are displayed in two different plots (all without labels). Computations utilizing inviscid-plus-
boundary-layer methods (6 curves) are displayed in Fig. 2a, and computations utilizing Navier-Stokes methods (16 curves) are displayed
in Fig. 2b. Both sets of computations are in good agreement with Harris' experimental data. However, the inviscid-plus-boundary-layer
results show considerably more scatter for this case than the Navier-Stokes results. Most of the scatter is associated with the solution near
the airfoil leading edge on the upper surface, where the large angle of attack causes a rapid expansion followed almost immediately by
a shock wave. Perhaps the generally coarser streamwise spacing of the inviscid grids used in the inviscid-plus-boundary-layer methods,
which averaged 137 points relative to an average of 243 points for the Navier-Stokes metho. is inadequate to capture the large gradients
associated with the inviscid flow at the airfoil leading edge. The two solutions that significa-tly underpredict the peak -cp level at the
upper surface leading edge (one result from Fig. 2a and one result from Fig. 2b) are from very coarse-grid calculations, and therefore,

tend to support this observation.

.1
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Fig. 1.- Comparison of pressure coefficient distrbutions for the NACA 0012 airfoil, M_ 0.70, a =1.49* (corrected), Re.=
9.05106.
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Fig. 2.- Comnparison of pressure coefficient distributions for the NACA 0012 airfoil, M_ 0.55, a =8 .34* (corrected), Rec
9.Ox 10'. a) Computations utilizing inviscid-plus-boundary-layer methods. b) Computaktionsutilizing Navier-Stokes methods.
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Compans o pressure coefficient distnbutions for the third NACA 0012 airfoil case ar displayed in Fig. 3. The flow conditions

for this casw are M. = 0.799, a = 2.26, and Re0 = 9x10'. Again, the computational angle of attack (2.26°) is obtainedfrom the
measured angle of attack (2.860) using a linear wind-tunnel-wall cosrection procedure. For this flow field a shock wave exists on the

airfoil upper surface at about r/c = 0.5, which is strong enough to cause significant boundary layer separation. This case represents a

severe test for all methods. The results are divided into five groups as follows: a) computations utilizing inviscid-plus-boundary-layer

methods (6 curves), b) computations utilizing Navier-Stokes methods on coarse grids (4 curves), c) computations utilizing Navier-Stokes

methods on fine grids (5 curves), d) Navier-Stokes computations with turbulence model variation due to King (Ref. I0 3 curves), and
e) Navier-Stokes computations with turbulence model variation due to Coakley (Ref. 7; 4 curves). The coarse-grid Navier-Stokes results
were computed on grids ranging from 127 x 32 to 193 x 49, and the fine-grid results ranged from 257 x 57 to 265 x 101.

The inviscid-plus-boundary-layer results (Fig. 3a) show a significant amount of scatter especially at the shock wave and on the
lower surface. Nevertheless, several of these methods do a good job in predicting both the position and strength of the shock wave. The

-1.2 -1.2

-4 Ii-.8
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.4 0 EXPERIMENT (HARRIS) .4- DESAI AND RANGARAJAN 0 EXPERIMENT (HARRIS)
--- DARGEL AND THIEDE -SUGAVANAM
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CHEN at al. (METHOD 1)

.8CHEN et al. (METHOD 3) '8 KORDULLA
DRELA AND GILES MORINISHI AND SATOFUKA
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.. HAASE AND ECHTLE (METHOD 1)
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Fig. 3.- Comparison of pressure coefficient distributions for the NACA 0012 airfoil, M0. = 0.799, a = 2 260 (corrected), Re =

9 0x10
6

. a) Computations utilizing inviscid-plus-boundary-layer methods. b) Computations utilizing Navier-Stokes methods on coarse
grids. c) Computations utilizing Navier-Stokes methods on fine grids. d) Navier-Stokes computations with turbulence model variation
due to King (Ref. 10).
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Fig. 3.- Concluded. e) Navier-Stokes computations with turbulence model variation due to Coakley (Ref.7).

coarse-grid Navier-Stokes results shown in Fig. 3b are generally in close agreement with each other but miss both the shock strength
and position. The fine-grid Navier-Stokes results (Fig. 3c) are very similar to the coarse-grid results except the shock is slightly sharper.
Thus, grid refinement is not the answer for obtaining good agreement for this case.

The turbulence model used in all but one of the nine.Navier-Stokes computations shown in Figs. 3b and 3c was the Baldwin-Lomax
model (Ref. 20). In Fig. 3d King (Ref. 10) has computed results for three different turbulence models including Baldwin-Lomax,
Cebeci-Smith (Ref. 21), and the newer Johnson-King model (Ref. 22). In Fig. 3e Coakley (Ref. 7) has computed results for four
different turbulence models including Baldwin-Lomax, Cebeci-Smith, Johnson-King, and a two-equation model called Q-w (Ref. 23).
Note that the Q-w and Cebeci-Smith results are identical and therefore are plotted as a single solid line. For the computations in Figs. 3d
and 3e, only the turbulence model was allowed to vary, all other physical and numerical factors were held fixed. The Baldwin-Lomax,
Cebeci-Smith. and Q-w results from both codes produce results which are essentially identical to the other Navier-Stokes results (Figs. 3b
and 3c). The shock is too strong and too far aft on the airfoil. However, the Johnson-King results are in excellent agreement at the shock,
accurately predicting both shock position and strength. One drawback associated with the Johnson-King model computations is the
under prediction of pressiue on the airfoil lower surface. This, of course, will lead to a significant under prediction in lift relative to the
experimental value. It is interesting to note that most of the inviscid-plus-boundary-layer results displayed in Fig. 3a, which agree well
with the upper-surface shock strungth and position, also under predict the lower-surface pressure distribution.

Figure4 sbows acomparison of22CL vs a curves plotted without labels for the NACA 0012airfoil at Mw = 0.7 and Rec = 9x10
6

.
Experimental results from Harris with wind-tunnel-wall corrections included are also displayed. Most of the computed curves show good
agreement with each other and with experiment at lower angles of attack. However, the overall comparison is disappointing at higher
angles of attack The scatter in the maximum lift value is particularly large. The of = 1.490 experimental point corresponds to the
slighly-transonic solution shown in Fig. 1 where agreement is generally good. For angles of attack above this point the flow is more
strongly transonic and eventually separates. In addition, several authors reported convergence difficulties or solution unsteadiness at
these higher angles of attack. This may he a contributing factor to the large amount of scatter in the maximum CL.

Drag polar comparisons are displayed in Fig. 5 for the NACA 0012 airfoil at M_. = 0.7 and Re. = 9x10 6 . As before, this set
of comparisons is broken into several parts with experimental results of Harris included in each part for comparison. For C. - 0.2
and lower, the flow field is subsonic. Drag values below this point correspond to pressure-plus-skin-friction drag and values above have,
in addition, a wave-drag component. Since the pressure comparisons shown in Fig. I are a] in good agreement, any disagreement
in subcritical drag shown in Fig. 5 is probably due to disagreements in the skin-friction-drag component. However, since the pressure
integration for drag can be quite sensitive, this ascertion should be studied in more detail by examining computed drag-component results.

Turbulence model variation has an effect on the drag polar as shown in Figs. 5e and 5f. For both figures, the newer Johnson-King
turbulence model results overpredict the drag in comparison with experiment for the higher lift values, while the older models yield
reasonable agreement. This trend is rather puzzling since the Johnson-King model yielded the best pressure distribution through the
shock wave for the strongly separated case presented in Fig. 3. Perhmps the reason for poor drag polar agreement is associated with the
under prediction of lower-surface pressure as predicted by the Johnson-King model in Figs. 3d and 3e. This would lower the lift, and if
the drag is unaffected, produce the situation observed in Figs. Se and 5f. However, several of the inviscid-plus-boundary-layer results
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Fig. 4.- Comparison of lift coefficient versus angle of attack for the NACA 0012 airfoil, M_ = 0.7, Re, = 9.0x 106.

presented in Figs. 5a and 5b also exhibit the same under prediction of pressure, but produce good drag polar results. This general area
of drag prediction should be the subject of additional study.

Tansonic drag-rise characteristics for the NACA 0012 airfoil at zero-lift conditions are displayed in Fig. 6. This set of comparisons
is also broken into several parts and compared with a range of experimental data compiled by McCroskey (Ref. 24). All computations
were performed at a Reynolds number based on airfoil chord of 9 million. The turbulent boundary layer was numerically "tripped" at
n/c = 0.05 for those methods with trip or transition modeling and at the airfoil leading edge for those methods without. Each numerical
curve shown in Fig. 6 is displayed with the computational points used to establish that curve (shown as solid circular symbols) when
those points were available and when a small number of points (3 or 4) were used to establish the entire curve.

The range of experimental data dispiayed in Fig. 6 was established by looking at a large number of experiments (approximately 50).
The six "best" sets of data, including Harris (Ref. 19), were selected, adjusted for Reynolds number effects, and plotted in Fig. 6 as a
cross-hatched region. The different sets of experimental data, the selection process, and the Reynolds number adjustment procedure are

1 1
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CL CL 
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0 EPERIMENT (HARRIS)
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.ARGELANDTHIEDE

O MELNIKt I. 
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CHEN t a.(METHOD5 D3)ANGIE
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D E A N GI S

0 .01 .02 .03 .04 .05 0 .01 .02 .03 .04 .05

CO CO

Fig. 5.- Comiparion of lift versus drag polar for the NACA 0012 airfoil, M, = 0.7, Re, 9.0xl0. a) Computations utilizing
potential-plus-bondary-layer methods. b) Computations utilizing Euler-plus-boundary-layer methods.
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Fig. 5.- Concluded. c) Computations utilizing Navier-Stokes methods on coarse grids. d) Computations utilizing Navier-Stokes methods
on fine grids. e) Navier-Stokes computations with turbulence model variation due to King (Ref. 10). f) Navier-Stokes computations with
turbulence model variation due to Coakley (Ref.7).

described in McCroskey (Ref. 25). For this adjusted set of data, at a frestream Mach number of 0.7 the experimental drag value ranges
from about 73 to 83 counts. For reference, Harris' highest Reynolds number tripped data produced a drag of about 75 counts.

The inviscid-plus-boundary-layer computations shown in Figs. 6a and 6b generally agree well with each other and with the excer-
imental range of results. The drag-divergence Mach number is difficult to ascertain for some methods, especially the two Euler-plus-
boundary-layer results shown in Fig. 6b. The scatter associated with the coarse-grid Navier-Stokes results (Fig. 6c) is quite large relative
to the other computational and experimental results, especially at the subsonic Mach numbers, and suggests that the boundary layer grid
refinement, or perhaps grid clustering, is a key parameter for drag calculations. The last two parts of Fig. 6 (Figs. 6e and 61) show the
effect of turbu.-'ce model variation on the drag-rise characteristics of tte NACA 0012 airfoil. Except for relatively small variations in
subsonic drag levels, there is virtually no variation in drag rise because of the turbulence models tested for this case.

Figure 7 shows computations (3 curves) compared with a range of experimental data, again compiled by McCroskey (Ref. 24),
for the lift-curve slope (dC£L/det) plotted versus freestream Mach number. Values for dCL/da were obtained by computing the lift at
a = 1.0° . The units on dCL/dm are therefore (o) -1. This particular curve is significant because of its sensitivity to shock wave position
and shock/boundary-layer interaction. The three computed results are in good agreement with the experimental range at lower free-stream
Mach numbers, but deviate quickly. The single inviscid-plus-boundary-layer result starts deviation at about the drag-divergence Mach
number. The two Navier-Stokes results qualitatively follow most of the experimental trends, including the severe shock-induced lift loss
in the range 0.85 < M_ _< 0.90, but miss the appropriate levels, especially the minimum value of dCL/do at M_ = 0 88.
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Fig. 7.- Comparison of computed and measured results for the lift-curve slope as a function of the freestrearn Mach number, C,
airfoil.

GRID REFINEMENT STUDY

As a part of the VTA Workshop, a grid refinement study was requested for the NACA 0012 airfoil solution presented in Fig. 1. The
conditions for this solution are as follows: M_ = 0.7, = 1.490, and Re. = 9x105

. This is a relatively easy solution with all CFD
methods producing excellent agreement with each other and with experiment in terms of surface pressure (Fig. 1). Results of the grid
refinement study are shown in Fig. 8 where the drag coefficient is plotted versus the inverse of the number of grid points on the airfoil
chord (A). There are a total of six curves displayed in this figure, all without labels. The computational points defining each curve are
displayed as solid circular symbols. The experimental drag level from Harris and a drag band representing the computational methods
that reported drag levels for this case are also displayed. As desired, most of the curves approach a drag asymptote which falls in the
lower end of the computational band near the experimental value (CD = 0.0079). Of the curves presented, three have large slopes
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Fig. 8.- Computed drag coefficient versus average grid spacing on the airfoil upper surface (A) for the NACA 0012 airfoil (grid refinement
study), M_ = 0.7, c = 1.49'

, Rec = 9.0x10
6

.

and three have small slopes. The methods that produce small-slope results have reasonable drag levels even on coarse grids, which is
a desirable characteristic. The methods that produce large-slope results have large drag errors when coarse grids are used. This is an
alarming situation. Grid refinement checks such as the one in Fig. 8 are extremely important and can help calibrate the level of grid
refinement required for applications and even uncover errors when the proper asymptotic behavior is not achieved.

COMPUTATIONAL STATISTICS

A relatively complete set of computational statistics for several of the cases just presented is given in Ref. 17. Of particular interest
are the floating-point operation counts required for a solution from each of the individual methods. These statistics were not directly
available from each author but were estimated from the statistics generally supplied by each author. The variation in per-solution operation
count was quite large ranging from 4x101 to 6x10 ". The inviscid-pius-boundary-layer methods (Nos. 2, 3,5, 11, 13, 20, and 22 from
Table 1) have operation counts that range from about 4x 107 

to 2x 10 0t . This range is very large by itself and is primarily due to the wide
diversity of methods within this category. The operation counts for the Navk,-Stokes methods vary from about 2x1010 to 6x10 " and
are due to variations in grid size and rates of convergence. From these statistics the inviscid-plus-boundary-layer methods appear to be
about 30 to 500 times faster than the Navier-Stokes methods. However, caution should he exercised with this comparison because the
Navier-Stokes methods generally utilized finer grids and produced most of the solutions for the more difficult cases, for example, cases
involving maximum lift or drag. In addition, several of the Navier-Stokes methods were used time-accurately for unsteady solutions
which increased the operation counts for these runs by several times.

CONCLUDING REMARKS

The Viscous Transonic Airfoil (VTA) Workshop has been held for the purpose of validating viscous transonic airfoil computations
over a range of flow conditions. A total of 15 author groups have submitted 23 different sets of computed results. These results are
compared with each other and experiment, when appropriate, in a series of plots with a variety of different results. The primary objective
of this presentation is to establish method capabilities for predicting trnds and individual flow field details. An additional purpose is the
establishment of a data base which can be used for future computer code validation.

To a large extent the results obtained from the VTA Workshp are presented herein without concluding remarks. Specific conclusions
about which methods are superior or inferior are left to the reader. Nevertheless, several general conclusions are easily identified and are
now presented.

1. CFD methods for tansonic, atce airfoil calculations have reached a sophisticated level of development. Most methods are capa-
ble of producing valuable results in the design environment, including the prediction of lift to within ±3% and drag to within ±5%.
Other computed flow field data, including velocity boundary layer profiles and skin friction distributions, are in good agreement
with each other and with experimnt. Computational and experimental scatter for zero-lift drag-rise characteristics are comparable
providing proper levels of grid refinement are utilized in obtaining the computational results.

2. CFD methods for transonic, separated airfoil calculations are not as well developed as the methods for attached flow computations.
This is largely due to the lack of accurate turbulence modeling in regaons of separated flow. Turbulence model inadequacies am the
most importn physical model error associated with the results contained in this report. Despite this major problem, recent progress
in this m suggests hope for the future.
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3. Many errors associated with CM computer programs are solely numerical in nature. This type of error can be identified by various
types of solution-to-solution comparison. Inappropriate grid clustering and refinement are the most important numerical errors
associated with the results contained in this report. Establishment of "standard" levels of grid refinement is difficult because different
methods have different requirements. However, grid refinement studies can be used to help eliminate these errors. More emphasis
should be placed on solution-to-solution comparisons !, aid in the evaluation and elimination of numerical errors.
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CFD DRAG PREDICTION
FOR AERODYNAMIC DESIGN

by
Charles W. Boppe

Grumman Corporation
Aircraft Systems Division

Bethpage, NY U714

SUMMARY

Consistent and accurate Computation Fluid Dynamics (CFD) prediction of absolute drag level for aircraft
configurations is currently beyond reach. This is attributed to several elements characterizing state-of-the-
art computer algorithms and hardware. With considerable research focused on the 2-D airfbil analysis
problem, an exercise is conducted to quantify the implications for 3-D wings. Recent highlights in the
U.S.A. which have advanced drag prediction capabilities or improved understanding of the problem are
described. Examples are taken from the areas of computational physics, viscous airfoil simulation, compo-
nent analysis, hypersonics, and conceptual design/configuration optimization. Primary attention is concen-
trated on aircraft but helicopter, missile, and automobile cases are also included. A near term solution to
the CFD drag prediction problem can not be identified. Instead, means based on CFD's strengths are
discussed which make computational methods valuable for drag reduction/prediction during aerodynamic
design processes.

NOMENCLATURE

CL Lift Coefficient
CD Drag Coefficient
CDi Lift-Induced Drag Coefficient
T" 3.14159

Pressure Coefficient
003o Freestream Mach Number

t/c Airfoil/Wing Section Thickness-to-Chord Ratio
AR Aspect Ratio
P Pressure
X/L Non-Dimensional Axial Distance
A Sweep Angle
Re, Rn Reynolds Number
L/D Lift/Drag Ratio
CDo Zero-Lift Drag Coefficient
CA Axial Force Coefficient
CM Pitching Moment Coefficient
CN Normal Force Coefficient
a Angle-of-Attack (Deg.)
Q Heat Transfer Coefficient
TLNS Thin Layer Navier-Stokes
q Dynamic Pressure
BM Bending Moment
FS Fuselage Station
IN Inch
KIP 1000 Pound Unit of Weight
T Thrust
D Drag
X Wing Taper Ratio (CTIP/CROOT)
X,Y,Z Spatial Coordinates
d Diameter

6fF  Flap Deflection Angle (Deg.)
Count Drag Coefficient Value of 0.0001
c Chord Length
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b Span
SOB Side of Body
c Average Chord
7 Wing Span Location (2 y/b)
PT Total Pressure
Cf Friction Drag Coefficient
SWET Wetted Area
TOGW Total Gross Weight (Vehicle)
I Mass Injection Ratio

SUBSCRIPTS

av Average
2-D Tw-Dimensional
3-D Three-Dimensional
eff Effective

1 - INTRODUCTION

An ever-present need to improve maneuvering performance and reduce fuel consumption of all powered aero-
configured vehicles guarantees that the topic of drag prediction and reduction will remain a high priority for engineering
design and analysis. Many conferences, meetings, and short courses have concentrated on elements of this subject.
Several of the larger volumes which have resulted are itemized in Tible 1.

Table 1 Drag Predlction/Reduction Reference Volumes

VOLUME TITLE DATE

AGARD CP-124 AERODYNAMIC DRAG 1973

EXPERIMENTAL DATA BASE FOR COMPUTER
AGARD AR-138 PROGRAM ASSESSMENT 1979

AGARD CP-264 AIRCRAFT EXCRESCENCE DRAG 1981

AFWAL TM-84-203 PREDICTION OF AERODYNAMIC DRAG 1984

AGARD-R-723 AIRCRAFT DRAG PREDICTION 1985

Unfortunately, drag prediction difficulties, associated criticality in the design process, and commercial implications
have evolved an environment wherein the free exchange of ideas and experiences is somewhat hindered save for
university research and government lab activities. Several messages, however, form a consensus within existing litera-
ture. First, experimental techniques dominate publications dealing with absolute drag prediction. A majority of authors
clearly believe that experimentation is practically the only means for both drag prediction and reduction. Second, a very
small percentage of publications with central themes concentrating on CFD touch on the subject of drag. Instead, CFD
research results focus on the prediction of flow field characteristics such as pressures, flow angularity, separation
regions, shock wave patterns, wake visualization, etc. Third, research programs and aerodynamic configuration devel-
opment programs do not generate drag and related phenomenological data of sufficient depth and quality to permit an
organized attack on current deficiencies which could dramatically alter the state-of-the-art. This is true of both experi-
mental and computational elements of these programs. It then becomes important to identify current capabilities and to
use this information for focusing on areas of high potential pay-offs.

Industry configuration development programs have been in the past and are currently characterized by a drag build-up
technique which is used for performance estimation purposes. The build-up technique varies from organization to
organization and within an organization the technique varies from individual to individual since judgements are often
required. In general, empirical data and organization design history will greatly influence this process. It is important to
recognize that this classical approach to drag prediction is severely compromised when new aerodynamic configurations
are being investigated for which little historical data base exists. Background for configuration drag build-up techniques
can be found in Paterson's work(15

) which covers subsonic and transonic aircraft applications with a slant towards
transports. Jobe's report(

3
) provides transport and fighter aircraft drag estimation methodology. The supersonic speed

regime is also included in Reference 3 along with data base information. Recent computational code results are
identified which provide some indication of simulation accuracy for various drag components.
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The magnitude of the total aircraft drag prediction problem can be illustrated in one sense by examining the various
sources of excrescence drag on a typical fighter aircraft. Table 2 highlights the variety in antennas, lights/probes, and
openings that might be encountered in fighter design.

TABLE 2 TYPICAL EXCRESCENCE DRAG

ANTENNAS (Eteror) OPENINGS

1 Blade (APR-27) 10.32 in.2  1 Fuel Dump - inc. in DECH Pod
2 Blade (AN/APX73) (AS1918/AR TACAN) 44 in.2  1 Bleed Valve 2 in. -4.5 in.
1 Blade (F-11) 32 in.i = 30* 2 Engine Drains
I ALO-xxx DECM Pod (F-14) 16 Water/Fuel Drains 1/8 -5/8 in. dia
4 Blade PDS 8 in.2 each 5 Fuel Cell Vents (fuselage)
2 ECM pods (F-Ill) TailIWing 2 Refueling Sump Drains

2 ECS Ground Cooling Louvers
2 Oil Breathers 14 Holes @ 3

Cockpit Safety; Gun Gas - Gas Purge
LIGHTS & PROBES 1 Ammo Vent, 1-Cockpit Exh.

2 Oil Cooler, 2 ECS Exh.
2 Pitot Static Probes 2 Hyd. Oil Cooler Scoops
2 Total Temp Probes 2 Engine & IDG Oil Cooler
1 A-O-A Transmitter 1 EPU Intake & Exh Louver
2 Ball Nose Alpha Probes 1 APU Intake & Exh Louver
24 Static Discharge Probes 2 Bleed Air Heat Exchanger
1 Navigation Light
1 Anti-Collision Light

MISCELLANEOUS

1 Windshield Rain Removal
Access Door Hinges

1 Arresting Hook
PAssW-gs.4

While on a large-scale, attention must be focused on global features of the configuration like the fuselage, wing, and
trim surfaces which account for the main portion of friction, wave, and lift-induced drag ... it must also be apparent that
absolute drag prediction for aircraft requires detailed attention to small-scale elements. This mixing of scales presents a
significant problem for CFD which is somewhat constrained by today's supercomputers. The aircraft designer, however.
recognizes that many of the small-scale geometric features listed in Table 2 are also beyond the range of successful
ground test facilities using sub-scale models.

One obstacle to improving the ability to predict drag via CFD evolves from the typical dichotomy of critical task
assignments. Researchers or methodology developers rarely participate in a project environment, the goal of which is to
optimize a design or diagnose a problem. This appears to be, in part, attributable to personal preferences and an
incompatibility related to skill requirements. As a result, the end-goal for many computational fluid dynamicists, or
computational aerodynamicists; that of demonstrating that pressure fields agree with those from sub-scale testing - is
not very satisfying for the project engineer responsible for an application involving aerodynamic performance.

It can be appreciated that subtle discrepancies between computed and experimental pressures will have different
effects on drag and pitching moments obtained via pressure integration depending on local position and geometry, A
small pressure anomaly near the middle of an aerodynamic configuration (where surface shaping is nearly aligned with
the onset flow) will sum to produce a negligible contribution to total drag and if the location is near the moment center
... a negligible effect on overall pitching moment. If the pressure anomaly, even though small, is positioned aft on the
configuration, say on a nozzle boattail, a significant drag effect will register due to integration on an aft-facing surface
and significant moment effects can register since the moment arm is large.

Two additional examples of good pressure agreement not resulting in satisfactory engineering predictions are also
included here for illustrative purposes. Consider the load prediction exercise sketched in Figure 1. Here, a fuselage
forebody shape has been sketched. Pressure instrumentation might be positioned at sixteen fuselage axial stations. One
can imagine that a computational solution might even touch upon all of the experimental data points as illustrated. To
many, the pressure correlation shown here would be interpreted to be proof that a satisfactory solution or simulation is
in hand. But fuselage bending moments, critical to satisfactory structural design, require a double integration of
pressure ... the first (see Fig. I-B) results in a shearing force distribution while the second (see Fig. I-C) produces the
fuselage bending moment. It may be surprising that a 36% bending moment discrepancy can be generated over the first
quarter of the fuselage length. This has nothing to do with errors in the usual sense. Instead, it is a discrepancy caused
by discretization.
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Heat transfer prediction problems are similar but the source of the difficulty is different. Figure 2 shows computa-
tions performed for a bent-nose biconic body shape at hypersonic conditions. The pressure comparison with test data
appears to be very good but the accompanying heat transfer correlation is compromised. This type of discrepancy for

Navier-Stokes code solutions is related to the convergence level achieved (see Section 2.6-D). These examples highlight
two points. First, the most common means now used to validate CFD codes (pressure correlations) can be misleading
for several elements of engineering applications. Second, drag forces are not the only source of difficulties for CFD
codes. Problems can be identified on several different fronts, but the solution to one is likely to have beneficial
implications for the others.
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Geometric complexity provides another source of difficulty for CFD. This was suggested earlier in the examination of
the various sources of excrescence drag. Geometric complexity also takes the form of (1) complex lifting surface
combinations, (2) multiple weapon/store carriage (with pylons and attachments), and (3) blended airframe-propulsion
integration shaping. CFD simulations for these cases are hindered by a limited ability to generate very complex
computing grid systems.

A final consideration deals with what might be called microphysics. This involves complexity in a flow feature sense
as opposed to the aforementioned complexity in a geometric sense. Whether manifested alone or in combination with

geometric complexity, the result is the same ... compromised simulation fidelity. Flow elements for consideration might
include vortices, shock waves, mixing layers including entrainment, wake shear surfaces and turbulent separated flow
regions. Detailed numerical simulation of these isolated flow features is difficult. Typical aircraft applications, however,
include combinations of these elements as well as element interactions. Sufficient knowledge to treat all interaction
combinations numerically is not in hand. Unfortunately, all of the flow elements listed affect drag levels so it becomes
important to study computational physics if the primary interest is drag prediction via computational aerodynamics.

To evaluate the current state-of-the-art in CFD drag prediction for the United States, items from the aircraft, helicop-
ter, and missile industry have been gathered. Aircraft applications concentrate primarily on problems related to the
transonic flow regime, but hypersonic flow applications are increasing at a rapid pace. Helicopter technology focuses
primarily on rotor airfoil drag prediction at transonic speeds and fuselage flow separation issues at subsonic speeds.
Missile analyses are typically performed at supersonic speeds and the area of interest is usually base drag. Recent
highlights in CFD drag prediction are identified along with the building blocks required to tackle future applications.

2 - DISCUSSION

It should be recognized upfront that the subtleties of aerodynamic drag are inherent in a number of flow field
elements which can be easily observed such as ...

1) Vortices 5) Turbulence
2) Wakes 6) Base Flows
3) Shock Waves 7) Heating Layers
4) Viscous Shear Layers 8) Transition Regions.

But observation of these elements is not sufficient because difficult to observe microscale phenomena form the building
blocks which determine element characteristics and effects. To further compound the drag prediction problem, aerody-
namic flows typically involve interactions of these elements. Shock waves intersecting high-viscosity flow regions near
surfaces, free vortices, wakes, and separation bubbles result in physical flow phenomena which are not well understood.
As a result, CFD drag prediction depends now, and even more so in future, on a field called Computational Physics.

2.1 COMPUTATIONAL PHYSICS

Turbulence simulation continues to be the primary problem in computing fluid physics. A mix of large and small-
scale fluid motion results in instabilities which impede numerical investigations. Further, attempts to enhance knowl-
edge experimentally are compromised by a current inability to measure pertinent dynamic quantities. State-of-the-art
test practice now is characterized by measurements which are in a sense "integrated" over both space and time.

In trying to enhance physical knowledge required to refine predictive capabilities, the physical constraints imposed by
modem computers become apparent. Turbulent mixing layers, for example, might be better understood by modeling an
inviscid vortex sheet, but consider this statement by Krasny(

3 3
):

"A practical consequence for the present problem is that any consistent discretization of the vortex
sheet equations will also have a short wave-length linear instability. In an actual computation, short
wavelength perturbations are introduced spuriously by roundoff error and they may grow fast enough to
destroy the calculation's accuracy. With a fixed machine precision, refining the mesh does not reduce the
computational error since the discretization then resolves shorter wavelength modes which grow faster
once they are perturbed by roundoff error."

Novel numerical schemes will be required to deal with constraints to establish this capability. Reference 33 describes a

step in this direction.

Computer hardware limitation implications are also apparent in recent work by Rogallo and Moin(
34

) which high-
lights computational requirements for simulating the smallest eddies found in a turbulent channel flow at Re= 104.
Approximately 5 X 1010 grid points coupled with 2000 time steps were needed to reach a steady state. For perspective,
note that a majority of computations now being performed using Reynolds-Averaged Navier-Stokes formulations are
based on grid systems featuring total point counts between 100,000 and 300,000 (500 to 1000 time steps). It is not clear
at this point in time, how long it will take, or what technological breakthrough will make it possible to tackle aerody-
namic applications with what is now perceived to be required resolution and cycle count.
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2.2 AIRFOIL TECHNOLOGY EVALUATION

Establishing a foundation for understanding complete aircraft drag prediction capabilities might best be achieved by
the examination of components in detail. For aircraft, the lifting wing and propulsion system present a major technical
challenge in flow simulation. Limitations on drag prediction for 3-D lifting wings can be appreciated by studying
simpler two-dimensional airfoil section predictions. Over the past 10-year period, a number of workshops( 4 8 ,50 ) have
been conducted to assess the ability of CFD to predict lifting airfoil flow fields. Holst( 9 ) reports on the results of a
recent workshop organized by the AIAA Fluid Dynamics Technical Committee. Twenty-three solution sets (70% N.S.,
30% iterative B.L.) addressed the simulation of viscous flows for transonic airfoils.

-1.6

-1.2

-0.8

Cp

.0.4

0.0

0.4

0.8

Figure 3 RAE 2822 Airfoil Pressure Distribution at M0 = 0.725, a = 2.90

Several airfoil shapes were studied. Perhaps the most interesting airfoil, from an engineering design point of view, is
the RAE 2822 airfoil (Figure 3). Test data for this section can be found in Reference 41. To form a drag rise curve with
variable lift level data, Korn's relation*

CL
MCC + CL +t/c =K (1)

10

can be used. It provides an approximation of Mach/lift trades. The resulting drag rise curve for CL=0.74 has been
illustrated in Figure 4. Drag Divergence appears to occur near M.. =0.7 which results in an "advanced airfoil" K-
factor of 0. 89. Conventional airfoil K-factors are near 0.87 while NASA-type supercritical sections with severe pitching
moments exhibit K-factors near 0.95. A typical design point characterized by maximum M LID occurs near M O =0.7
where this value is close to 59. Test data at Mco =0.725 provides information nearest to what might be identified as a
design condition. At this point, the shock wave is relatively strong but there is no evidence of appreciable flow
separation. Code/experiment comparisons(9 ) reveal that on average, drag predictions disagree by approximately 5 % and
shock wave locations typically disagree by about 5% of chord length. These comparisons are compromised by some
computational lift levels that are as much as 10% different than test data.

;Dr. David Korn (formerly of NYU - Courant Institute)
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Figure 4 RAE-2822 Airfoil Drag Divergence Curve Data & Adjusted

(Ci = 0.74)

It will be shown in the following Section that beyond-design-Mach conditions are important and the prediction of
shock wave position is as critical for engineering applications as is the absolute level of 2-D drag predicted. RAE-2822
data at M oo =0.74 illustrates a more severe case. Reference 9 reveals that average drag discrepancies are now on the
order of 25% and shock positioning errors average close to 10% chord.

Understanding three-dimensional wing implications based on two-dimensional flow is important because "2-D"
represents an upper limit for simulation fidelity. Three-dimensional flows are always more complex and computer
hardware constraints guarantee that 3-D wing section resolution will be considerably less dense than that used for 2-D
airfoil sections. This leads to transonic wing design/analysis implications based on the Reference 9 compendium of
airfoil simulation results.

2.3 WING DESIGN/ANALYSIS IMPLICATIONS

Simple Sweep Theory has been used in the past to relate 2-D and 3-D airfoil characteristics. It was shown in
Reference 4 that these simple cosine relations remain valid through the transonic regime providing that the effective
sweep angle (AEFF) is used instead of any geometric angle linked to the wing planform so ..

M2_D = M3-D x cosAeff (2)

CL2-D = CL3 -D / cos
2

Aeff (3)

t/c2_D = tc3-D (4)
cosAeff

CP2,D = CP3_D / cos
2

Aeff (5)

CD2_D = CD 3 ,D / cos
3
Aeff (6)

At transonic conditions with shock waves present, the local shock wave sweep angle controls or becomes the effective
sweep for 2-D/3-D relations.

To develop a physical feel for 2-D/3-D drag relations and shock sweep effects, a typical fighter and transport wing
planform can be considered. Planform characteristics are ...

Transport Wing Planform Fighter Wing Planform

IR=8 /R=3
X= 0.4 X = 0.2
ALE = 25' ALE = 4

0'

These wing shapes have been sketched in Figure 5. The effective sweep for both planforms is approximately 19' if, for
example, the baseline wing section is similar to that of RAE-2822 which features a shock wave at the 55% chord
location. At the Mo,0X.725 design point (see Refs. 9 and 41), this 2-D section generates about 107 counts of drag.
Using equation 6, a 5% discrepancy in drag measured in two dimensions translates to a 4 1/2 count error for wing (or 3-
D) drag prediction.
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X AL = 5ALE = 40*
X=..

z Figure 5 Transport & Fighter
Wing Planforma

In the case of both the fighter and the transport wing, anomalies might cause shock sweep to be degraded by 50o This
new 140 shock or effective sweep level raises the 2-D Mach number to 0.75 and now the average 25% discrepancy in
drag prediction applies to an airfoil (or 2-D) drag level of 242 counts. This translates into a 55-count drag discrepancy
for a wing.

There are many examples where a 5 degree wing shock sweep variation occurs quite naturally and it may not be
possible in some applications to design the problem away. A number of these situations have been illustrated in Figure 6.
Note that the occurrences can be found on wings, canards, prop-fan blades, vertical tails, and winglets. For wing cases,
the shock sweep impairment can be induced by canard downwash or nacelle, pylon, and fuselage interference. It may
also be the simple result of load drop-off near the wing tip. The point here is that there are many local regions on a wing
at transonic conditions where section drag discrepancies could be near 50 counts at what might be considered mild
cruise conditions. Note that sectional drag integrated along the wing span will include a combination of 5 % and 25 %
airfoil-type discrepancy regions. Integrated wing drag as a result might exhibit total 10 to 20% errors depending on
configuration complexity and flow severity present in any given application. In an engineering sense, these 3-D drag
prediction errors can be minimized by 1) selecting a 2-D code (or codes) which provide(s) accuracy better than the 5%/
25% average used here for illustrative purposes and 2) calibrating the cod- for various classes of airfoil shapes. This
calibration process can take the form of creating a Computational Airfoii talog (this has been the author's experi-
ence). The catalog would essentially be a compendium of high-value code simulations for various classes of airfoils
(i.e., NASA Supercritical, NACA, Wortmann, Liebeck sections, etc.) where experimental comparisons can be ar-

chived. The aerodynamicist, approaching a design or analysis task involving new airfoil shapes, can identify CFD
simulation idiosyncrasies or simulation discrepancy trends by observing like-shape correlations. Empirical biases can
then be added to the CFD result. It is the author's experience that a majority of tansonic cruise and maneuver design/
analysis problems can be tackled using this modified CFD approach based on 2-D polar buildup and historical CFD/
experiment adjustments. Absolute drag level prediction considerably closer than 5% can be achieved. Figure 7
illustrates a maneuver polar shape generated during the HiMAT program using this technique. Prior to this, polar
estimating accuracy at high-lift can be identified to be approximately 60 counts.

Figure 6 Shock Ww Unaweqep Regions

).
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Before leaving this topic, it will be worthwhile to examine the generic fighter wing planform again, but this time
using higher lift correlation results found in Reference 9 for the NACA-0012 airfoil (Figure 8). Figure 9-A shows the
shock wave location on this planform when the shock wave chord location is 10% c. Here, the effective sweep angle is
370 . 

The average code/experiment drag discrepancy for M2_D=0.55 and CL -. 0 is 100 counts. Using Equation 6, the
wing drag prediction discrepancy is approximately 51 counts. But in some cases at maneuvering conditions, shock wave
sweep can effectively be lost completely as sketched in Figure 9-B. If this occurs, the full 2-D drag discrepancy level of
100 counts can register for the wing. Further aggravating this situation ... the 00 shock sweep results in an effective 2-D
Mach number which is considerably higher than 0.55. The true "airfoil" drag error for wing performance estimates
can easily grow to several hundred counts.

Understanding these limits based on 2-D CFD code performance is important because threc-dimensionality further
complicates the problem. Identifying the sources of 3-D drag prediction discrepancies can become quite difficult.

-3.0 
°

-2.0

Cp -1.0

C1.0

0

1.0

Figure 8 NACA 0012 Airfoil & Pressure Distribution at M 0.55, 8 6.340
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2.4 X-29 EXPERIENCE

For transport design, where aerodynamic configuration variations over the past decades have in most cases been
subtle, small improvements in drag ... in the order of 1%, are important. Economic implications can be significant.
Fighter design, however, has been characterized by change. Drag improvements much greater than 1%, typically at
sustained and instantaneous maneuvering conditions, are sought.

Toward this end goal involving drag reduction, the CFD tool can provide a direct effect in projecting drag levels
(absolute or incremental) or it can provide an indirect benefit by providing the designer with an understanding of
fundamental flow physics not easily obtained by sub-scale test techniques. This is particularly important when configu-
ration novelty results in a design environment for which little historical information is available. The X-29 configuration
development effort would be categorized in this manner.

It was pointed out in the preceding section that by using CFD to enhance the estimation of conventional drag build-up
techniques, advances in predictive capabilities could be achieved. Most important, the value of 2-D airfoil analysis
methods was stressed based on HiMAT program experiences. Additional computational analyses performed during the
HiMAT program(

4
) using a 2-D(30) potential flow/boundary layer scheme are shown in Figure 10. The 2-D3-13 flow

simulation approach described in the preceding section was enhanced by decoupling the airfoil upper and lower sur-
faces. Upper surface pressures were best simulated by keying the conversion relations (eq. 2 and 3) to the upper surface
shock wave sweep angle while lower surface simulations were improved by using a leading edge or quarter-chord sweep
angle. This discovery was the result of numerical experimentation. From comparisons, it was reasoned that forward-
swept wing planforms might yield transonic aerodynamic performance benefits when compared to more conventional
aft-swept arrangements. Since a larger portion of the wing section load is carried on the lower surface in the form of
higher pressures (due to lower leading edge sweep of a forward swept wing planform; recall eq. 5), reduced expansion
requirements on the upper surface for any given total lift level would result in a weaker shock wave and thus ... lower
wave drag. Also, it should be recognized that as angle-of-attack or speed is increased, the wing upper-surface shock

4
1
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wave will move aft on the wing into a region of higher sweep because of planform taper (i.e., tip chor' <root chord).
Since airfoil (2-D) wave drag levels will surface as wing (3-D) wave drag via Eq. 6, drag benefits for transonic
maneuvering ,:ould be identified. This was the basis for initiating the X-29 program.

LN_~ = 0.625 -

HiMAT WING K PRESSURE DATA
CL 0.96, M = 0.85, ALE = 42.5o

-1.2 2-D ANALYSIS-DECOUPLED
UPPER/LOWER SURFACE
SWEEP-TAPER ANALYSIS. 2 .:'C - .- ,,'C AFT SWEPT WING
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o ______ '______,____ '_._ o. 5

0/C 1.0 0.4 /~

0.8
0.4

58R88.609"10

Figure 10 Effect of Decoupled Upper/Lower Surface Figure 11 Test Result Showing Forward/Aft Sweep Effect
Analysis for Airfoil K on Upper/Lower Surface Load Sharing

Wind tunnel tests performed during the summer of 1977 confirmed these rationalizations based on CFD numerical

experimentation. Figure It shows wing upper/lower pressures at comparable lift levels for the forward and aft-swept
wing research models tested at Mo, =0.9. The upper/lower pressure shift can be identified. Drag polar comparisons
have been included here as Figure 12. Note that maneuvering design point, (Mw, =0.9CL=0.9) benefits of about 40
counts were identified. But perhaps more interesting, drag benefits at higher lift levels quickly jump to several hundred
counts.

0.80.9
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1858O9 2 CD DRAG COEFFICIENT
Figure 12 Forward/Aft Swept Wing Drag Comparison,

AFFOL Wind Tunnel Test Moo = 0.9

Of course, the fihal proof rests with measured flight test performance. X-29 flight test results conducted over the past
year with a calibrated engine are shown in Figure 13-A. All current fighter drag polar efficiency levels have been
grouped into a band. Figure 13-A shows a subsonic polar efficiency comparison while Figure 13-B is a similar
comparison for transonic conditions. The subsonic polar comparison reveals benefits linked to the X-29's configuration.
Three sources of drag reduction might be identified, but only one deals with forward sweep, First, the X-29 three-
surface arrangement provides negligible trim drag penalties. Second, two segment variable camber for the main wing
trailing edge minimizes flow separation and camber drag penalties. Finally, it is conjectured that forward sweep yields a
more favorable leading edge suction distribution. Note that for an aft swept wing, the drag-loading curve (which is a
function of wing span location), reveal drag forces over most of the wing surface with particular concentrations at the

A -Ale
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wing root (see Figure 14-A). The wing tip exhibits a suction or thrust component. For a forward swept wing, the
opposite situation exists. Drag forces register across most of the span, particularly at the wing tip. The root, however,
registers thrust (see Figure 14-B). On a weighted integral basis (see eq. 7) suction at the root could be considerably
more beneficial than suction at the wing tip. Also, the wing root typically features thicker airfoil sections characterized
by larger leading edge radii providing the appropriate forward-facing surface to absorb the full suction potential. Going
back to Figure 13-A, a 24 % improvement in polar efficency can be identified near CL = 1.0 if comparison is made to the
best conventional configuration polar shape. The interesting feature to be identified in Figure 13-B is that the transonic
polar shape efficiency improvement (at a lift level comparable to that just noted for subsonic flow) is now 36%, This
gain, which is greater when compressibility effects are present, is most likely attributable to the two aforementioned
forward sweep drag reduction mechanisms [i.e., 1) upper/lower load sharing and 2) shock wave over-sweep at extreme
conditions].

c0-c 00

Figure 13 X-29 Drag Polar Efficiency Comparison at Subsonic & frursonic Speeds
(All Aircraft Data Converted to At = 4)

0 D BAN OF c(b (7
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0A8 (A k(B

AFT SWEPT WINGFOWAOSPTIN

cc_+ __ cc 5 .v

Figure 14 Forwad/Aft Sweep Wing Drag Loading

This example, using the X-29, demonstrates how CFD can have an impact on drag prediction and design in an

indirect sense. The benefit in terms of wing design procedure value and conceptual evaluation is underscored by the fact
that X-29 performance levels were achieved after only 160 hours of configuration development wind tunnel testing were
completed.

MWM



8-J3

2.5 3-D ANALYSIS EXPERIENCE

Recent 2-D CFD code experience was used in Section 2.3 to establish upper bounds for 3-D CFD drag analysis of
wing shapes at transonic speeds. Beyond this, experience indicates, as noted in Reference 1, that wing drag prediction
accuracy via CFD for transports at cruise conditions is in the order of 10-30 counts. Often, variations on the order of
several counts are sought. Successful project applications, wherein the favorable outcome of the program can be
attributed to absolute drag prediction capabilities with this level of accuracy, are not in hand. But 3-D analyses, despite
even current limitations, can play an important role during design/analysis by highlighting problem areas. As a result, it
is often possible to optimize and attain close to an ideal aerodynamic solution even though absolute drag levels predicted
are in error.
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Figure 15 Comparison of lansport Model CFD & Experimental Drag Polar Shape
(Boeng-Tnoco)

Figure 15 transport computations provided by Tinoco(ll) using a full potential code coupled with a 3-D finite
difference boundary layer method(4 5

) demonstrates polar shape accuracy of about 10 counts over a range of ACL-,O.3
if the CD levels are shifted by the CFD/test difference at the lower lift levels within the band. Perhaps most important,
is the method's ability to predict the spanwise distributions of wave and profile drag as illustrated in Figure 16. This
type of information, which can in fact be generated quite economically, allows the designer to refine known trouble
spots within geometric constraints. Many wing shape concepts can be weeded out prior to commitment to expensive and
time consuming sub-scale testing.
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2.6 RECENT U.S. HIGHLIGHTS - CFD AERODYNAMIC DRAG PREDICTION

Many references found in the list at the back of this paper identify key elements of CFD drag prediction. Here, an
efforvis made to highlight a number of items representing work accomplished over the past several years in the United
States which have had an impact of CFD drag prediction. These examples include advances in...

A) Computational physics
B) 2-D viscous airfoil simulations
C) Component analysis
D) Hypersonics
E) Conceptual design
F) Configuration optimization - Detailed design.

The examples highlight drag prediction capabilities, both directly (items B, C, D, and E) and indirectly (items A and F).

2.6-A ADVANCES IN COMPUTATIONAL PHYSICS

A vortex sheet is a discontinuity in tangential velocity formed where two streams of differing velocity interface. For
aircraft applications, vortex sheets can be identified in turbulent mixing layers, leading edge/wing tip/juncture vortices,
wakes, and plumes. The detailed micro-physics of these phenomenon are not fully understood and it is not clear that
near or mid-term research experiments will resolve these questions. It may be possible to answer some physics ques-
tions computationally by studying numerical mechanics models and comparing final outcome to more easily observed
macro-physics test observations. Towards this end, vortex-sheet models of inviscid flow might provide insights needed
to better understand turbulent mixing layers. Krasny's work(

3 3
) is worth noting.

As vortext sheets evolve computationally, a singularity develops which eventually compromises the sheet's analyticity.

Further, computer round-off error enters the solution erroneously amplifying short wave length modes. Krasny(
3 3

)

describes a desingularization process in which the exact equations describing vortex development are replaced by
approximate equations featuring a smoothing parameter. The exact equations and solution are eventually obtained by
letting the parameter degrade to zero. Figure 17-A shows a solution to the ordinary differential equations for single
precision arithmetic. Figure 17-B is a similar plot for double precision arithmetic. Figure 17-C shows that the desingu-
larization process has the same effect on computed vortex sheet structure as higher precision computing.

(A) (B) (C)
SINGLE PRECISION (7 DIGITS) DOUBLE PRECISION (16 DIGITS) SINGLE PRECISION WITH FILTER

0.1

Y T = 0.4 T = 0.4
-0.1 1_ _

T = 0.5 Jj..T = 0.5 -. --

T = 0.6 - T = 0.6 L V

T = 0.7 T = 0.7

0 X 1.0 0 X 1.0 0 X 1.0

Figure 17 Vortex Sheet Stability (KiUUy 1331)

CFD predictions constrained by computing hardware involve limits on resolution (n-total number of points) and time
step (At). Krasny's work offers potential for "numerical relief" which can be implemented to offset hardware con-
straints.

The work of Corcos and Sherman( 3 2
) is also pertinent. Here, the authors provide L. numerical simulation for two-

dimensional shear flow. It is postulated that complex fluid motions can be rationalized based on the understanding of a
small number of elemental motions. Corcos and Sherman use the aforementioned shear layer instability characteristics
to provide physical insight into shear layer roll-up and pairing along with the related strain history. Their analysis
identifies three characteristics lengthscales for this micro-physics interaction phenomena.

Kim, Moin, and Moser(
3 9

) have enhanced the physical understanding of turbulence by performing channel flow
computations for a grid of four million points. This numerical data-base will prove valuable for constructing turbulence
closure models to be applied to more complex flows, the simulation of which is beyond the range of current supercom-
puters. A number of discrepancies are identified by comparisons to existing experimental data. Weaknesses in test
techniques might, in part, explain the areas of disagreement for normal and shear stresses near the channel walls.



2.6-B 2-D VISCOUS AIRFOIL SIMULATION

Some criticize 2-D airfoil methodology development efforts because "We don't fly airfoils." In Section 2.3, however,
a case was made for the value of 2-D design optimization providing that key 2-D/3-D relations are taken into account
along the way. In the recent compendium of new airfoil analysis results(9 ), Hoist cautiously leaves conclusions up to the
reader. Clearly, there is no best method since different approaches demonstrate good accuracy in different areas. A code
selected for one application may not be the best for another application. One global conclusion, however, might be
drawn. Considering variety in section shape and conditions, and recalling that for two-dimensional codes shock wave
chord location prediction is as critical as absolute drag level projected, it is apparent that the newer and quantitatively
dominant (70%) Navier-Stokes schemes do not show any advantage in simulation fidelity. The N.S. schemes are also
characterized by a one to two order-of-magnitude computer resource penalty when compared to the older potential/
Euler zonal schemes.

One zonal scheme, that of Drela and Giles(10 ), displays a number of interesting characteristics. Drag prediction
accuracy is good for all cases including those at the more extreme conditions ... those that might be encountered well
into drag divergence. As noted before, shock sweep loses of about 5 * might make predictions on this portion of the 2-D
Mach/CD curve important for wing drag prediction. The code also predicts low Reynolds number airfoil cases featuring
transitioning separation bubbles. Maximum drag levels are predicted. It's economical.

This method is not like other codes in that its formulation is characterized by an Euler equation basic outer flow
solution coupled with a two-equation integral boundary layer. The set of equations is solved by a global Newton iterative
process. The laminar/turbulent boundary layer scheme incorporated is demonstrated to work well for strongly interact-
ing cases. As a result, it is suspected that less reliance on empirical adjustments (see Section 2.3) would be required if
this code were implemented. This code appears to have "The Right Stuff" and probably represents an advancement to
the state-of-the-art.

2.6-C COMPONENT ANALYSIS

CFD development in the past has relied heavily on correlation studies for isolated components such as airfoils, wings,
axi-symmetric bodies, spheres, cylinders, etc. For these types of shapes, geometric complexity is minimized simplify-
ing gridding and the dominance of attached flow increases the probability that useful information will be extracted from
the investigation. Success for these components is a prerequisite for graduation to more complete realistic aircraft
shapes.

While complex configuration interference effects are important for optimization efforts, knowledge of component
contributions and drag source breakdown for each component must also be a high priority. Tinoco(1 1 ) illustrates a
recent case of nacelle drag prediction using an Euler code coupled with a 3-D finite difference boundary layer method
developed by McLean( 4 5). Inlet mass flow ratio and exhaust pressure ratio effects are included in this simulation.
Figure IS shows the nacelle/strut geometry, gridding, and correlation achieved. For this attached flow case, a desirable
I-count drag accuracy level has registered. Further, the breakdown between wave and profile drag components is now
thought to be correct.
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2.6-D HYPERSONICS

Limits of current ground test facilities are expected to focus considerable attention on CFD as a means for designing
future hypersonic vehicles and weapons. Powered hypersonic vehicles now being considered exhibit T-D levels over
portions of mission trajectories that are quite small by current standards. Accurate drag prediction and minimization will
be critical for success. This problem is compounded by aero-propulsion concepts for which the examination of isolated
components provides only a basis or foundation for building complete configuration analyses.

Recent computations by Wilson and Davis(
5 ) 

provide insights into the difficulties which can be expected. Their CFD
calculations are performed using a version of Pulliam and Steger's(

4 3
) ARC3D code. This time-dependent 3-D Thin-

Layer Navier-Stokes scheme has been modified to include equilibrium-air high-temperature effects. A key to obtaining
good heat transfer and drag predictions is (1) the removal of all added dissipation near the body surface and (2)
convergence levels that are two to three orders of magnitude beyond that required for good pressure correlation. Figure
19 shows the L/D correlation obtained over a ten-degree range of incidence for two different biconic shapes. The impact
of convergence level on lift and drag can be identified in Figure 20.

MEASURED & CALCULATED AERODYNAMIC COEFFICIENTS
AT MACH 6 FOR BICONIC CONFIGURATIONS

a (deg) CN CA CM  L/D
BICONIC LIFT-TO-DRAG RATIO

EXPERIMENT 0.003 0.096 0.00 0.000 2.0

O 0
i TLNS 0.000 0.095 0.000 0.000
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TLNS 0.152 0.102 -0.004 1.260 -. 0
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TLNS 0.325 0.120 -0011 1.710 -) TLN T

0.5 A TLNS
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TLNS 0.110 0.118 0.020 0.932 <>' TLNS

u EXPERIMENT 0.248 0.140 0.017 1.460
S 5

TLNS 0.266 0.144 0.017 1.510 -0.5 1 1 1
1± -5.0 0.0 5.0 10.0 15.0
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Figure 19 CFO/Test Drag Comparison for Hypersonlc Forebodles
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Convergence level effects can also be identified using pressure and heat transfer correlations. Resources required for
a solution of the Navier-Stokes equations can be assessed by listing the time required for order of magnitude reductions
in the "L2 norm" parameter. This weighted maximum residual is based on the five flow parameters involved. The chart
below (Table 3) provides a time/convergence relationship.

Table 3 Cray X-MP ConvergencetTime Relationship
Hypersonic FoRsbody Analysis M =10

L2 NORM MINUTES
ORDER CRAY X-MP

1 17

2 37

3 65

4 120

5 180

Figure 21 shows top, bottom, and side pressure correlation achieved on a bent-nose biconic shape at M=6.0. Note
that very good agreement is achieved with the Order-2 solution. Further convergence to Order-3 only slightly improves
the forward top centerline pressure level. Note that fourth and fifth Order solutions are not included in this figure.
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Figure 21 Effect of Convergence Level on Hypersonic Premsure Correlation M = 6

Unfortunately, existing experimental data does not permit both pressure correlation and heat transfer correlation to be
examined together at the same flow condition or convergence level. Pressure data for this research forebody shape has
been taken at M=6, a =50 while heat transfer data is available at M=10, a=0. Based on past experience, however,
the comparison is still useful.



-1

Heat transfer comparisons are quite different. Figure 22 shows correlations for Orders 2 through 5. Agreement is
improving by Order-4 and some significant refinement is still identified for the Order-5 solution. The heat transfer
comparison in Figure 22 is more aligned in character with drag levels shown in Figure 20. Considerably more resources
are required to accurately predict drag )r heat transfer levels.

II
1

0.20 0()0.20 03

016 0.16

0 0.12 012

0.08 0.06
• ........ .... ,".....

0.04 0.04

0.00- 0.00
0.0 6.0 12.0 0.0 6.0 12.0

o .( M0 (4 ) 0 (()

.16 FI0 i

. ....... ...... ..................... ........... .
S0.04 0.04

0.001- 0.0010.0 6.0 12.0 ' .0 .0 12.0
x (CM) x (CM)

Figure 22 Effect of Convergence Level on Hypensonle Neet Transfer M:= 10

2.6-E CONCEPTUAL DESIGN

Linearized methods are typically implemented during aircraft conceptual design efforts to estimate overall lift and
wave drag characteristics. At this stage of the aircraft design process, many contour details have not been finalized and
the application of very sophisticated CFD methods is impaired by fast response times characterizing the working
environment. But computer methods such as the Harris Wave Drag Program(51) aie easily applied during conceptuali-
zation for wave drag prediction. Techniques like this have been used for over 20 years. Volumetric wave drag in the
Harris Program is computed based on an equivalent body form which is a function of Mach number. For fighter
configurations, particularly during maneuvering, wave drag due to lift can be appreciable. While these effects are
computed by CFD techniques typically during the detailed design phase, it is often not possible to modify the overall
wing planform at that point in the design process.

Malmuth et al(1
8

) describe a recently developed nonlinear area ruling procedure for predicting drag rise due tovolume and lift. The low expense and aimplicity of the scheme make it an attractive candidate for conceptual design

work. Physical insight into the problem is derived from the formulation which features a lift component add-on to the
equivalent body approach. Figure 23 shows calculations which illustrate the computed magnitude of wave drag due to
lift generated on a fighter type planform at two incidence angles.
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Figure 23 Wing Planform Wave Drag Due-to-Lift Prediction (Ref. 18)

2.6-F CONFIGURATION OPTIMIZATION - DETAILED DESIGN

Calibrated engine flight test data obtained during 1987 for the X-29 Forward Swept Wing Technology Demonstrator
reveals unprecedented levels of drag polar shape efficiency. Also of interest is an Air Force turn radius performance
comparison involving the X-29, F-16, and F-15 (see Reference 28). While performance levels might in part be attribut-
able to forward sweep, it should be appreciated that the X-29 design featured roots anchored in CFD. The 160 hours of
high-speed test time devoted to X-29 configuration development is approximately an order of magnitude less than that
accumulated for aircraft with comparable design goals. Key to success was the achievement of a good design prior to
first testing. The strength of the CFD approach is underscored as there was no historical data base upon which to evolve
the design concept.

2.7 HELICOPTERS & TILT ROTORS

Drag prediction applications for helicopter and tilt-rotor vehicles focus primarily in three areas. First, rotor airfoil
design and analysis problems are tackled using the same two-dimensional codes typically implemented for aircraft wing
design. As is the case for propellers, rotor applications are "2-D" save for the spanwise flow effect induced by
increasing dynamic pressure as the rotor tip is approached. The second and third areas involve component drag
prediction in hover and forward flight.

T

Figure 24 Rotor Downwash - AIrfo Il Interaction Schematic
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Recent hover load/drag prediction efforts have been reported on by McCroskey, et al( 26 ). The problem has been
sketchod here as Figure 24. It is known that download, or vertical drag penalty due to rotor downwash for the XV-15
vehicle varies between 5% and 15% of TOGW. It becomes important then, to refine both lifting and non-lifting
configuration elements to minimize the download magnitude. Unlike most aircraft drag prediction applications, this
case involves drag coefficient levels that are very high ... on the order of 1.0. The key to this study involves blending
the best features of sub-scale testing and CFD. For testing, Reference 26 itemizes the following strengths/weaknesses
(see Table 5).

A
2- 1.0 0

o A a 0

0 0(D

00

0 0 0 O 0

I.0

C EXPERIMENT
A PANEL CALCULATION WITH FLAGGED
L' SEPARATION FIXED AT FLAP SHOULDER A EXPERIMENT

,, PANEL CODE

0 .0
0o 6o of so 6o o

FLAP DEFLECTION 5F (DEG) FLAP DEFLECTION BF (DEG)
A (ABSOLUTE) B (NORMALIZED)

Figure 25 MeasuredlCalculated Drag vs Flap Deflection Angle (NACA 64A223M Airfoil)

Table 5 Tilt-Rotor Test StrengthsVIaknessen

Strength Weaknaess

Provides definitive facts about Wnd tunnel sall corrections
separated viscous flow * Re corrections

* Measurement limitations

Strengths and weakness for CFD analyses were also highlighted as summarized in Table 6.

Iable 6 Ti1t-Rotor CFD Analysis Strengths/Weaknesses

Strength Weakness
" Unlimited "measurements" a Physical modeling limitations

wino Re, wall problems * Fornulation approximations
a Model change/analysis speed * Low confidence in absolute

and flexibility values predicted

Figure 25-A shows that airfoil drag in crossflow varies with the flap deflection angle. The correlation between test data
and the computer model is compromised by a shift in absolute drag level. This is quite common for many applications.
If the curves are normalized, however, by the 6F = 0 drag valves, it can be seen (see Fig. 25-B) that proper trends are
predicted. This trending was obtained using an unsteady panel method coupled with a free-streamline representation of
the separated wake.

Consistent prediction of trends will result in successful computational component optimization despite the fact that
absolute drag levels do not agree with test data. The computers speed and relatively low cost in this case permit a large
number of shape/orientation combinations to be investigated. In this environment, out-of-the-ordinary solutions which
would not be considered for testing based on past experience can surface enhancing the probability of success. The
aforementioned airfoil download problem is illustrative in that the minimum drag does not occur when the flap deflec-
tion is 900 (minimum area normal to flow).

Efforts to predict more conventional free-stream drag components on helicopter fuselages have not reached this same
level of success but it is rewarding to see that attempts are being made to overcome difficulties and the results are being
reported. Reference 27 describes unsteady code panelization of a helicopter fuselage shown in Figure 26. Computa-
tional drag coefficients based on frontal area varied between 0.15 and 0.20 depending on which flow separation model
was used. Test data indicated a CD level of 0.13.
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Figure 26 Helicopter Fuselage Peaelization for Unsteady Flow Simulation

2.8 MISSILES & PROJECTILES

Computational methods developed for missile and projectile applications( 1
6

,
19

,
2 3

,
4 6

,
4 7 ) are characterized by fea-

tures that are common to aircraft methods. One exception, however, is the concentration on base drag prediction which
for missiles (terminal phase of trajectory) and projectiles might vary between 10% and 99% of the total drag. As in the
aircraft field, two groups with different approaches have formed. One, represented by Sahu(23,46 ,47) provides compu-
tational flow simulation results based on a thin layer Navier-Stokes formulation. Base drag correlations with test data at
supersonic speeds typically agree to within 10%-15%. But is it important to note that testing for this type of data is often
compromised by sting attachments interfering with re-circulation zones and lowering the base drag level.

A second approach taken by Wolfe and Oberkamnpf(22 ) for incompressible flow is characterized by a source/sink
potential flow solution coupled with an integral boundary layer scheme and empirical adjustments based on boat-tail
angle for base pressure. Projectile correlations for total drag are within ± 10% of test data while cone and flare shapes
agree to within ± 2%. 1% discrepancies are identified for finned non-lifting missiles.

One technique showing promise for projectile drag reduction involves base mass injection. Recent computations
performed by Cavalerri(V2 using a two-dimensional axi-symsnetric: Navier-Stokes code are instructive. Figure 27
computer results indicate that base pressure levels agree to within about 10% of test data. For this type of testing,
however, experimental scatter is significant as can be seen in Figure 28. Sc,, the levels and trending demonstrated are
quite good. Projected trending in base drag as a function of the mass injection ratio can be found in Figure 29. This
trending appears to represent an improvement when compared to that of older analysis tools. With this base comparison
in hand, the computer simulation can now be implemented to identify the most promising injection arrangement for test
evaluation/verification. The advantage of using the CFD tool in this case is that many injection schemes can be
investigated. Since flow phenomenon involved are complex and little experience base exists, computer modeling often
identifies valuable solutions that are not apparent or solutions that prior to analysis would be rated with a low probability
of success.
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2.9 AUTOMOBILES

In certain respects, the aerodynamics problems for automobiles are more complex than that for aircraft and missiles.
This is related to the volume of separated and vortical flow that characterizes the application type. It in part, explains
why drag computation for automobile applications cannot be found in the literature or by discussions with key applica-
tions engineers. The external aerodynamic problems are quite interesting, however, as they include drag reduction,
noise suppression (wind), and handling qualities which are influenced by cross-winds and gusting. Industry investments
at the present time are concentrating on more sophisticated wind tunnel testing which includes measurements of
pressure, velocity components, and turbulence properties. The objective here is to refine and verify new computational
method formulations.
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3 - CONCLUDING REMARKS

Recent engineering and research advances in the United States addressing the CFD drag prediction problem have been
reviewed. In addition, the impact of two-dimensional airfoil analysis accuracy level on wing design has been assessed.
The most important conclusion to be drawn is that there are no simple answers to the CFD drag prediction problem.
Accurate and consistent direct computation of absolute drag level for complete aircraft configurations is currently
beyond reach. Reasons for this come from many sources. Assuming all small features of a particular problem could be
modeled (recall excrescence drag - Table 2), it has been shown by Kim et al( 3 9 ) that grid resolution required to resolve
all flow details affecting total drag is insufficient ... by many orders of magnitude. Turbulence models do not com-
pletely resolve this problem. Matters are futher complicated by convergence levels required for drag computations.
From the Wilson and Davis(5) work on hypersonic Navier-Stokes applications, it is found that residuals must be driven
down two to three orders of magnitude beyond that required for reasonably acceptable pressure correlation. Finally,
from Krasny's work(3 3 ), we find that elements of computational physics forming the cornerstones for computational
aerodynamics, are sensitive to machine roundoff error. Machine accuracy must be improved or numerical schemes must
be designed to circumvent this problem.

Advances on many fronts can be identified. Most solutions, however, will involve added expense. It should be
recognized that once a solution to the CFD drag prediction is found ... the solution may not be affordable. Other means
of accomplishing design and analysis tasks could be more competitive for future applications. As evidence that future
economic issues exist, note that CFD methodology currently used for the majority of U.S. industry program applica-
tions represents ten-year-old technology. In other words, potential flow and Euler schemes with coupled boundary layer
analyses dominate. While more sophisticated methods based on Navier-Stokes equations are now in use, these applica-
tions typically do not involve drag prediction. This appears to be a function of economics. Any approach requires
approximations; for Navier-Stokes formulations, this comes in the form of a turbulence model. The engineer faced with
an application is bounded by computing resource constraints in the same manner as sub-scale test and flight test
resources are bounded. Current practice suggests that better drag results can be obtained by using CFD resources for
resolution and iteration count applied to methods based on potential/Euler flow solvers as opposed to say Thin-Layer-
Navier-Stokes solvers wherein resolution and convergence is somewhat compromised by large computer time/core
requirements. When drag prediction is of primary interest, errors attributable to approximations in the flow governing
equation(s) now appear to be less important than simulation fidelity errors linked to the turbulence model approxima-
tion. Skills required by both the CFD research scientist and application engineer have traditionally included mathemat-
ics, physics, theoretical methods, numerical analysis, and programming. Now it becomes important to add economics.

Despite these elements which limit direct CFD drag prediction applications, success in project environments has
registered on many fronts. Most positive CFD application experiences build on CFD's strengths. As a result, drag
prediction and reduction might be thought of as being dealt with indirectly. CFD characteristics to be exploited are
listed below.

* Configuration/variable evaluation speed
" Virtually unlimited resolution power (compared to subscale testing)
" Relatively low cost (if properly handled)
* Uncompromised by many factors which limit sub-scale and flight test experimentation

Sub-Scale Test Flight Test

Wall/Sting interf. Turbulence
Scaling effects On-board instrumentation limits
Model contour fidelity Thrust measurement
Instrumentation accuracy Unsteady environment

& resolution True aircraft shape under load
Power effects Cost/time constraints
Aeroelastic effects Data reduction complexity
Turbulence

As a result, we can expect that one of CFD's primary benefits will be an ability to enhance the traditional aircraft drag
build-up process.

In closing it is judged that advances in future decades will remove the current obstacles hindering direct absolute CFD
drag prediction. For the near term, by concentrating on CFD's current strengths, it is not necessary to wait for this to
happen.

/L
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